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TOWNSHIP OF LOWER MERION 

 

Date of Issue 

April 23, 2018 

 

 

ADDENDUM NO. 2  
 

 
For: SHORTRIDGE MEMORIAL PARK 

 STREAM RENOVATION AND BANK RESTORATION- 

 PHASE 3 

 

Contract Number:  4504-18-13 

 

Date of Bid Opening:  Thursday, May 3, 2018 

 

Time of Bid Opening:  11:00 A.M. Prevailing Time 

 

 

This Addendum forms a part of the Contract Documents and modifies the original Bidding 

Documents, as noted below.  Each Bidder shall strictly adhere to these amendments in the 

preparation of his proposal and acknowledge receipt of this Addendum in the space provided in the 

Bid Form.  Failure to do so may subject the Bidder to disqualification. 

 

CLARIFICATIONS: 

 

1. Project Schedule:  The Contract will be awarded on or about May 16, 2018 at the Board of 

Commissioner’s meeting.  The Notice to Proceed will be issued after Contract execution is 

completed, around mid-June 2018.   Contract term is 90 calendar days.  

 

2. For Add Alternate #2:  Enhanced Maintenance, the scope of work is for 18 months after the 

project is Substantially Complete. 

 

3. All shrub and plug planting areas are to be mulched per the detail on drawing CS6001, sheet 

9 of 12.  Per the note on drawing CS 2002, sheet 8 of 12, if the planting is done after August 

31, annual rye grass seed is to be installed over the plug planting area (under the mulch) and 

the lawn planting area, to aid in stabilization over the winter.  For bidding purposes, assume 

that the annual rye grass seed is to be installed. 

 

4. Both large and toe boulders used for stream back stabilization are to be stackable, roughly 

rectangular in shape, and grey and brown in color, to match existing stones on site installed in 

Phase 1 and 2 of the project.  Phase 1 stone was obtained from Delaware Quarries, 6603 Route 

202, New Hope, PA 18938.  Phase 2 stone was obtained from Gill Quarries, 3201 Potshop 

Road, East Norriton, PA  19403.  

 The sizes of the stones are as indicated on the Contract Documents.  Round stones or angular 

rock (rip-rap) is not to be used. 

 

5. Existing topsoil is to be stockpiled and reused.  It is assumed that no additional topsoil will be 

required.   
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6. Per the Clearing and Grubbing Notes on drawing CS0502, sheet 4 of 12, all existing vegetation 

is to be removed from the surface of the topsoil in new planting areas.  The area is to have 

vegetation cut at the ground surface and plant material removed and disposed of.  In areas 

where the grade changes, the vegetation removal is to be done before topsoil stockpiling.  In 

areas where the grade does not change, the vegetation removal is to be done before rototilling 

and preparation of the area for planting.  

 

7. Specification Section 329200 Turf and Grasses, Section 3.6, outlines the requirements for turf 

maintenance of the lawn areas.  The lawn areas are to be maintained by the Contractor until 

the lawn meets the definition of “Satisfactory Seeded Turf” described in Section 3.7, at which 

time maintenance of the lawn areas will be taken over by the Township.  A set time period 

cannot be determined, as the amount of time to achieve Satisfactory Turf is directly related to 

the watering, fertilization, weeding, reseeding, and mowing effort by the Contractor to 

establish the lawn area. 

 

8. Exhibit A, Item #26 Lawn Restoration, refers to the rehabilitation of all lawn areas within the 

work area that are disturbed by construction operations.  The extent of work required to restore 

the grass areas depends upon the amount of disturbance the Contractor causes during 

construction.  

a. In areas where lawn is to remain and be rehabilitated (finished grade of lawn has not 

changed but some or all of the grass has been killed):  Mow, dethatch, core aerate, and 

rake existing turf.  Remove weeds before seeding.  Do not use pre-emergence herbicides.  

Apply seed, mulch, and maintain as per new lawn areas.  Amount of seed applied may 

vary, depending upon the amount of existing living grass in each area. 

b. In areas that are damaged or compacted, such as from tire ruts, loosen the compacted soil 

before filling with topsoil, then rake topsoil to provide a smooth lawn surface.  Apply 

seed, mulch, and maintain as per new lawn areas. 

c. If areas are contaminated, restore the areas by removing the topsoil containing foreign 

materials, such as oil drippings, fuel spills, stones, gravel, and other construction 

materials resulting from Contractor's operations, and replace with new planting soil.   

Apply seed, mulch, and maintain as per new lawn areas. 

 

8. Per Drawing CS1002, sheet 6 of 12, and Specification Section 017300 Execution, the 

Contractor is responsible for layout of proposed improvements.  If desired, the Engineer will 

provide the Contractor/Contractor’s surveyor an electronic AutoCAD file of the site plan for 

layout of the proposed planting areas.  

 

9. Specification Section 017839 Project Record Documents outlines the requirements for 

preparation of Record Drawings at the end of the project. 

 

10. Drawing CS1002, sheet 6 of 12, the notes for Add Alternate #1: Stream Bank Repair outline 

the areas and scope of work for the five areas.  The detail for the boulder placement in repair 

areas is the same as for the new boulder placement. 

 

11. Specification Section 312000 Earthwork, Section 3.15, outlines compaction requirements for 

backfills and fills.  Compaction shall be determined to be satisfactory when visual inspection 

by the Engineer reveals nonmovement of the material under compaction equipment.  No 

additional compaction testing is required, unless the Contractor does not agree with the 
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Engineer’s evaluation, in which case the Contractor will be required to obtain third party 

compaction testing per the specifications.   

 

 

 

CHANGES TO SPECIFICATIONS: 

 

1. There will be two separate Rock Construction Entrances for the project.  On the Bid Form, 

Exhibit A, revise the quantity for Item #2 - Rock Construction Entrance, to 2 EA. 

 

 

2. Specification Section 329300 Plans, Section 1.11, paragraph B Enhanced Maintenance, 

outlines the requirements of Add Alternate #1:  Enhanced Maintenance.   

a. Revise paragraph ‘B.1. Watering’ to: “The Contractor shall water the entire landscaped 

area, including areas of perennial, plug, and shrub plantings.”  After the new lawn 

areas and lawn restoration areas are determined to be “Satisfactory Turf”, the lawn 

maintenance will be taken over by the Township. 

 

b. Revise the first sentence of paragraph ‘B.1.b. Volume’ to: “At each watering, a minimum 

of 1” of water shall be applied to the entire landscaped area, unless rainfall precipitation 

is adequate”.  Rainfall data is easily obtained from several weather websites, such as 

weather.com, to establish the amount of watering required. 

 

 

 

CHANGES TO DRAWINGS: 

 

1. Drawing CS1002 Site Improvement Plan – North (sheet 6 of 12) was not in the original 

drawing set.  See attached. 

 

2. Drawings CS0501 and 0502, sheets 3 and 4 of 12, call for Inlet Protection on four existing 

street inlets.  Inlet Protection is to be a temporary filter specifically for open mouth curb inlets 

(no grate) and prevents sediment, debris, and trash from entering the storm sewer.  Product to 

be Gutter Gator, for high flow volumes, as manufactured by ACF Environmental, or approved 

equal, installed per selected manufacturer’s instructions. 

 

3. On Drawing CS8501, sheet 12 of 12, delete ‘General Note #31’ referring to concrete wash 

water. 

 

 



CALL 1-800-242-1776

CALL BEFORE YOU DIG
BEFORE YOU DIG ANYWHERE IN PENNSYLVANIA

PA. ACT 287 OF 1974 REQUIRES THREE WORKING DAYS

NOTICE TO UTILITIES BEFORE YOU EXCAVATE, DRILL OR

BLAST PENNSYLVANIA ONE-CALL SYSTEM, INC.

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
stump

AutoCAD SHX Text
12+00

AutoCAD SHX Text
13+00

AutoCAD SHX Text
14+00

AutoCAD SHX Text
226

AutoCAD SHX Text
227

AutoCAD SHX Text
226

AutoCAD SHX Text
227

AutoCAD SHX Text
228

AutoCAD SHX Text
227

AutoCAD SHX Text
226

AutoCAD SHX Text
228

AutoCAD SHX Text
229

AutoCAD SHX Text
227

AutoCAD SHX Text
228

AutoCAD SHX Text
229

AutoCAD SHX Text
227

AutoCAD SHX Text
228

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
13+00

AutoCAD SHX Text
14+00

AutoCAD SHX Text
30" DT

AutoCAD SHX Text
12" DT

AutoCAD SHX Text
24" DT

AutoCAD SHX Text
STATION 14+50

AutoCAD SHX Text
13+00

AutoCAD SHX Text
14+00

AutoCAD SHX Text
225

AutoCAD SHX Text
227

AutoCAD SHX Text
228

AutoCAD SHX Text
227

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
222.8 BB

AutoCAD SHX Text
224.8 TB

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
223.0 BB

AutoCAD SHX Text
223.3 TB

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
228.6 EX TW

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
225.5 TB

AutoCAD SHX Text
225.0 BB

AutoCAD SHX Text
226

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
227.8 TB

AutoCAD SHX Text
222.8 BB

AutoCAD SHX Text
(4 BLDRS)

AutoCAD SHX Text
226.3 TB

AutoCAD SHX Text
223.3 BB

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
226.5 TB

AutoCAD SHX Text
223.0 BB

AutoCAD SHX Text
(3 BLDRS)

AutoCAD SHX Text
(3 BLDRS)

AutoCAD SHX Text
+

AutoCAD SHX Text
+

AutoCAD SHX Text
225.2 TB

AutoCAD SHX Text
223.2 BB

AutoCAD SHX Text
+

AutoCAD SHX Text
24" DT

AutoCAD SHX Text
225.9

AutoCAD SHX Text
BEGIN PHASE THREE WORK:  STA 13+30.

AutoCAD SHX Text
(3 BLDRS)

AutoCAD SHX Text
224.0 BB

AutoCAD SHX Text
228.0 TB

AutoCAD SHX Text
MATCHLINE STA. 14+50

AutoCAD SHX Text
CENTER OF GRASS BRIDGE

AutoCAD SHX Text
LARGE BOULDERS TO BRIDGE  STA. 13+30 to 14+25.

AutoCAD SHX Text
MASONRY REPAIRS TO BRIDGE BY OTHERS

AutoCAD SHX Text
(4) LARGE BOULDERS AT HEADWALL (16 LF).

AutoCAD SHX Text
MASONRY REPAIRS TO BRIDGE BY OTHERS

AutoCAD SHX Text
DO NOT REMOVE BOULDERS FROM STREAM

AutoCAD SHX Text
BENCHMARK 3: EL. 231.22 INLET MANHOLE

AutoCAD SHX Text
EXISTING WALL TO REMAIN, DO NOT DISTURB.

AutoCAD SHX Text
TOE BOULDERS STA. 13+30 to EXISTING HEADWALL (45 LF).

AutoCAD SHX Text
(2 BLDRS)

AutoCAD SHX Text
2%%%

AutoCAD SHX Text
TOE BOULDERS STA. 13+60 to 14+45 (70 LF)

AutoCAD SHX Text
LARGE BOULDERS   STA. 14+05 to 14+30

AutoCAD SHX Text
1 inch =     ft.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
20

AutoCAD SHX Text
80

AutoCAD SHX Text
10

AutoCAD SHX Text
APPR.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
OFFICE OF THE TOWNSHIP ENGINEER

AutoCAD SHX Text
TOWNSHIP   ENGINEER

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
NO.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
BY

AutoCAD SHX Text
75 EAST LANCASTER AVENUE ARDMORE, PENNSYLVANIA 19003

AutoCAD SHX Text
ALL DIMENSIONS MUST BE VERIFIED BY CONTRACTOR AND OWNER MUST BE NOTIFIED OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE WORK.

AutoCAD SHX Text
SHORTRIDGE MEMORIAL PARK STREAM RESTORATION

AutoCAD SHX Text
AND BANK STABILIZATION - PHASE 3

AutoCAD SHX Text
TOWNSHIP OF LOWER MERION

AutoCAD SHX Text
1" = 20'

AutoCAD SHX Text
DM

AutoCAD SHX Text
3/30/18

AutoCAD SHX Text
EPP

AutoCAD SHX Text
 6  OF 12

AutoCAD SHX Text
CS1002

AutoCAD SHX Text
SITE IMPROVEMENT PLAN - NORTH

AutoCAD SHX Text
LEGEND:

AutoCAD SHX Text
268

AutoCAD SHX Text
EXISTING CONTOUR

AutoCAD SHX Text
S

AutoCAD SHX Text
EXISTING MANHOLE

AutoCAD SHX Text
EXISTING TREE

AutoCAD SHX Text
EXISTING BENCH

AutoCAD SHX Text
268

AutoCAD SHX Text
x

AutoCAD SHX Text
EXISTING WATER VALVE

AutoCAD SHX Text
EXISTING OUTFALL PIPES

AutoCAD SHX Text
EXISTING TOP AND BOTTOM OF BANKS

AutoCAD SHX Text
231

AutoCAD SHX Text
EXISTING SIGN

AutoCAD SHX Text
EXISTING SPOT ELEVATION

AutoCAD SHX Text
EXISTING STREAM CENTERLINE

AutoCAD SHX Text
PROPOSED CONTOUR

AutoCAD SHX Text
NORTH

AutoCAD SHX Text
SITE IMPROVEMENT PLAN -

AutoCAD SHX Text
SCALE: 1" = 20'-0"  

AutoCAD SHX Text
STATION 13+30 TO 14+50 

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
P

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
P

AutoCAD SHX Text
L

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
1-800-242-1776

AutoCAD SHX Text
C

AutoCAD SHX Text
-

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
D

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
!

AutoCAD SHX Text
C.

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
,

AutoCAD SHX Text
L

AutoCAD SHX Text
V

AutoCAD SHX Text
S

AutoCAD SHX Text
Y

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
Y

AutoCAD SHX Text
S

AutoCAD SHX Text
L

AutoCAD SHX Text
L

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
M

AutoCAD SHX Text
1.  CONTRACTOR SHALL VERIFY LOCATIONS AND ELEVATIONS OF EXISTING UTILITIES ON SITE PRIOR TO COMMENCEMENT OF WORK. 2. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION SURVEY AND LAYOUT OF CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION SURVEY AND LAYOUT OF PROPOSED ELEVATIONS. 3. BENCHMARKS: THREE BENCHMARKS ARE PROVIDED ON DRAWINGS.  BENCHMARKS: THREE BENCHMARKS ARE PROVIDED ON DRAWINGS.  CONTRACTOR TO CROSS-CHECK AND VERIFY BENCHMARKS PRIOR TO CONSTRUCTION. 4. CONTRACTOR IS RESPONSIBLE FOR GRADING PROPOSED GRADES INTO CONTRACTOR IS RESPONSIBLE FOR GRADING PROPOSED GRADES INTO EXISTING GRADES WITH SMOOTH, EVEN TRANSITIONS, ROUNDING OUT ALL MOUNDS AND DEPRESSIONS. 5. ALL EXPOSED GRADED AREAS SHALL BE COVERED WITH ALL EXPOSED GRADED AREAS SHALL BE COVERED WITH COIR MATS AT THE END OF EACH DAY. 6. EXCESS EARTH CUT MATERIAL, IF ANY, SHALL BECOME THE RESPONSIBILITY EXCESS EARTH CUT MATERIAL, IF ANY, SHALL BECOME THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL BE REMOVED FROM THE SITE UNLESS OTHERWISE APPROVED TO BE PLACED ON SITE BY THE OWNER'S REPRESENTATIVE.  THE TOWNSHIP WILL ACCEPT EXCESS QUALITY TOPSOIL, DELIVERED TO A TOWNSHIP FACILITY TBD. 

AutoCAD SHX Text
GRADING NOTES:

AutoCAD SHX Text
1.  CONTRACTOR SHALL VERIFY LOCATIONS AND ELEVATIONS OF EXISTING UTILITIES ON SITE PRIOR TO COMMENCEMENT OF WORK. 2. ONLY DISTURB AS MUCH AREA AS CAN BE COMPLETED THE SAME DAY.  ONLY DISTURB AS MUCH AREA AS CAN BE COMPLETED THE SAME DAY.  ALL EXPOSED GRADED AREAS SHALL BE COVERED WITH COIR MATS AT THE END OF EACH DAY. 3. THERE SHALL BE NO STOCKPILING OF SOIL ON SITE.THERE SHALL BE NO STOCKPILING OF SOIL ON SITE.

AutoCAD SHX Text
GENERAL NOTES:

AutoCAD SHX Text
1. CONTRACTOR IS RESPONSIBLE FOR LAYOUT OF PROPOSED IMPROVEMENTS.  CONTRACTOR IS RESPONSIBLE FOR LAYOUT OF PROPOSED IMPROVEMENTS.  THE ENGINEER MUST BE NOTIFIED OF ANY DISCREPANCIES BETWEEN FIELD CONDITIONS AND THIS PLAN WHICH MAY AFFECT THE LAYOUT OF THE PROPOSED IMPROVEMENTS PRIOR TO CONSTRUCTION.  THE ENGINEER WILL PROVIDE DIRECTION TO RESOLVE CONFLICTS. 2. NO WORK OR ACTIVITIES SHALL BE PERFORMED BEYOND LIMITS OF NO WORK OR ACTIVITIES SHALL BE PERFORMED BEYOND LIMITS OF DISTURBANCE.

AutoCAD SHX Text
LAYOUT NOTES:

AutoCAD SHX Text
1.  DO NOT REMOVE EXISTING BOULDERS ALONG STREAM BANK THAT ARE SET SECURELY IN PLACE.  BEFORE EXCAVATION BEGINS, REVIEW DISPOSITION OF ALL EXISTING BOULDERS WITH OWNER'S REPRESENTATIVE. 2. EXISTING BOULDERS THAT ARE NOTED TO BE REMOVED FROM THE STREAM EXISTING BOULDERS THAT ARE NOTED TO BE REMOVED FROM THE STREAM BED CAN BE USED IN THE APPROPRIATE AREAS. 3. WHEN SETTING BOULDERS OR LOGS NEAR TREES, MINIMIZE ROOT WHEN SETTING BOULDERS OR LOGS NEAR TREES, MINIMIZE ROOT DISTURBANCE BY: a. AVOID DRIVING VEHICLES OR USING MACHINERY IN TREE ROOT ZONES. AVOID DRIVING VEHICLES OR USING MACHINERY IN TREE ROOT ZONES. b. CAREFULLY EXCAVATE BED FOR BOULDER PLACEMENT.  DO NOT CAREFULLY EXCAVATE BED FOR BOULDER PLACEMENT.  DO NOT DISTURB AREA BEYOND BOULDER BED. c. HAND TRIM ANY ROOTS ENCOUNTERED USING ROOT PRUNING METHODS HAND TRIM ANY ROOTS ENCOUNTERED USING ROOT PRUNING METHODS APPROVED BY THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI).

AutoCAD SHX Text
COIR LOG AND BOULDER PLACEMENT NOTES:

AutoCAD SHX Text
5+00

AutoCAD SHX Text
STREAM CENTERLINE STATIONING

AutoCAD SHX Text
LIMIT OF WORK/  LIMIT OF DISTURBANCE LINE

AutoCAD SHX Text
& CONSTRUCTION FENCE

AutoCAD SHX Text
TREE PROTECTION FENCE/ CONSTRUCTION FENCE

AutoCAD SHX Text
ROCK CONSTRUCTION ENTRANCE/ TIRE CLEANING AREA

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
PROPOSED LARGE BOULDERS 2'x3'x2' MIN.

AutoCAD SHX Text
PROPOSED SMALL BOULDERS 1'x2'x1' MIN.

AutoCAD SHX Text
A:  STA. 11+30 to 11+50 1.  REMOVE EXISTING BOULDERS FROM BANK. 2. CUT MAT 4' FROM EDGE OF BANK. CUT MAT 4' FROM EDGE OF BANK. 3. INSTALL LARGE BOULDERS AND MAT PER DETAIL.  EXISTING BOULDERS CAN INSTALL LARGE BOULDERS AND MAT PER DETAIL.  EXISTING BOULDERS CAN BE RESET IF THEY MEET SIZE REQUIREMENTS. 4. FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE (4' FROM TOP OF BANK). 5. INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.

AutoCAD SHX Text
ADD ALTERNATE #1: STREAM BANK REPAIR

AutoCAD SHX Text
B:  STA. 11+10 to 11+30 1.  REMOVE EXISTING BOULDERS FROM STREAM BED. 2. CUT MAT 4' FROM EDGE OF BANK. CUT MAT 4' FROM EDGE OF BANK. 3. INSTALL LARGE BOULDERS AND MAT PER DETAIL.  INSTALL (3) BOULDERS INSTALL LARGE BOULDERS AND MAT PER DETAIL.  INSTALL (3) BOULDERS HIGH (4' ABOVE BOTOOM OF BANK).  STEP BOULDERS DOWN TO MEET BOULDER HEIGHT AT STA. 11+30. 4. FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE (4' FROM TOP OF BANK). 5. INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.

AutoCAD SHX Text
C:  STA. 7+30 to 7+90 1.  REMOVE STONES FROM STREAM BED. 2. STACK STONES (LOOSE LAID) ON BANK, ON TOP OF EXISTING STONES STACK STONES (LOOSE LAID) ON BANK, ON TOP OF EXISTING STONES NEXT TO TREE ROOTS.  DO NOT DISTURB TREE ROOTS.

AutoCAD SHX Text
D:  STA. 4+70 to 5+00 1.  REMOVE EXISTING BOULDERS FROM BANK AND STREAM BED. 2. CUT MAT 4' FROM EDGE OF BANK. CUT MAT 4' FROM EDGE OF BANK. 3. INSTALL LARGE BOULDERS AND MAT PER DETAIL.  EXISTING BOULDERS CAN INSTALL LARGE BOULDERS AND MAT PER DETAIL.  EXISTING BOULDERS CAN BE RESET IF THEY MEET SIZE REQUIREMENTS. 4. FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE FILL AND GRADE EVEN SLOPE FROM TOP OF BOULDERS TO EXISTING GRADE (4' FROM TOP OF BANK). 5. INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.INSTALL LAWN SEED AND MULCH PER SPECIFICATIONS.

AutoCAD SHX Text
E:  STA. 1+50 to 1+65 1.  REMOVE STONES FROM STREAM BED. 2. RESET BOULDERS PER DETAIL. RESET BOULDERS PER DETAIL. 3. FILL AND GRADE BEHIND RESET STONES.FILL AND GRADE BEHIND RESET STONES.

AutoCAD SHX Text
PROPOSED 12" DIA. COIR LOG

AutoCAD SHX Text
PROPOSED 20" DIA. COIR LOG

AutoCAD SHX Text
ENHANCED MAINTENANCE: PROVIDE 18 MONTHS OF MAINTENANCE ON THE PLANTING AREA THAT INCLUDES: 1. WATERING OF PLANT MATERIAL DURING THE CRITICAL PLANT ESTABLISHMENT PERIOD:  WATERING OF PLANT MATERIAL DURING THE CRITICAL PLANT ESTABLISHMENT PERIOD:  DEPENDING UPON THE TIME OF YEAR THE PLANTS ARE INSTALLED, AND THE TEMPERATURES/RAINFALL OF THE SEASON, THE PLANTS ARE TO BE WATERED AS REQUIRED TO KEEP MOIST, MINIMUM WEEKLY, FOR THE FIRST TWO MONTHS AFTER INSTALLATION. 2. BI-MONTHLY (EVERY TWO MONTHS, 9 TOTAL) SITE VISITS TO INCLUDE: BI-MONTHLY (EVERY TWO MONTHS, 9 TOTAL) SITE VISITS TO INCLUDE: a. REMOVAL OF ALL WEEDS IN THE PLANTING AREA.  WEEDING MUST BE DONE BY  REMOVAL OF ALL WEEDS IN THE PLANTING AREA.  WEEDING MUST BE DONE BY  HAND.  MECHANICAL EQUIPMENT, SUCH AS WEED WHACKERS,  OR CHEMICAL   OR CHEMICAL   HERBICIDES MUST NOT BE USED. b. CHECKING, SECURING OR REPLACING COIR MAT OR STRAW MAT THAT IS LOOSE OR  CHECKING, SECURING OR REPLACING COIR MAT OR STRAW MAT THAT IS LOOSE OR  MISSING. c. RESETTING OF BOULDERS OR LOGS THAT HAVE MOVED OR SETTLED. RESETTING OF BOULDERS OR LOGS THAT HAVE MOVED OR SETTLED. d. BACKFILLING OF AREAS THAT HAVE SETTLED BEHIND THE LOGS OR BOULDERS. BACKFILLING OF AREAS THAT HAVE SETTLED BEHIND THE LOGS OR BOULDERS. e. REPLENISHING MULCH TO 2" DEPTH. REPLENISHING MULCH TO 2" DEPTH. 3. REPLACEMENT OF PLANTS THAT ARE DEAD, DYING OR MISSING. THIS INCLUDES PLANTS REPLACEMENT OF PLANTS THAT ARE DEAD, DYING OR MISSING. THIS INCLUDES PLANTS THAT HAVE BEEN DISPLACED BY STORM EVENTS. REPLACEMENTS SHALL BE DONE AT THE TIME OF THE BI-MONTHLY SITE VISIT.   THE OWNER'S REPRESENTATIVE WILL MEET WITH CONTRACTOR AT THE SITE PRIOR TO EACH MAINTENANCE VISIT TO DETERMINE MAINTENANCE REQUIRED AND NUMBER OF PLANTS TO BE REPLACED. SEE SPECIFICATION SECTION 329300 PLANTS, PARAGRAPHS 1.11, FOR MORE INFORMATION REGARDING ENHANCED MAINTENANCE.

AutoCAD SHX Text
ADD ALTERNATE #2: ENHANCED MAINTENANCE

AutoCAD SHX Text
BASE BID CONTRACT INCLUDES STANDARD PLANT REPLACEMENT WARRANTY AS OUTLINED IN SPECIFICATION SECTION 329300 PLANTS, PARAGRAPHS 1.11 AND 3.12. WARRANTY PERIOD IS FOR 18 MONTHS AFTER SUBSTANTIAL COMPLETION.  


