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separated from it by a barrier sufficient to substantially, visually 
and audibly, conceal the audio and visual effects of their presence 
and operation.

[a2]	 Air intake vents or shafts shall be permitted within a PGS, provided 
that such vents are concealed from public view by planting or 
other design features and that such vents do not impair visibility 
within the PGS area. 

(e)	 The PGS shall be open to the public whenever the development is open 
to the public. An hours of access plaque or sign shall be visible from a 
public way indicating the hours of public access to the PGS.

(3)  Amenities:

(a)	 Seating: 

[1]	 Standards for seating within the PGS are intended to facilitate 
the provision of abundant, comfortable and accessible seating 
throughout the PGS, including, more specifically, as follows:

[a]	 to provide a broad variety of seating types and configurations;

[b]	 to accommodate individual users engaged in solitary ac-
tivities, as well as groups engaged in social activities;

[c]	 to provide a comfortable and safe seating surface by pro-
viding smooth, even and level surfaces with rounded edges;

[d]	 to incorporate, to the maximum extent possible, a combi-
nation of fixed benches, movable chairs, seating with backs, 
seat walls and ledges, and seating steps; and

[e]	 to provide ample opportunity for social seating as a basic 
seating type that consists of seats that are placed in close 
proximity and at angles to one another or in facing config-
urations that facilitate social interaction.

[2]	 A minimum of one linear foot of seating for each 30 square feet 
of PGS area shall be required.

[a]	 At least 50%percent of required seating shall have backs.

[b]	 Movable seating shall be provided where feasible to allow 
users to customize their experience.

[bc]	 All PGS’s shall provide at least two different types of seating. 

{1}	 PGS greater than 5,000 square feet in area shall pro-
vide a minimum of three different types of seating. 

{2}	 PGS greater than 10,000 square feet in area shall pro-
vide movable seating as one of the required seating 
types.
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[c]	 Movable seating shall be provided where feasible to allow 
users to customize their experience.

(b)	 Shade: The PGS shall provide shade where seating if is provided by 
using one or more of the following elements: canopies, trellises, plant-
ings, and umbrellas.

(c)	 Trees & Plantings: The provisions of this Section are intended to facilitate 
a combination of landscaping elements in order to provide comfort, 
shade and textural variety.

[1]	 A maximum of 30%percent of the plaza PGS shall be landscaped 
with trees, shrubs, and plantings with year-round interest.

[2]	 All PGS shall aA minimum of one (1) shadelarge canopy tree shall 
be provided per 250 square feet of PGS shall be provided for all 
PGS. The size and species selection of the shadelarge canopy 
tree shall comply with Article 5. 

[3]	 A minimum of 50%percent of required trees shall be planted 
flush-to-grade or planted at grade within planting beds with no 
raised curbs or railings. Trees planted flush-to-at grade shall be 
surrounded by a porous surface (such as grating or open-joint 
paving) that allows water to penetrate into the soil.

(d) 	 Lighting & Electrical Power: 

[1]	 Pedestrian-scaled lighting shall be provided within the PGS and 
along sidewalks or internal pedestrian pathways connecting to 
the PGS. Special attention should be provided in lighting steps 
and other changes in elevation and areas under tree canopies 
and permitted canopies within the PGS.

[2]	 A lighting schedule, including fixtures luminaires, wattage and 
their locations and designs, shall be provided and comply with 
the Lighting Code, Chapter 105. 

[3]	 Electrical power shall be supplied to the PGS.

(e)	 Litter Receptacle:

[1]	 Trash and recycling containers shall be distributed throughout 
the PGS.

(f)	 Bicycle Parking

[1]	 A minimum of six (6) of the required bike parking spaces shall 
be provided within the PGS. For PGS’s greater than 3,500 square 
feet in size, one (1) bike parking space shall be provided per 500 
square feet of PGS area, or portion thereof.

(4)	 Maintenance: 

(a)	 The developer shall be responsible for the maintenance of the PGS 
including, but not limited to, the location of permitted obstructions, 
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litter control, maintenance of required lighting levels, and the care and 
replacement of furnishings and vegetation within the PGS. The devel-
oper shall record a covenant on the property in a form acceptable to 
the Township Solicitor to guarantee this requirement. 

C.	 Recreation Land Dedication Criteria and Standards

(1)	 Purpose. 

(a)	 In order to meet the recreational needs of future inhabitants of devel-
opments and subdivisions in the Township, recreational land shall be 
dedicated for the use of the residents by a permanent means acceptable 
to the Township Solicitor. 

(b)	 The land or fees, or combination thereof, are to be used only for the 
purpose of providing, acquiring, operating or maintaining park or 
recreational facilities reasonably accessible to the development. 

(2)	 Applicability. This chapter shall apply under the following circumstances for 
subdivision and land development which involves residential, or mixed-use, 
or commercial development: 

(a)	 Residential. Any single-use residential subdivision or land development 
comprising more than three building lots or residential units.

(b)	 Mixed-Use. Any mixed-use land development comprising more than 
three residential units and/or 10,000 square feet or more of new build-
ing area.

(c)	 Commercial. Any commercial development that results in 10,000 square 
feet or more of new commercial building area.   

(3)	 Minimum Recreation Land Dedication; In-Lieu Options. 

(a)	 Residential and Mixed-Use Development. Fifteen percent (15%) of the 
tract area shall be set aside as a recreational area. 

(b)	 Commercial Development. Ten percent (10%) of the tract area shall be 
set aside as recreational area.

[1]	 Required public gathering space, as outlined in Section 4.6 cannot 
be counted in this percentage.  

(cb)	 In lieu of such dedication, and upon agreement with the Township, the 
developer may construct recreational facilities, pay to the Township a 
fee in an amount set forth in Chapter A167 hereof , privately reserve 
land, or a combination of the above, for park or recreation purposes.

(4)	 Park and recreational land or facilities standards. Any park or recreational land 
or facilities shall be subject to the following, which provisions shall apply as 
well to all fees heretofore paid and currently held pursuant to this section:

(a)	 The land to be used for park and recreational facilities shall be in accor-
dance with the principles and standards contained in the Township’s 
rRecreation pPlan and/or oOpen sSpace pPlan and meet the following 
criteria.
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[1]	 The land shall be well drained and suitable for physically active 
recreational purposes.

[2]	 The average slope of the land shall be less than 6%. 

[3]	 The area set aside cannot have displaced a wetland. 

[4]	 If an existing park or trail is contiguous, the land dedicated shall 
connect to the existing park or trail. 

[5]	 The land shall have appropriate and adequate access for main-
tenance purposes and for use by pedestrians. 

[6]	 Whenever possible, the area set aside shall be along the outer 
boundaries of the tract to allow for connection to future dedication 
of open space on adjacent land. 

[7]	 The land shall not be used as Stormwater Management Facilities 
or Stormwater Basins

(b)	 Where a developer requests the Township’s agreement to permit the 
construction of recreational facilities in lieu of the dedication of land 
for recreational purposes as required by this section, such facilities 
shall meet the following minimum criteria in addition to those others 
imposed by the Township:

[1]	 The recreational facilities must be in addition to those otherwise 
required to be constructed. 

[2]	 The recreational facilities must be outdoors and not under a roof. 

[3]	 The primary use of the facilities must be for active recreational 
activities. 

[4]	 The area of the proposed recreational facilities will be used to 
measure the degree to which the required 10% or 15% of the 
tract area to be set aside has been satisfied. 

(5)	 Administration of Fees. 

(a)	 A fee authorized under this section shall, upon its receipt by the Town-
ship, be deposited in an interest-bearing account, clearly identified as 
reserved for providing, acquiring, operating or maintaining park or 
recreation facilities. Interest earned on such accounts shall become 
funds of that account.

(b)	 Upon request of any person who paid any fee under this section, the 
Township shall refund such fee, plus interest accumulated thereon 
from the date of payment, if the Township has used the fee paid for a 
purpose other than the purposes set forth in this section. 

(c)	 Fees due hereunder are payable at the time of application for a building 
permit for the residential unit(s) development. 
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ARTICLE 135-4: DESIGN STANDARDS66

DRAFT 3.0  FEBRUARY, 2022

4.7 	 Preservation and Protection of Existing Vegetation

All subdivisions and land developments shall be laid out in such a manner as to minimize 
the removal and/or disturbance of healthy trees, shrubs, and other vegetation on the site. 
Special consideration shall be given to mature specimen trees and ecologically significant 
vegetation.

A.	 Every effort shall be made to avoid removal of trees having a caliper dbh of six (6)
inches or greater from the property in the process of subdividing, land develop-
ing, grading or installing improvements. Where, in the judgment of the Board of 
Commissioners, such removal is unavoidable, the applicant shall install required 
replacement trees in such locations and of such required size, variety and quantity 
as the Board of Commissioners shall direct having the goal of ensuring their viability.

B(1)	 The applicant shall prove to the satisfaction of the Township that vegetation 
removal for the desired development is minimized. A written document or 
plan may be requested to be provided by a registered landscape architect 
or other qualified professional showing that no more functional layouts are 
possible and no alternative clearing or grading plan would reduce the loss 
of mature trees, tree masses, and woodlands, as determined by the Director 
of Building and Planning. 

(2)	 Lots in the LDR, MDR, and I Districts shall comply with the requirements of § 
155-7.5, Wooded Lot Overlay District, of Chapter 155.

CB.	 Notwithstanding the six (6) inch-caliper dbh limitation, no substantial area of 
smaller trees or shrub cover shall be removed without the provision of comparable 
replacement as approved by the Board of Commissioners. A plan and a statement 
of material to be removed and/or demolished shall be submitted for approval.

DC.	 Removal or disturbance of vegetation in environmentally sensitive areas, including 
wetlands, floodplains, steep slopes, riparian corridors, wildlife habitats, and ecolog-
ically significant woodlands as identified in the Montgomery County Natural Areas 
Inventory shall be undertaken only as permitted under Chapter 155-7.5, Zoning. 

E.	 Lots in the LDR, MDR, and I Districts shall comply with the requirements of § 155-
7.5, Wooded Lot Overlay District, of Chapter 155.

FD.	 Wetland Protection. The presence of hydric soils may indicate wetlands. When hy-
dric soils are indicated on the site, a wWetlands sStudy Jurisdictional Determination 
shall be conducted in accordance with the federal U.S. Army Corps of Engineers 
Wetlands Delineation Manual (1987 Manual). 

(1)	 The area of wetlands as defined by the U.S. Army Corps of Engineers and 
the Commonwealth of Pennsylvania in accordance with Section 404 of the 
Federal Clean Water Act of 1977 and the Pennsylvania Clean Streams Act 
shall be preserved in subdivisions and land developments. 

(2)	 A twenty-five (25’)-foot setback shall be maintained around the perimeter 
of all wetlands. This area will be known as the Wetland Buffer. No removal 
of vegetation, except the selective removal of dead trees and or noxious 
vegetation in the wetland area or buffer, shall take place without the specific 
permission of the Township.

(3)	 Additional planting and restoration of the wetland corridor shall be in compli-
ance with all of the provisions in Article 5 and more specifically Section 5.6B.
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GE.	 Riparian Corridor Management. Whenever a pond, watercourse, stream, or inter-
mittent stream as identified by the USGS is located within a development site, it 
shall remain open in its natural state and location. 

(1)	 Unless otherwise described in Chapter 155, Zoning or separate code, a fifty 
(50’) 25-foot-wide buffer (twenty-five (25’) feet from each bank of the water 
body) shall be maintained along all intermittent or perennial water courses and 
ponds. This buffer area will be known as the Riparian Corridor. No removal of 
vegetation, except for removal of dead trees and shrubs or periodic mowing 
of existing lawns or fields, shall take place within this buffer area without the 
specific permission of the Township.

(2)	 No stormwater detention basins shall be allowed within the twenty-five (25’) 
foot buffer zone riparian corridor.

(3)	 Additional planting and restoration of the riparian corridor shall be in compli-
ance with all of the provisions in Article 5 and more specifically Section 5.6B.

(4)	 Within any Riparian Corridor, no construction, development, use, activity, or 
encroachment shall be permitted, except flood retention dams, culverts and 
bridges, approved by the Township Engineer and approved by the Pennsyl-
vania Department of Environmental Protection for those watercourses which 
drain an area of more than 1/2 square mile.

(a)	 In all other cases, a Corridor Management Plan shall be submitted and 
approved by the Township, and the impacts of such development are 
shall be mitigated by the implementation of the Corridor Management 
Plan.

[1]	 The developer shall submit to the Township Engineer, a corridor 
management plan prepared by a qualified design professional, 
which fully evaluates the effects of any proposed uses on the 
Riparian Corridor.

[2]	 The corridor management plan shall identify the existing con-
ditions (vegetation, one-hundred-year floodplain, soils, slopes, 
etc.), all proposed activities, and all proposed management tech-
niques, including any measures necessary to offset disturbances 
to the Riparian Corridor. 

[3]	 The plan shall be approved as part of the subdivision and land 
development process.

HF.	 Grading. Lots shall be laid out and graded to provide positive drainage away from 
buildings. Wherever practicable, water shall be drained to the street rather than to 
cross lots contained within the proposed subdivision or land development. 

(1)	 Additional water caused by subdivision or land development may not be 
drained directly  onto an adjoining property without the express written 
consent of the adjoining property owner. Whenever any person, firm or cor-
poration paves, fills, strips, grades or regrades any land or disturbs, modifies, 
blocks, diverts or affects the natural land or subsurface flow of stormwater 
or constructs, erects or installs any drainage dam, ditch, culvert, drainpipe 
or bridge on any premises in the Township of Lower Merion, plans must be 
submitted to and approved by the Township Engineer. The requirements 
of Chapter 121, Stormwater Management and Erosion Control of this Code 
must be met.

4.7. Preservation and Protection of Existing Vegetation (continued)
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(2)	 Limits to newly graded slopes shall not exceed the following, unless otherwise 
authorized by the Township Engineer:  

(a) For fill areas - 3 feet horizontal to 1 foot vertical. 

(b) For cut areas - 2 feet horizontal to 1 foot vertical

4.8 	 Preservation of Existing Structures and Historic Features 

A.	 Existing Buildings. The following regulations shall apply as they affect parcels upon 
which buildings exist at the time of the subdivision or land development:

(1)	 The subdivision of a tract lot which that creates nonconforming yards setbacks 
for existing buildings contrary according to the requirements of Chapter 155, 
Zoning will not be approved. Nonconforming front yards may be approved 
if necessary to obtain proper street alignment.

(2)	 Alterations and replacements will be permitted within the existing structure, 
but exterior extensions of the building must conform to the requirements of 
Chapter 155, Zoning.

(3)	 In cases where the principal building use has not been as a dwelling, its con-
version to a dwelling shall comply with all of the requirements of Chapters 
62, Building Construction, and Chapter 155, Zoning.

B.	 The design of subdivisions and land developments shall preserve notable structures 
containing cultural and historic features, historic resources as identified in Chapter 
88, Historic Districts and Chapter A180 Historic Resource Inventory, wherever rea-
sonably possible. 

C.	 No subdivision proposal will be approved with a property line extending through 
any portion of an existing building, except where that property line follows a party 
wall separating semi-detached or attached units, in accordance with the Chapter 
155, Zoning. 

4.9.		  Complete Streets and Context Sensitive Design

A.	 New and Existing Streets General Design Standards General Design Standards 
for New Streets and Additions to Existing Streets. All new streets and additions to 
existing streets shall:

(1)	 be designed in accordance with Township of Lower Merion Township stan-
dards as provided in the Lower Merion Site Design and Construction Stand-
ards Manual and this chapter. The Township of Lower Merion Township may 
accept or refuse dedication of any street.

(2)	 conform be generally consistent with the Circulation Element of the Township 
of Lower Merion Township Comprehensive Plan and county or state highway 
plans, and be designed to conform with the existing street system and Official 
Highway Map.

(3)	 provide appropriate access between abutting tracts of land for immediate 
or future use.

(4)	 conform to existing topography to assure reasonable grades, alignment and 
drainage, appropriate access to lots, limiting limits on the depth of public 
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infrastructure, and to minimize minimization regrading and removal of veg-
etation.

(5)	 be designed to continue existing streets at equal or greater right-of-way and/
or cartway width; however, additional right-of-way shall be provided to meet 
current standards.

(6)	 include curbs and sidewalks installed along all existing and proposed public 
and private streets and common parking areas.

(7)	 have shoulders that are graded to the full width of the right-of-way and pro-
vision made for slopes beyond the right-of-way.

(8)	 No street may be created within a tract that would Avoid imposeing on an 
abutting property an increased setback requirement under the provisions of 
Chapter 155, Zoning.

B.	 Private Streets. 

(1)	 Private streets shall be designed and constructed in conformance with all 
design and engineering regulations of the Township Code and this chapter 
that apply to public streets, unless otherwise provided herein.

(2)	 Whenever dedication of a street is not accepted by the Board of Commis-
sioners, the applicant shall submit, and record with the plan, a covenant 
addressing the ownership, access rights, and maintenance responsibilities 
for that street. 

C.	 Street Classification based on Functional Classification of Roads Map. Every street, 
road, or highway within the Township of Lower Merion Township shall be classi-
fied by its function as shown in Map C7 on the Functional Classification Map in the 
township cComprehensive pPlan, and shall be subject to the requirements for its 
classification as contained in this Article. The classifications are as follows:

(1)	 General. The design standards for each road classification are contained in 
Table 4.9.1 Road Design Standards and standard street cross-section dia-
grams corresponding to each functional class. 

(2)	 Freeways. A freeway is a multi-lane, divided highway with fully-controlled 
access provided only at grade-separated interchanges. Freeways serve the 
largest volumes of high-speed vehicular traffic through the region.

4.9. Complete Streets and Context Sensitive Design (continued)
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4.9. Complete Streets and Context Sensitive Design (continued)

(3)	 Primary Arterial Streets. Primary arterial streets move traffic across the 
community and to accommodate higher-intensity commercial, residen-
tial, and institutional land uses. Cartways are is for the exclusive use by 
motorized vehicles. To improve efficiency and safety of vehicular travel, 
curb cuts from adjacent land uses should be consolidated. Bicycles and 
pedestrians should be accommodated on wide, multi-use side paths 
separated from traffic by at least a four- to five-foot wide landscaped 
verge. Intersections with secondary and tertiary arterial streets should 
receive additional design features, including bump outs, ADA com-
pliant curb ramps, crosswalks and signage, to improve traffic safety. 
On-street parking on primary arterial streets should only be permitted 
in commercial districts. Transit riders should be accommodated at 
highly-visible, dedicated locations. Transit stops should incorporate 
SEPTA’s design guidelines.
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(4)	 Secondary Arterial Streets. Secondary arterial streets move traffic across the 
community and may include concentrations of higher intensity commercial, 
residential and institutional land uses in addition to low density residential 
uses. To improve efficiency and safety of vehicular travel, curb cuts from 
adjacent land uses should be consolidated, particularly through commercial 
districts. Dedicated left turn lanes may be considered on secondary arterial 
streets through commercial districts to create pedestrian-scaled/neighbor-
hood-oriented shopping environments. Bicycles and pedestrians should 
be accommodated on sidewalks measuring a minimum of five feet in width 
separated from traffic by a landscaped verge at least five feet in width. Inter-
sections with primary and tertiary arterial streets should receive additional 
design features, including bump outs, crosswalks, accessible ramps, and 
signage, to improve traffic safety. On-street parking should be considered in 
commercial districts, where feasible. On-street parking on secondary arterial 
streets through residential districts should be limited and clearly striped if 
permitted. Transit riders should be accommodated at highly-visible, dedicat-
ed locations. Transit stops should incorporate SEPTA’s design guidelines.

4.9. Complete Streets and Context Sensitive Design (continued)
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(5)	 Tertiary Arterial Streets. Tertiary arterial streets connect vehicular traffic from 
low-density residential neighborhoods with primary and secondary arterial 
streets. Tertiary arterial streets should support low-density residential and 
neighborhood-oriented land uses including libraries, parks, community 
centers and locally-scaled institutional uses. Tertiary arterial streets function 
as crucial segments in the Township’s bicycle network. To promote bicycle 
mobility, and to calm traffic through residential neighborhoods, travel lanes 
should be striped on all tertiary arterial streets. Pedestrians should be accom-
modated on five-foot wide sidewalks, preferably separated from the cartway 
by a minimum four-foot wide landscaped verge. Intersections with primary 
arterial streets, secondary arterial streets and higher-volume local roads 
should receive additional design features, including bump outs, crosswalks, 
and signage, to improve traffic safety. On-street parking should be permitted 
where practical. On-street parking on tertiary arterial streets should be clearly 
striped, if permitted.

4.9. Complete Streets and Context Sensitive Design (continued)
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Figure 4.9.4   Section: Local (Minor) Streets

(6)	 Local (Minor) Streets. Local (minor) streets accommodate vehicles, bicycles, 
and pedestrians through residential neighborhoods. Local streets primarily 
accommodate low density residential and neighborhood-oriented land uses. 
Local (minor) streets function as the core of the Township’s bike network. Pe-
destrians should be accommodated on five-foot wide sidewalks, preferably 
separated from the cartway by a minimum three-foot wide landscaped verge. 
Intersections with primary arterial, secondary arterial, and tertiary arterial 
streets should receive additional design features, including bumpouts, cross-
walks, and signage in order to calm traffic and enhance pedestrian safety. 
On-street parking should be permitted where practical.

(7)	 Alleys. Alleys are undedicated small service roads which provide a secondary 
access to lots, buildings, and/or off-street parking and loading and unload-
ing facilities. Alleys greater than 600 feet in length are discouraged. Greater 
widths may be required if necessitated by the proposed use.

(a)	 An adequate turning area shall be provided at any end of an alley which 
is not an intersection with a street or another alley.

(b)	 No fences, hedges, shrubbery, walls, planting, or other obstructions 
shall be located within the right-of-way. 

(c)	 Intersections of right-of-way lines shall be rounded by a tangential arc, 
the minimum radius of which shall be 25 feet, and the edge of the pav-
ing at intersections shall be rounded by a tangential arc, the minimum 
radius of which shall be 25 feet.

(d)	 Reasonable sight distance shall be provided at intersections with streets.

4.9. Complete Streets and Context Sensitive Design (continued)
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D.	 Context Sensitive Street Design for Main Street Focus Areas. [RESERVED]

E.	 Curbing. Curbing shall be installed along all existing and proposed public and 
private streets, common commercial driveways, and common parking areas, and 
shall be constructed in accordance with the Township of Lower Merion Site Design 
and Construction Standards Manual.

(1)	 The Board of Commissioners may waive or deter defer the curbing require-
ments, in full or partially, in the following situations: 

(a)	 When utilizing an approved stormwater management technique. Grass 
swales and infiltration trenches along streets are encouraged in appro-
priate locations in the Township, provided that pedestrian safety and 
traffic circulation is are addressed.

(b)	 When adjoining sections of a road do not have curbing and in the 
opinion of the Township Engineer it would be preferable to install the 
curbing at the same time that curbing is installed along the adjoining 
sections of the roadway.

(c)	 When adjoining sections of the road do not have curbing and in the 
opinion of the Director of Building & and Planning the installation of 
curbing would detract from the street’s established character.

(d)	 When the lots abutting the street have an average net area of at least 
45,000 square feet and an average minimum frontage of at least 130 
feet.

(ed)	 When it can be demonstrated for Open Space Overlay District devel-
opments that the intent of Chapter 155, Zoning, §155-8.2.A will be 
furthered.

4.9. Complete Streets and Context Sensitive Design (continued)

TABLE 4.9.1 ROAD DESIGN STANDARDS

FUNCTIONAL CLASSIFICATION 
OF ROAD

MINIMUM RIGHT-OF-WAY 
WIDTH

MINIMUM 
CARTWAY 

WIDTH
VERGE PEDESTRIAN 

AMENITIES 1, 2

PRIMARY ARTERIAL STREET 80 ft. 48 46 ft. 4 ft. min. Sidewalk; 8 ft. min.

SECONDARY ARTERIAL STREET 60 ft. 38 ft. 5 ft. min. Sidewalk; 5 ft. min.

TERTIARY ARTERIAL STREET 60 ft. 27 to 38 ft. 4 ft. min. Sidewalk; 5 ft. min.

LOCAL (MINOR) STREET 50 ft. 27 to 30 ft. 3 ft. min. Sidewalk; 5 ft. min.

LOCAL (MINOR) STREET IN 
OPEN SPACE OVERLAY DISTRICT

34 ft. (45 ft. required for 
public dedication) 20 ft. 3 ft. min. Sidewalk; 5 ft. min.

ALLEY 33 ft.3 16 ft. 3 N/A N/A

1. Additional sidewalk width may be required in areas where higher volumes of pedestrian traffic are anticipated.

2. A sidewalk of the minimum width specified shall be provided unless a public multi-purpose pathway is required by Chapter 
155, Zoning, of the Township Code, in which case the applicable standards in Chapter 155 shall apply. A sidewalk and/or 
verge of the minimum width specified shall be provided unless otherwise required by Chapter 155, Zoning.

3. Greater widths may be required if necessitated by the proposed use in the opinion of the Township Engineer.
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(fe)	 When the installation of curbing is deemed to be unnecessary by the 
Director of Public Works.

(2)	 Handicap accessible curb cuts that meet the requirements of the American 
Disabilities Act (ADA) shall be installed at all Iintersections where sidewalks 
or trails are provided or proposed.

F.	 Sidewalks and Verges. Sidewalks, and other pedestrian amenities, shall be installed 
along all existing and proposed public and private streets, common driveways, and 
common parking areas according to the following standards.;

(1)	 Sidewalks shall be provided along all existing and proposed public and private 
streets according to the dimensions in Table 4.9.1 Road Design Standards, 
based on the functional classification of the road, or Table 4.9.3 Single-Access 
Street Design Standards. Any sidewalk not described in Table 4.9.1 or Table 
4.9.3 shall be a minimum of five (5) feet wide.

(2)	 All sidewalks shall be constructed in accordance with Township Design Stan-
dards as well as the following:

(a)	 The grade and paving of the sidewalk shall be continuous across drive-
ways, except in certain cases where heavy traffic volume dictates special 
treatment. 

(b)	 The grade and alignment of all sidewalks shall be approved by the 
Township Engineer.

(c)	 Where proposed sidewalks meet existing sidewalks which have a dif-
ferent width, a tapered transition shall be constructed.

(3)	 The Board of Commissioners may defer the sidewalk requirements, in full or 
partially, in the following situations:

(a)	 When the subject property is shown to be outside of the priority areas 
for sidewalk installation shown in Map C16 on the Prioritized Pedes-
trian Improvement Map is not generally consistent with the sidewalk 
implementation criteria established in the township cComprehensive 
pPlan.

(b)	 When an off-road pedestrian pathway can be shown to be more desir-
able, such as when steep slopes or other natural features or physical 
constraints make the installation of sidewalk impracticable, or when 
using open space areas, provided that the following standards are met:

[1]	 Appropriate connections are provided between the off-road 
pedestrian pathways and the surrounding pedestrian origins 
and destinations and existing sidewalk on abutting properties, if 
applicable.

[2]	 The off-road pedestrian pathway shall be constructed to meet 
the following standards:

[a]	 The path shall be paved with asphalt having a minimum 
thickness of 2.5” thick with and a minimum aggregate 
subbase of four (4) inches.

4.9. Complete Streets and Context Sensitive Design (continued)
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[b]	 An alternative material that provides an adequate walking 
surface, such as concrete, porous pavement, or other 
similar paver systems, may be approved by the Township 
Engineer. 

[3]	 The off-road pedestrian pathway shall be maintained by the 
property owner.

[4]	 An easement guaranteeing public access to the off-road pedes-
trian pathway shall be provided.

(c)	 Within open space preservation developments where it can be demon-
strated that the intent of Chapter 155, Zoning, §155-7.2, OSOD Open 
Space Overlay District, will be furthered. 

(d)	 When adjoining sections of the road do not have sidewalks and in the 
opinion of the Township Engineer it would be preferable to install the 
sidewalks at the same time sidewalks are installed on adjoining sections 
of the road. 

(e)	 When the installation of sidewalks is deemed to be unnecessary by 
the Director of Building & and Planning to be unnecessary; however, 
alternative methods of providing for pedestrian circulation through the 
property should be provided, as appropriate. 

(4)	 In addition to the required sidewalk, a verge shall be provided along all ex-
isting and proposed public and private streets according to the dimensions 
in Table 4.9.1 Road Design Standards, based on the functional classification 
of the road, or Table 4.9.3 Single-Access Street Design Standards.

(a)	 The verge shall be provided between the curb line, or edge of the 
cartway, and the sidewalk.

(b)	 Verges shall be maintained by the adjacent property owner as a land-
scaped strip between the sidewalk and the curb. If landscaping is im-
practical at the site, porous pavers, brick pavers or similar surface may 
be used at the discretion of the Board of Commissioners. Alternating 
landscape and hardscape is encouraged, especially if on-street parking 
is present adjacent to the verge, in order to provide pedestrian access 
between the sidewalks and the on-street parking.

(c)	 Verges may contain street trees Shade Trees and Large Canopy 
Trees and other landscaping. Verges can also be used for stormwater 
management features such as rain gardens, provided a maintenance 
agreement is signed between the property owner and the township.

(d)	 Verges may contain street furniture including but not limited to street 
lights, trash receptacles, mailboxes, or newspaper boxes. No obstacle 
in the verge may reduce the required sidewalk width for use by pedes-
trians.

(e)	 If benches are provided within the verge, they must be placed a mini-
mum of three (3) feet from the back of curb. Otherwise, benches must 
be placed at the back of the sidewalk. 

4.9. Complete Streets and Context Sensitive Design (continued)
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(5)	 Bus stop infrastructure for fixed route bus stops shall be designed and con-
structed in accordance with ADA requirements.

(6)	 ADA loading pads that are integrated with the adjacent sidewalk shall be 
maintained in compliance with requirements for the maintenance of adjacent 
sidewalk as specified in Chapter 133, Streets and Sidewalks, of the Township 
code.

(76)	 Bus stop infrastructure shall comply with all provisions of Chapter 155, Zoning.

(87)	 ADA Loading Pads. An accessible loading pad shall be provided adjacent to 
the curb or roadway edge where the front doors of a fixed route bus service 
open to receive and discharge passengers at a designated bus stop. A second 
loading pad located at the rear door of the bus may be required.

(a)	 All ADA loading pads shall be provided at curb-height to accommodate 
bus wheelchair lifts and/or ramps. A street-level ADA loading pad may 
be provided as an alternative with approval from the transit agency and 
municipality.Director of Building and Planning and SEPTA.

(b)	 All ADA loading pads shall be connected via an ADA accessible route to 
adjacent pedestrian infrastructure, such as a sidewalk, path, or multi-use 
trail. ADA loading pads may be integrated with the sidewalk or other 
pedestrian infrastructure. A stand-alone ADA loading pad with an ADA 
accessible route to the nearest roadway or public right-of-way may be 
provided as an alternative with approval from the transit agency and 
municipality. Director of Building and Planning and SEPTA.

(c)	 A Mminimum clear area of the ADA pad for boarding and alighting, 
which is five (5) feet measured parallel to the roadway and eight (8) feet 
measured perpendicular to the roadway, shall be provided and shall 
not obstructbe obstructed by utility poles, fire hydrants, street furniture, 
overhangs, trees, shrubs, and similar obstacles.

(d)	 Slope. Parallel to the roadway, the slope of the loading pad shall be the 
same as the roadway, to the maximum extent practicable. Perpendicular 
to the roadway, the slope of the loading pad shall not be steeper than 
two percent (2%).

(e)	 Minimum construction standards.

[1]	 The ADA loading pad shall have a firm, stable, and slip resistant 
surface, preferably concrete built consistent with the minimum 
construction standards for sidewalks as specified in Chapter 133, 
Streets and Sidewalk, of the Township code or asphalt consistent 
with the minimum construction standards for paths and multi-use 
trails as specified in the Township of Lower Merion Site Design 
and Construction Standards Manual.

(98)	  Bus Shelters. 

(a)	 All aspects of the bus shelter shall comply with ADA requirements, in-
cluding but not limited to access points, clearance and circulation within 
the shelter, and seating. Any benches or seating may not obstruct the 
required 30 inches by 48 inches clear floor space in the shelter.

4.9. Complete Streets and Context Sensitive Design (continued)
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(b)	 The bus shelter shall be integrated with the ADA loading pad or con-
nected to the ADA loading pad via an ADA accessible route.

(c)	 A bus shelter includes a roof or canopy and may be enclosed on up 
to three sides with partial enclosure of a fourth side permitted for 
protection against wind or other weather elements. A bus shelter may 
be integrated with the structure of an adjacent building or externally 
attached.

(d)	 For security and safety purposes, the majority of the side and rear panels 
of the shelter shall be constructed of a clear, shatter resistant material.

(e)	 Bus stop passenger information signs may be provided within or on a 
bus shelter and shall be considered exempt from municipal sign ordi-
nance requirements.

(f)	 Any lighting for a bus shelter shall be installed in such a manner to pro-
vide adequate visibility during darkness for patrons of the transportation 
system. The lighting shall be installed in such a way so that the source 
of light shall be shielded from all abutting residential properties and 
traffic along the roadway where the shelters are located. The lighting 
shall not conflict with any traffic control devices.

(g)	 Bus shelters shall be installed and maintained according to the manu-
facturer’s design specifications.

(h)	 Location.

[1]	 The shelter shall be located near the front end of the bus stop 
zone so as to minimize the distance to access and board the bus.

[2]	 Roadway asphalt stabilization measures along Concrete bus stop-
ping/loading pad within the cartway shall be installed required 
at the discretion of Public Works.

[3]	 The shelter shall not obstruct the required minimum clear area 
of the ADA loading pad for boarding and alighting.

[4]	 The shelter shall be within fifty (50) feet of the ADA loading pad.

[5]	 The location of a bus shelter shall not interfere with horizontal 
clearance for access and maintenance, including pedestrian traffic 
along a sidewalk or curb ramps. A minimum clearance of four (4) 
five (5) feet shall be maintained around the shelter but may be 
reduced to two (2) feet for the distance between the back of the 
shelter and a building face, wall, or similar vertical barrier.

[6]	 The shelter, including roof or panels, shall be located a minimum 
of four (4) five (5) feet from the curb or roadway edge.

[7]	 On-street parking shall be restricted within a minimum ten feet 
(10’) from any bus shelter.  vi) 

[8] 	 The location of the bus shelter shall conform to clear sight trian-
gles and other minimum sight distance requirements for drive-
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ways and intersections. [8]	 The shelter shall provide a clear 
view of the roadway and approaching bus.

(i)	 Dimensions.

[1]	 The minimum clear floor area of thirty (30) inches by forty-eight 
(48) inches shall be provided within the perimeter of the shelter.

[2]	 The minimum shelter opening of thirty-six (36) inches shall be 
provided. A minimum 36 inch-wide accessible route must be 
provided from the shelter to the accessible boarding and alight-
ing area(s).

(j)	  Foundation.

[1]	 The bus shelter shall be anchored and attached to a concrete 
foundation with a slope that is not greater than 1:48 1:50.

[2]	 Specifications for the bus shelter and foundation shall be con-
sistent with the manufacturer’s specifications (if applicable) and 
approved by the transit agency and municipality.

(109)	Bus Stop Street Furniture

(a)	 Bus stop street furniture may include, but is not limited to, bus passenger 
benches, leaning rails, waste receptacles, and bicycle racks.

(b)	 Bus stop street furniture shall not obstruct the required minimum clear 
area of the ADA loading pad for boarding and alighting.

(c)	 The location of bus stop street furniture shall not interfere with horizon-
tal clearance for access and maintenance, including pedestrian traffic 
along a sidewalk.

(d)	 The location of street furniture shall conform to clear sight triangles 
and other minimum sight distance requirements for driveways and 
intersections.

(e)	 Furniture shall be anchored securely to prevent unauthorized movement 
and shall be able to be relocated or replaced by those authorized to 
maintain the furniture.

(f)	 Bus Stop Passenger Benches.

[1]	 Benches shall be ADA compliant in terms of dimensions and 
construction.

[2]	 Benches shall be placed facing the roadway and outside of 
boarding and alighting areas and pedestrian routes.

[3]	 Benches shall be installed on a firm, stable, and slip resistant 
surface.

[4]	 Benches shall be located a minimum of four (4) feet from the curb 
or roadway edge.
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(1110)	 Bus Stop Signs

(a)	 Bus stop signs, including bus stop location signs and bus stop passenger 
information signs, installed and maintained by the transit agency shall 
be permitted within the public right-of-way and on private property 
and shall be considered a governmental sign.

(b)	 Bus Stop Location Signs

[1]	 Bus stop location signs shall be placed to clearly identify the 
location where passengers access fixed route public transit ser-
vice. The bus stop sign shall be located in close proximity, but 
not within the ADA loading pad.

[2]	 The sign post shall be located a minimum of two (2) feet from the 
curb or roadway edge.

[3]	 The minimum and maximum vertical clearance from the ground 
to the bottom of the sign shall be seven (7) feet and eight (8) feet, 
respectively.

[4]	 The sign shall be visible to approaching buses and other traffic, 
as well as pedestrians on the sidewalk. It shall not be blocked by 
trees, signs, or other obstacles.

[5]	 Bus stop location signs shall be mounted on either their own post 
or on another existing pole or bus shelter to minimize clutter or 
conflicts. Bus stop location signs shall not be mounted on the 
same pole as a traffic control device.

(1211)	 Bus Stop Passenger Information Signs

(a)	 Bus stop information signs shall not obstruct pedestrian access routes or 
the required minimum clear area of the ADA loading pad for boarding 
and alighting.

(b)	 Bus stop information signs shall be either mounted on the same post or 
pole as the bus stop signs or shall be integrated with the bus shelters.

L.	 Street Alignment

(1) 	 Streets shall be adjusted to the contour of the land so as to produce usable 
lots and streets of reasonable grade, reasonable utility depth, alignment, 
and drainage. Sight distance, horizontal, and vertical curvature, super-eleva-
tion, and maximum and minimum street grades shall be determined by the 
Township Engineer in compliance with the standards contained in A Policy 
on Geometric Design of Highways and Streets, published by the American 
Association of State Highway Transportation Officials (AASHTO), most recent 
edition, or PennDOT standards, whichever is more suitable to site conditions. 
In addition, the following standards and guidelines shall be complied with:

(a)	 Minimum horizontal and vertical curvature for all streets shall conform 
with the standards in the AASHTO Manual for the Design of Highways 
and Streets, as well as the following general standards:
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[1]	 Horizontal curves shall be used at all changes in alignment in 
excess of 2o degrees.

[2]	 Reserve Reverse curves shall be separated by tangents of 50 feet 
or more.

[3]	 Vertical curves shall be used at changes in grade of more than 
1%. The length of the curve shall approximate 50 feet on arterial 
streets and 25 feet for local (minor) streets for each 1% of change 
in grade. Over summits or in sumps, vertical curves shall not 
produce excessive flatness of grade.

[4]	 Long radius, gentle curves shall be used rather than shorter radius 
curves connected by tangents, particularly where truck traffic is 
anticipated.

[5]	 Curve-tangent relationships shall follow accepted engineering 
guidelines for safety and efficiency. For example, minimum radius 
curves shall not be used at the ends of long tangents.

[6]	 Minimum radii of the center line on horizontal curves shall be 
232 350 feet on arterial streets and 100 150 feet on local (minor) 
streets.

[7]	 Super-elevation and additional width shall be used for curves of 
less than 600 feet radii on arterial streets and of less than 300 feet 
radii on local (minor) streets.

(b)	 Minimum Sight Distance Triangle diagrams 

(cb)	 Street grades shall comply with the following and shall be measured 
along the centerline of the street, unless noted otherwise below:

[1]	 The minimum grade for all streets shall be 1%.

[2]	 Grades in excess of 5% are to be avoided on all streets wherever 
practicable.

[3]	 The maximum grade shall be 7% for arterial streets and 10% for 
local (minor) streets.

[4]	 Curve-grade combinations shall follow accepted engineering 
guidelines for safety and efficiency. For example, a combination 
of minimum radius horizontal curves and maximum grades will 
not be approved.

[5]	 The grade within 50 feet of any side of an intersection, or the outer 
perimeter of a turnaround, shall not exceed 3%. The grade shall 
be measured along the curb or flow lines of the street.
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M.	 Street Intersection Design. All street intersections shall be governed by the stan-
dards of this section and the appropriate PennDOT and AASHTO Standards.

(1)	 Primary and Secondary Arterial Streets. Wherever practicable, the number 
of intersections with primary and secondary arterial streets shall be kept to a 
minimum and shall have a minimum spacing according to Table 4.9.2. Street 
Alignment and Intersection Standards above.

(2)	 Number of Streets. No more than two streets shall intersect at the same point.

(3)	 Three-Way/Four-Way Intersections. Three-way or “T” intersections should be 
used instead of four-way intersections involving local (minor) streets intersect-
ing arterial streets unless the four-way intersection would promote necessary 
and desirable traffic movements or where traffic signals or four-way stop signs 
are proposed.

(4)	 Angle of Intersections.

(a)	 All intersection approaches shall be designed at 90-degree angles for 
a minimum of 50 feet from the edge of the cartway.

(b)	 Where angled intersections are used, they should be no less than 65 
degrees and designed so that the heavier traffic flow will make the 
obliquely angled turn rather than the acutely angled turn.

(5)	 Grading. The shoulders shall be graded to the full width of the right-of-way 
and provision made for slopes beyond the right-of-way.

(6)	 Improvements to Existing Intersections. When existing streets intersect at odd 
angles or have more than four approaches, the applicant shall improve the 
intersection, to bring it into compliance with this Chapter, as appropriate to 
the maximum extent feasible, as determined by the Township Engineer. For 
state and county highways, improvements shall comply with the requirements 
of the appropriate agency having jurisdiction over the road.

(7)	 Radii of Pavement and Right-of-Way at Intersections. Wherever practicable, 
right-of-way lines shall intersect at right angles and shall be rounded by a 
tangential arc having a minimum radius of ten (10) feet. 

(8)	 Curbs. Wherever practicable, curblines shall be rounded by a tangential arc, 
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TABLE 4.9.2 ROAD DESIGN STREET ALIGNMENT AND INTERSECTION STANDARDS

FUNCTIONAL CLASSIFICATION 
OF ROAD

MAXIMUM INTERSECTION 
SPACING

MINIMUM CLEAR 
SIGHT TRIANGLE CORNER RADIUS1

PRIMARY ARTERIAL STREET 600 ft. 100 ft. 35 ft.

SECONDARY ARTERIAL STREET 600 ft. 100 ft. 30 ft.

TERTIARY ARTERIAL STREET 300 ft. 75 ft. 25 ft.

LOCAL (MINOR) STREET 300 ft. 75 ft. 20 ft.

1. All radii specified herein must be increased if large trucks, fire trucks, or other emergency vehicles would have difficulty 
with ingress or egress as determined by the Township Fire Marshall.
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the minimum radius of which shall be as indicated in Table 4.9.2. Street Align-
ment and Intersection Standards. The grade lines of the curb at intersections 
shall intersect if the tangents are extended.

(9)	 Sight Distance and Clear Sight Triangle. All intersections shall provide clear 
sight distance in compliance with the standards within Chapter 441 (Access 
to and Occupancy of Highways by Driveways and Local Roads), Title 67 of 
the Pennsylvania Code, and AASHTO standards.

(a)	 The calculated minimum sight distance shall be measured along the 
centerline of the street from a point ten (10) feet back of the pavement 
edge of the intersecting road and four (4) feet above the road surface.

(b)	 If the minimum required sight distance cannot be achieved, the town-
ship may exercise one or more of the following options:

[1]	 Prohibit left turns by exiting vehicles.

[2]	 Restrict turning movements to right turns in and out of a driveway.

[3]	 Require installation of a right turn acceleration lane or decelera-
tion lane.

[4]	 Require installation of a separate left turn standby lane.

[5]	 Alter the horizontal or vertical geometry of the roadway.

[6]	 Deny access to the road.

[7]	 Provide intersection controls as determined by the Township 
Engineer

[8](c)	 Proper sight lines shall be maintained at intersections of streets. There 
shall be measured along the center line, a minimum clear sight triangle 
of 75 feet from the point of intersection, or as determined by the Town-
ship Engineer. No building or other obstruction will be permitted in this 
area. Any obstruction to sight shall be removed at the time the street 
is permitted in this area. Any obstruction to sight shall be removed at 
the time the street is graded, or at the time a building or structure is 
erected on the adjacent lot, whichever occurs first.
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FIGURE 4.9.5 CLEAR 
SIGHT TRIANGLE 
DISTANCES
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(10)	 The Board of Commissioners may waive the street intersection requirements, 
in full or partially, under one or more of the following conditions:

(a)	 When changes made on the applicant’s land will not improve the in-
tersection’s deficiencies.

(b)	 When other road improvements are already planned which would 
correct the problem without changes required of the applicant.

(c)	 When not required by PennDOT where the intersections are under their 
jurisdiction.

(11)	 Street intersection spacing shall be in compliance with the regulations con-
tained in this section, measured from centerline to centerline.

(a)	 The applicant shall prepare a Vehicular Access and Maneuverability 
Analysis, for all street intersections proposed along arterial streets.

(b)	 The spacings listed in Table 4.9.2. Street Alignment and Intersection 
Standards shall be considered minimum spacing. Where greater spac-
ing is required in compliance with AASHTO or PennDOT standards, 
the greater spacing distances shall be applied, as determined by the 
Township Engineer.

(c)	 Offset Intersections. In any case where the centerlines of street intersec-
tions are, or would be, within 150 feet of each other, they shall be made 
to coincide by relocating the street within the applicant’s land, unless 
additional problems of sight distance or other safety-related problems 
would be created. As an alternative, relocation further away from the 
offset intersection may be done in compliance with the intersection 
spacing requirements contained herein, when approved by the Board 
of Commissioners upon recommendation of the Township Engineer.

N.	 Single-Access Street Standards. 

Any street which is served by only one intersection with a through street shall be 
considered a single-access street, regardless of the street’s configuration within the 
proposed subdivision or land development. No dead end streets are permitted 
to be created.

(1)	 Single-access streets shall be classified as one of the following:

(a)	 Ssingle-access loop streets and shall not include cul-de-sacs.

(b)	 Cul-de-sac streets.

(2)	 Single-access street intersections with through streets:

(a)	 Single access streets shall be established beginning at a three-way 
intersection perpendicular to a through street.

(b)	 Four-way intersections may be created using two permanent single ac-
cess streets intersecting directly opposite one another along a through 
street, when the through street is a local street.
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(4)	 Single-Access Loop Streets: 

(a)	 Shall not exceed 2,000 feet in length, measured from the intersection 
with the through street, along the entire centerline around to its inter-
section with itself.

(5)	 Cul-de-Sac Streets:

(a)	 A cul-de-sac street will not be approved when a through street is prac-
ticable. The developer shall have the burden of showing the impracti-
cability of the through street in order to justify a cul-de-sac. Criteria that 
may be considered when evaluating whether a through street would 
be impracticable, include but are not limited to:

[1]	 The presence of significant natural features, such as floodplain, 
steep slopes, or woodlands, which would be impacted by the 
construction of a through street.

[2]	 The lack of existing streets in the vicinity for the proposed through 
street to connect to.

[3]	 If it is determined that a through street is impracticable, alternative 
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TABLE 4.9.3 SINGLE-ACCESS STREET DESIGN STANDARDS

NUMBER OF LOTS OR DWELLING UNITS SERVED BY THE 
SINGLE-ACCESS STREET ZONING DISTRICT

MINIMUM 
RIGHT-OF-WAY WIDTH

MINIMUM 
CARTWAY WIDTH

LESS THAN 8 LOTS IN LDR1 AND LDR2 ZONING DISTRICTS 50 ft. 20 

LESS THAN 8 LOTS IN LDR3, LDR4, MDR1, MDR2, AND 
MDR3 ZONING DISTRICTS 45 27 ft.

LESS THAN 8 LOTS IN COMMERCIAL CENTER AND LIGHT 
INDUSTRIAL ZONING DISTRICTS ANY ZONING DISTRICT, 
EXCEPT OSOD

4550 ft. 271 ft.

8 OR MORE LOTS IN ANY ZONING DISTRICT, EXCEPT 
OSOD 45 271 ft.

OPEN SPACE OVERLAY DISTRICT (OSOD) 45 ft. 20 ft.

1. The Township Engineer may require additional width of paving in commercial center and light industrial zoning districts in 
accordance with AASHTO standards

(3)	 The minimum right-of-way and paving widths for single-access streets shall 
be as specified in Table 4.9.3. Single-Access Street Design Standards below 
unless otherwise approved by the Board of Commissioners upon recom-
mendation of the Township Engineer and Public Works. In determining the 
number of dwelling units, the following standards shall apply:

(a)	 Both existing and proposed dwelling units are counted.

(ba)	 The two corner lots at the intersection of a proposed single-access 
street with an existing street are counted, whether or not they utilize 
the single-access street for access.
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means of providing non-vehicular access to adjacent streets shall 
be considered, where applicable.

(b)	 New cul-de-sac streets shall not extend from any other existing sin-
gle-access street.

(c)	 Cul-de-sac streets shall be a minimum of 250 feet and a maximum of 800 
feet long. Measurement of the length shall be made from the centerline 
of the abutting through street to the centerline of the turnaround, meas-
ured along the cul-de-sac street’s centerline. Additional paving width 
shall be installed as determined necessary by the Township Engineer 
for cul-de-sac streets exceeding 400 feet in length.

(d)	 Vehicular Turnaround. Cul-de-sac streets shall have a vehicular turna-
round at the closed end with a right-of- way radius of at least 50 feet, 
and a paved radius of at least 40 feet, except as provided below.

[1]	 Alternative vehicular turnaround designs are encouraged to 
improve traffic flow and overall design of the subdivision. 

[2]	 If an off-set bulb turnaround is used, the bulb should be config-
ured to the left of the approaching road center line. 

[3]	 Landscaped cul-de-sac islands are encouraged and shall conform 
to the following standards.

[a]	 Landscaped cul-de-sac islands shall be located within the 
bulb of a cul-de-sac and be concave for use as part of the 
stormwater management infrastructure. 

[b]	 Landscaped cul-de-sac islands shall have a maximum radius 
of 24 feet and be surrounded by paving on all sides.

[c]	 Landscaped cul-de-sac islands shall be designed to allow 
for emergency vehicle access into the cul-de-sac street.

[d]	 Efforts should be made to retain the existing vegetation on 
the site within the landscaped cul-de-sac island.

[e]	 Landscaping proposed within a cul-de-sac island shall be 
established for responsibility of maintenance.

[4]	 Parking may be prohibited on the cul-de-sac street by order of 
the Fire Marshall. 

(e)	 No more than five (5) lots shall have frontage on the circular turnaround 
portion of a cul-de-sac street, and no more than five (5) driveways shall 
have access to the circular turnaround portion unless an expanded 
radius and island is incorporated into the turn around.

(f)	 A permanent easement for snow removal may be required at cul-de-sac 
bulb. The easement shall have a minimum length along the right-of-way 
line of 40 feet and a depth of 15 feet. When curbing is required, a curb 
depression shall also be placed in this easement area. No shrubbery, 
fence, mailbox, or any other obstruction shall be placed within the 
easement to hinder the placement of the snow. 

4.9. Complete Streets and Context Sensitive Design (continued)
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(g)	 Shall be served by an appropriately located and constructed emergen-
cy access way when required by the Fire Marshall using the following 
standards:

[1]	 Minimum cartway width shall be ten (10) feet.

[2]	 Pavement shall satisfy the standards of Township Engineer.

[3]	 Emergency access ways shall be maintained through properly 
recorded easements or deed restrictions which at a minimum 
prohibit the planting of any vegetation except grass within the 
access way.

[4]	 May be made available for pedestrian access. 

(h)	 Shall be identified by a standard warning sign stating “No Outlet” when 
deemed appropriate by the Township Engineer to help avoid mistaken 
turning movements.

0.	 Street Signs and Names.

(1)	 Street Signs. The developer shall erect a street sign or street signs at every 
intersection. At intersections where streets cross, there shall be at least two 
such street signs and at the intersections where one street ends or joins anoth-
er street, there shall be at least one sign. They shall be four-way signs of such 
material, size, height, and location as specified by the Township Engineer and 
in conformity with the existing signs already established in the township. Street 
signs for existing and new streets shall be furnished and erected approved 
by the Lower Merion Department of Public Works and shall be erected at the 
developer’s expense.

(2)	 Street Names. Street names shall conform to the requirements of Chapter 133, 
Streets and Sidewalks, of the Township Code and the following standards: 

(a)	 Street names should bear a reasonable relationship to significant natural 
features or the history of the community. 

(b)	 Names for all new streets must be shown on all plans.

P.	 Driveway Access. 

(1)	 Any new driveway proposed to be installed, or change of use/driveway clas-
sification, or any driveway proposed to be widened or enlarged, must comply 
with the requirements for driveways in this section and must be constructed 
in accordance with Township Standards.

(2)	 No Final approval of driveway location, classification, or design shall be con-
sidered finally approved by the Township unless highway occupancy, right-of-
way permits, or access permits have been granted by the state, county, and/
or Township and Preliminary Plan approval has been granted by the Board 
of Commissioners for the subdivision and/or land development which the 
driveway(s) will serve.

(3)	 No more than five (5) dwelling units may share a common driveway. 

4.9. Complete Streets and Context Sensitive Design (continued)
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(4)	 Driveway Intersections with Streets:

(a)	 When a lot adjoins streets of different classes as shown on the Functional 
Classification of Roads Map, the driveway shall provide access to the 
street of lesser classification unless this requirement is waived by the 
Board of Commissioners for reasons of sight distance, incompatibility 
of traffic, grading, drainage, or other major reasons.

(b)	 Driveways shall provide adequate sight distance in compliance with 
the standards established by PennDOT and AASHTO.

(c)	 Driveways shall not cause or contribute to:

[1]	 Hazards to the free movement of normal street traffic;

[2]	 Traffic congestion on the street; or

[3]	 Interference with the design, maintenance, and/or drainage of 
the street.; or

[4] 	 Conflict with existing driveways on both sides of the street.

(d)	 Driveways shall be designed and constructed in compliance with Chap-
ter 441 (Access to and Occupancy of Highways by Driveways and Local 
Roads) of Title 67 of the Pennsylvania Code, unless Township standards 
are more restrictive.

(e)	 Driveways serving individual parcels of land may be prohibited where 
such intersections would create congestion, interference, and/or haz-
ards to traffic flow and safety by reason of street grades, vegetation, 
frequency of driveway intersections, limited sight distances, and/ or 
high speed traffic flow, or any other reason as determined by the Traffic 
Safety Unit or Department of Public Works. In such cases, the Board of 
Commissioners may permit reasonable alternative forms of vehicular 
access to the parcel of land on Township roadways by other means 
which are legally and technically suitable in the opinions of the Town-
ship Solicitor and Engineer, and Director of Public Works on Township 
roadways.

(5)	 Number and Spacing of Driveways. To facilitate safe and efficient access 
between streets and driveways, the number of driveways permitted to serve 
individual parcels of land shall be kept to the minimum needed to adequately 
serve the parcel in question. 

(a)	 Shared access between adjoining lots should be considered prior to 
constructing any new driveway. Crossover easements are required and 
must be noted on the plan and included in all affected deeds.

(b)	 Where feasible, a driveway shall be aligned with access points on the 
opposite side of the street.

(6)	 Distance from Street Intersections . Driveways shall be located as far from 
street intersections as is reasonably possible, but no less than the following 
distance from the point of the intersection between two street centerlines:

4.9. Complete Streets and Context Sensitive Design (continued)
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(a)	 Driveways serving a single-family detached unit: 75 50 feet from point 
of tangency at the intersection.

(b)	 All other driveways: 100 150 feet from point of tangency at the inter-
section.

(7)	 Stopping Areas. Regardless of the driveway classification, all driveways shall 
be provided with a stopping area 20 feet in length within which the grade 
shall not exceed 5% as measured behind the right-of-way line. The stopping 
area shall be measured as follows:

(8)	 Maximum Grade for Driveways. Excessive driveway grades that may create a 
hazard at either street or interior terminus will not be permitted. The driveway 
slope within the right-of-way may not exceed 2%. Outside the right-of-way, 
the following standards shall apply:

(a)	 Residential driveways shall not exceed 10% grade.

(b)	 All other driveways shall not exceed 8% grade.

(9)	 Sight Distance Determinations. Sight distances at intersections of new drive-
ways with existing roads shall be determined in accordance with the standards 
in §4.1.m.9 §135-4.9.M(9).

(10)	 Driveways Longer than 200 feet. Driveways which exceed 200 feet in length 
frequently present difficulties in and impediments to the delivery of munic-
ipal and emergency services and present difficulties in vehicular passage. 
Therefore, the Board of Commissioners may impose one or more of the 
following additional construction requirements to alleviate such difficulties 
and impediments as it determines necessary for proposed driveways which 
exceed 200 feet in length:

(a)	 Driveways which exceed 200 feet in length shall be constructed to 
Township road standards and shall have a minimum width of ten (10) 
feet.

(b)	 Pull-outs shall be installed at intervals of no more than 200 feet and 
shall have dimensions of no less than nine (9) feet by 19 feet.

(c)	 Driveways which exceed 400 feet in length shall be constructed with a 
turnaround using a “Y” or a “T” or a circular configuration with a 25-foot 
radius at the terminus.

(d)	 Driveways which exceed 600 feet in length shall have private hydrants 
installed at such intervals as shall be mandated by the Fire Marshal for 
local (minor) streets.

(e)	 If literal compliance with any of the foregoing requirements would 
be impractical, the Board of Commissioners, with the advice of the 
Township Engineer, may modify or adjust such requirements to per-
mit reasonable utilization of property while at the same time securing 
substantial conformance with the objectives of this section.

4.9. Complete Streets and Context Sensitive Design (continued)
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Q.	 Parking and Related Internal Drive Aisles. Parking and related internal drive aisles 
shall be governed by the following regulations.:

(1)	 Purpose. The specific purposes to be served by these requirements are:

(a)	 To add visual character and improve the appearance of parking areas 
by reducing their massiveness into smaller units.

(b)	 To integrate parking areas into the pedestrian circulation system.

(c)	 To provide shade for parked cars and reduce heat islands, stormwater 
runoff, and air pollution.

(d)	 To reduce random vehicular flow across parking areas.

(e)	 To permit a high level of visibility for those uses for which visibility is an 
important factor.

(f)	 To facilitate snow removal and storm drainage, and to conserve energy 
in construction and resurfacing operations, by laying out the paving 
surface with minimal obstructions.

(2)	 General.

(a)	 Off-street parking facilities shall be provided in compliance with the 
parking requirements of Chapter 155, Zoning, of the Township Code, 
as well as the regulations contained herein.

(b)	 Parking spaces designed for the exclusive use by disabled persons 
shall be installed in all parking lots as close and convenient to build-
ing entrances as is reasonable. The specific number and locations of 
handicapped stalls shall be in conformance with the Americans with 
Disabilities Act (ADA).

(c)	 Construction materials for off-street parking areas, including driveways 
used as required parking, shall only consist of concrete, pervious con-
crete, concrete wheel-strips with grass, asphalt, or pavers. Materials 
which reduce embodied carbon, use life-cycle analysis or are pervious 
are acceptable if approved by the Township Engineer.

(d)	 Provisions for pedestrian safety within a parking lot shall be required 
by providing sidewalks, delineated crosswalks, traffic calming devices, 
signage, and/or other measures.

(e)	 Innovative stormwater management controls that encourage infiltration 
of stormwater runoff on-site such as rain gardens and porous pavement 
shall be incorporated into parking lot design, as required in Article 5 
herein.

(f)	 The allowance and configuration of on-street parking on Township roads 
shall be as permitted by the Board of Commissioners as recommended 
by Director of Public Works.

4.9. Complete Streets and Context Sensitive Design (continued)
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(3)	 All Parking Lots.

(a)	 Parking shall not be permitted along driveways which serve as the 
entrance(s) or exit(s) to parking areas with a capacity of 50 vehicles or 
more. A minimum driveway length of 50 feet shall be provided between 
the road ultimate right-of-way line and the first parking space or internal 
driveway intersection in parking lots with 50 vehicles or more.

(b)	 Parking areas shall be set back from tract boundary lines and ultimate 
right-of- way lines in compliance with the requirements of Chapter 155, 
Zoning, of the Township Code. In any case not regulated by Chapter 
155, Zoning, of the Township Code, parking areas shall be in compli-
ance with Article 5. Landscape Standards.  

(c)	 Dead-end parking areas are discouraged and shall not be used when 
the required parking capacity can be accommodated in a layout that 
permits more convenient vehicular movements. Up to 30 parking spaces 
may only be located in a dead-ended parking area, only if a suitable 
turnaround area is provided at the closed end. 

(d)	 Emergency access shall be reviewed by the Township Fire Marshall 
subject to compliance with the International Fire Code.

(4)	 Parking Lot Dimensions.

(a)	 The minimum size of all parking stalls and aisles shall be consistent 
with requirements of Chapter 155, Zoning, of the Township Code and 
Americans with Disabilities Act (ADA) provisions, where applicable.

(5)	 Shared Access. When required by the Board of Commissioners, applicants 
shall create agreements for shared vehicular access as agreements between 
applicants for shared vehicular access shall be the preferred means of reduc-
ing the total number of curb cuts for traffic safety and congestion reasons.

(a)	 When two (2) or more abutting lots share an access driveway, the drive-
way should be designed as the main access to those lots, and one or 
more existing access driveways shall be closed.

(b)	 Where development of three (3) or more adjoining parcels consoli-
dates vehicular access into one shared driveway, that driveway may 
be upgraded into a medium volume driveway according to PennDOT 
standards.

(c)	 Shared access driveways may be located entirely on one (1) lot or split 
along a common lot line.

(d)	 Shared parking agreements shall comply with §155-8.2.(b) of the Town-
ship’s Zoning Code.

(6)	 Drive Aisles within Sites Proposed for Non-Residential Development. The 
following requirements apply to all drive aisles within all sites proposed for 
non-residential land development.

(a)	 Interior storefront drive aisles within shopping center developments 
shall be a minimum paved width of 28 feet to allow one lane in each 

4.9. Complete Streets and Context Sensitive Design (continued)



ARTICLE 135-4: DESIGN STANDARDS96

DRAFT 3.0  FEBRUARY, 2022

direction and a drop-off/pick-up lane along the sidewalks. The following 
additional standards shall apply to interior storefront drive aisles:

[1]	 Sidewalks with a minimum width of eight (8) feet shall be provided. 

[2]	 Street trees Shade Trees and Large Canopy Trees shall be pro-
vided in compliance with §135-5.1, herein below.

[3]	 A verge with a minimum width of four (4) feet shall be provided 
and shall alternate between landscaping and hardscaping.

[4]	 Parallel parking is encouraged along interior storefront driveways.

(b)	 Drive aisles along other non-residential buildings shall be a minimum 
paved width of 22 feet, except where a drop-off/pick-up lane is pro-
posed.

(7)	 Pedestrian Pathways and Crosswalks. The following requirements shall apply 
to all surface parking lots where ten (10) or more new parking spaces are 
proposed.

(a)	 Pedestrian access to each building on-site from adjacent public side-
walks, the street, and all areas of the parking lot shall be physically 
delineated and provided through the installation of sidewalks and 
defined crosswalks.

(b)	 Pedestrian Pathways.

[1]	 Pedestrian pathways shall be clearly separated from vehicular 
use areas with sidewalks, landscaping, a change in grade, or a 
change in paving material.

[2]	 Pedestrian sidewalks pathways in parking areas shall be barri-
er-free, and a minimum of five (5) feet wide. Additional width may 
be needed required in some areas with heavy pedestrian traffic.

[3]	 To facilitate pedestrian movement, at least one (1) pedestrian 
route shall be provided that provides enables access from the far 
end of the parking lot to the main entry of a building to facilitate 
pedestrian movement.

(c)	 Crosswalks. Where a pedestrian circulation route within the parking 
area crosses a vehicular drive aisle, a crosswalk with a differing paving 
material, continental-style crosswalk markings, or a speed table shall 
be provided.

R. 	 Electric Vehicle Charging Stations (EVCS).

(1)	 Electric Vehicle Capable Readiness Standards.

(a)	 For any new development or redevelopment requiring more than 
25 additional parking spaces, sufficient space and capacity shall be 
provided to support the operation of Level 2 EVCS for at least 20% 
of the additional parking spaces, with a dedicated branch circuit and 
overcurrent protection for each Level 2 EVCS.
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4.9. Complete Streets and Context Sensitive Design (continued)

(b)	 For any new development or redevelopment of a parking structure, all 
parking spaces located within the parking structure shall be made EVCS 
capable with conduit installed throughout the structure and electrical 
subpanels sized to accommodate a Level 2 EVCS for each parking space 
capable of delivering a minimum of 32 amps/7.7 kWh.

(c)	 It is strongly encouraged, but not required, that all new single-family 
and multifamily dwellings with garages be constructed to provide a 220-
240-volt/40 amp outlet or support either a dual port 30-amp system or 
a fast AC 80-amp single port system on a dedicated circuit and in close 
proximity to designated vehicle parking to accommodate the potential 
future hardwire installation of a Level 2 EVCS. All new single-family and 
multi-family dwellings with garages shall be constructed to include a 
dedicated 40 amp branch circuit capable of powering a 32 amp Level 
2 EVCS within the garage, and installation of a 220-240 volt/40 amp 
outlet in a location within the garage that would be conducive to EVCS 
use.

(d)	 It is strongly encouraged, but not required, that all new, expanded 
and reconstructed single- family dwelling garages provide a 220-240-
volt/40 amp outlet or support either a dual port 30-amp system or a 
fast AC 80-amp single port system on a dedicated circuit and in close 
proximity to designated vehicle parking to accommodate the potential 
future hardwire installation of a Level 2 EVCS.

(e) 	 A Maintenance & Operation Plan shall be submitted for the review and 
approval of the Township Engineer.

(2)	 EV Parking Capacity and Minimum Required Parking Requirements.

(a)	 For any new development or redevelopment with at least ten (10) park-
ing spaces serving residential uses, at least 10% shall be Electric Vehicle 
Parking Space (EVPS) served by a Level 1 or Level 2 EVCS connection.

(b)	 For any new development or redevelopment requiring 25 additional 
parking spaces, at least five (5) percent shall be EVPS served by a Level 
2 EVCS connection. 

[1]	 At least one (1) EVPS, or 10% of the EVPS provided generated 
to meet this requirement, whichever is greater, shall be available 
for public use. 

(c)	 For any new development or redevelopment requiring 250 parking 
spaces or more, at least one (1) percent shall be an EVPS served by 
a Level 3 EVCS connection connected to a Level 3 EVCS port having 
minimum output of 150 kWh. 

[1]	 This requirement is in addition to other Level 1 and Level 2 EVPS 
connection requirements. 

[2]	 The required Level 3 EVCS shall be available for public use.

(d)	 For developments with both residential and nonresidential uses (mixed-
use), EV parking capacity and minimum parking requirements shall 
be calculated based on the proportional number of parking spaces 
allocated to each use.
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(e)	 EV parking capacity and minimum parking requirements are calculated 
on the parking spaces required for the development. 

(3)	 Electric Vehicle Charging Station Standards

(a)	 Installation of EVCS shall meet the requirements of all applicable Elec-
trical Codes and Building Codes.

(b)	 EVCS cords shall be retractable or have a place to hang the cord and 
connector above the pedestrian surface. Any cords connecting the 
charger to a vehicle shall be configured so that they do not cross a 
driveway, sidewalk, or passenger unloading area.

(c)	 EVCS outlets and connectors shall be mounted to comply with all rel-
evant Americans with Disabilities Act (ADA) requirements.

(d)	 Where EVCS equipment is provided within an adjacent pedestrian 
circulation area, such as a sidewalk or accessible route to the building 
entrance, the charging equipment must be located so as not to interfere 
with accessibility requirements.

(e)	 EVCS pedestals shall be designed to minimize their potential damage 
by accidents and vandalism and to be safe for use in inclement weather. 
Pedestal location shall be a minimum four feet back from curb or edge 
of cartway.

(f)	 EVCS shall be protected from vehicle impacts by curbs, wheel stops, 
bollards or other physical barriers. The EVCS shall be offset a minimum 
of 24 inches clear from the physical barrier.

(4)	 Electric Vehicle Parking Space (EVPS) Design and Location

(a)	 The minimum dimensions for any EVPS shall be in accordance with 
parking spaces as outlined in Chapter 155, Zoning.

(b)	 EVPSs shall be located in parking spaces which are desirable and con-
venient to incentivize the use of electric vehicles.

(c)	 Any EVPS available for public use shall be marked with a sign indicating 
that their use is either reserved for EVs or preferred for use by EVs.

(d)	 The following information shall be posted at each EVCS:

[1]	 Voltage and amperage levels;

[2]	 Hours of operation and time limits;

[3]	 Usage fees, if any;

[4]	 Safety information;

[5]	 Contact information to facilitate reporting when equipment is not 
operating correctly or other issues.

(e)	 Site lighting shall be provided of the area where an EVCS is installed, 
unless the parking area is limited to daytime use only.

4.9. Complete Streets and Context Sensitive Design (continued)
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4.10 	 Utilities 

All new electric, telephone and communication service facilities, both main and service 
lines, shall be provided by underground cables, installed in accordance with the prevailing 
standards and practices of the utility or other companies providing such services, except 
where it is demonstrated to the satisfaction of the Board of Commissioners that the un-
derground installation herein required is not feasible because of the physical condition 
of the lands involved. All proposed underground cables which are within the right-of-way 
of a street shall be located as specified by the Board of Commissioners as directed by the 
Director of Public Works. 

A.	 Water Service and Fire Hydrants. 

(1)	 An adequate public water supply shall be provided by the developer for the 
proposed use and for fire control.

(2)	 The design for public water supply facilities shall be in accordance with PADEP 
Water Supply Manual, and the specifications of the utility providing water 
service.

(3)	 Fire hydrants shall be provided by the developer and installed subject to 
approval of locations by the Township. 

(a)	 Furthermore, in the event that a fire hydrant or hydrants are installed to 
service public or private streets in a subdivision or land development, 
the developer shall deposit funds or securities in escrow sufficient to 
cover the cost of the annual fire hydrant rental charge imposed by the 
water utility provider for a prospective period of 10 years of hydrant 
rental.

(b)	 The developer shall be responsible for the continued payment imposed 
by the water utility provider. 

B.	 Sanitary Sewers. All sanitary sewer systems and privately owned sewage and indus-
trial waste treatment works shall comply with the rules and regulations established 
by the Department of Environmental Resources Protection of the Commonwealth 
of Pennsylvania, as amended and revised.

(1)	 Wherever practicable, sanitary sewers shall be installed and connected to 
the Township sanitary sewer system. If outfall sewers are not available but 
are planned and have been shown in the most current ten-year growth area 
as set forth in the 537 Sewage Facilities Plan of the Township, a system of 
sewers, together with all necessary laterals extending from the main sewer to 
the street right-of-way line, shall be installed and capped as determined by 
the Township Engineer. The Board of Commissioners may waive the above 
requirements for lots of one acre or larger or in open space preservation 
developments if the following criteria can be met.

(a)	 The requirements of on-site sewage disposal facilities below are met.

(b)	 Funding and administrative provisions assuring long-term operation 
and maintenance are provided.

(c)	 Sewage disposal is accomplished through land treatment technologies 
capable of recharging groundwater aquifers.



ARTICLE 135-4: DESIGN STANDARDS100

DRAFT 3.0  FEBRUARY, 2022

(2)	 If sanitary sewers are not to be installed initially, easements shall be provided 
on the preliminary, final and lot location plans Minor Plan and Land Develop-
ment Waiver Plans and shall show the dedication of appropriate easements 
across private property for later construction and maintenance of sewers, 
except where such requirements are waived under Subsection B(1) above. 
Any deed given for the transfer of a lot in a case where an easement for a 
sanitary sewer is provided on a recorded plan must contain a legal descrip-
tion of the easement and a provision that the owner is liable for the cost of 
the sewer when constructed A deed of easement shall be recorded for each 
such easement.

(3)	 Sanitary sewer pipe shall be sized for full flow from the tract. Larger pipe size 
may be required to accommodate future extensions as required by the Town-
ship Engineer. Pipe material must be designed in accordance with Township 
standards.

(4)	 Minimum grades shall be 0.48% except at terminal runs, which shall be 1%.

(5)	 Manholes shall be placed at every point where the sanitary sewer line chang-
es direction in line or grade. Where drops are proposed, an outside drop is 
required, and the proper channeling is required by Township standards. In 
no instance shall the spacing exceed 400 300 feet. Manhole frames, covers, 
buckets and steps may be obtained purchased from the Township. Township 
standard lid and frame are required.

(6)	 Materials. Lateral connections to each lot shown on the preliminary plan shall 
be installed to the right-of-way line of the street prior to road paving. Each 
building shall have a separate connection to the Township sewer on the lot 
or in the abutting street, except that garages accessory to dwellings may be 
connected to the dwelling line. Laterals must be designed in accordance with 
Township standards.

(7)	 On-site sewage disposal facilities. Whenever it is impracticable to connect with 
Township sewers, on-site sewage disposal facilities may be permitted upon 
application and approval by the Sewage Enforcement Officer of the Township 
of Lower Merion Montgomery County and the Pennsylvania Department of 
Environmental Resources Protection. 

(a)	 Such facilities shall be so located as to permit easy and economical 
connection to the sewer system of the Township when sewers are in-
stalled, except where this requirement is waived under Subsection A  
B(1) above. 

(b)	 The type of private sewage disposal system to be installed shall be 
determined by the results of percolation tests, soil classification and 
depth of water table, which shall be determined according to the size 
of the lot. 

(c)	 Proof of the adequacy of such facilities shall be furnished by a registered 
professional engineer or other qualified person. The reports of such 
tests shall be required at each disposal area, except for large tracts 
involving more than one disposal system, in which case the prescribed 
tests shall be made in the amount of one per acre or as designated by 
the Sewage Enforcement Officer and the Pennsylvania Department of 
Environmental Protection.

4.10. Utilities (continued)
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C.	 Underground wiring. All electric telephone, television and other communication 
service facilities, both main and service lines, shall be provided by means of under-
ground cables, installed in accordance with the prevailing standards and practices 
of the utility and other companies providing such services.

4.11 		  Stormwater Management and Drainage

A. 	 Stormwater management. Whenever an increase in volume and/or rate of runoff 
will occur as the result of subdivision or land development, the developer will be 
required to provide adequate stormwater management facilities in accordance 
with Chapter 121 of this Code and provide financial security for the completion of 
those facilities as set forth in this chapter. The design of all stormwater management 
facilities shall be in accordance with Chapter 121 of this Code and submitted to the 
Township Engineer for review and, when required, to the Pennsylvania Department 
of Environmental Protection or the United States Department of Agriculture, Soil 
Conservation Service. Where retention basins and/or other facilities are required, 
the responsibility for the continued maintenance and operation of the retention 
basins and/or other facilities shall be the obligation of the property owner or the  
home owners association, as applicable. Any deed given for the transfer of a lot 
where stormwater piping and/or a retention facility is provided on a recorded lot 
shall refer to such structures and facilities and provide state that the maintenance 
and operation shall be the continued responsibility of the property owner or the 
home owners association, as applicable. A fence four feet in height with a self-clos-
ing gate surrounding the retention basin may be required as directed by the Lower 
Merion Township Engineer.

B. 	 Special drainage problems.

(1) 	 Unnatural drainage. Whenever construction stops or concentrates the natural 
flow of storm drainage in such a way as to affect adjoining properties, approval 
of the adjoining property owners must be obtained in writing. Approval of 
plans by the Township does not authorize drainage affecting onto adjoining 
properties.

(2) 	 Water originating from other than natural sources, such as swimming pools, 
air-conditioning units, sump pumps or other dry-weather flow, wherever 
practicable, shall be discharged into natural watercourses on the property 
or connected to the storm drainage system of the Township. Connections 
to the storm drainage system may require easements from the Township or 
adjacent neighbors and will require the approval of the Director of Public 
Works and the approval of a right-of-way permit. These facilities may not be 
used for toxic drainage.

C. 	 Runoff computations. Computation of the rate of flow at any given location shall be 
based on the rational formula:

Q = CIA

Where:
Q=Volume in cubic feet per second.
C=Runoff factor coefficient.

I=Intensity of rainfall in inches per hour.
A=Watershed area in acres.

4.10. Utilities (continued)
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In setting the value of the runoff coefficient “C,” consideration will be given to the 
physical features of the drainage basin and the best available data on the future 
density of development of the drainage basin. In no case shall it be less than 0.40 
in a developed area.

D. 	 The intensity of the storm shall be based on the following:

(1) 	 As a minimum, a twenty-five year storm shall be used at low points with a 
relief swale drainage channel.

(2) 	 As a minimum, all inlet and culvert designs shall be based on a twenty-five-
year storm.

(3) 	 As a minimum, a one-hundred-year storm will be used in connection with 
Chapter 121 of this Code. The NOAA Atlas 14 Point Precipitation Frequency 
Estimates for the region Rainfall-Intensity-Duration-Frequency Curve for Phil-
adelphia presented in Technical Paper No. 25, prepared by the United States 
Department of Commerce Weather Bureau, a copy of which is available for 
public inspection at the office of the Township Engineer, shall be used.

E. 	 Standard headwalls shall be installed on all pipes and, additionally, trash bars shall 
be installed on all pipes equal to or greater than 24 inches diameter.

F. 	 Pipeline design. Storm sewer pipelines shall be designed by either of the two 
methods described in Subsection F(1) and (2) below. Both shall be based on the 
Manning equation and shall utilize the friction factors:

n= 0.012 smooth-lined corrugated plastic pipe 
n=0.015 concrete pipe.
n=0.021 corrugated metal pipe.

The minimum allowable pipe size is 15 inches.

(1) 	 Pipeline submerged.

(a) 	 This method is based on the assumption that, when the storm sewer 
system is under maximum load, the hydraulic gradient will be at or 
above the crown of the pipe and that flow in the lines will be controlled 
by head differentials between structures or other locations where the 
system is open to the ground surface, such as inlets or outlets, manholes 
and stream inlets and outlets. The head of water above the crown of any 
pipe can range from zero feet to a point which will not cause surface 
flooding.

(b) 	 The slope of the hydraulic gradient in any section of storm sewer be-
tween opening to the surface shall be calculated on the assumption 
that the pipe is flowing full at a constant velocity and at the required 
capacity.

(c)	 The elevation of the hydraulic gradient at any point in the pipe shall be 
no lower than the crown of the pipe and no higher than the surface of 
the ground.

(d) 	 The elevation of the hydraulic gradient at any point where the system 
opens to the surface, such as an inlet or manhole, shall be no higher 

4.11. Stormwater Management and Drainage (continued)



ARTICLE 135-4: DESIGN STANDARDS 103

DRAFT 3.0  FEBRUARY, 2022

4.11. Stormwater Management and Drainage (continued)

than one foot below the surface of the ground.

(e)	 Head losses at inlet structures, manholes, cleanouts, etc. shall be based 
on formulas provided by the Federal Highway Administration’s HEC-
22 - Urban Drainage Design Manual; Energy Losses. Where the inlet 
and outlet pipe sizes are not the same, the elevation of the hydraulic 
gradient shall be dropped an amount based on the following formula:

H=0.2 inches + 0.8 (D2-D1)
Where:
D1=The diameter of inlet pipe.
D2=The diameter of outlet pipe.
If D1 is larger than D2, head loss = 0.2 feet 

(f) 	 The minimum slope of any pipe shall be such that a minimum velocity 
of 2.5 feet per second shall be maintained when the pipe is flowing 1/4 
full.

(2) 	 Pipeline flowing full.

(a) 	 This method is based on the assumption that the hydraulic gradient will 
match the inside top of the pipe when the system is under maximum 
hydraulic load.

(b)	 For this method, head losses through manholes, inlets, etc., shall be 
ignored.

(c) 	 The minimum slope of any pipe shall be such that a minimum velocity 
of 2.5 feet per second shall be maintained when the pipe is flowing 1/4 
full. When the pipe sizes change, the inside tops of the pipes shall be 
matched.

G. 	 Continuous profiles for each reach of pipe shall be plotted along with the location 
of the hydraulic gradient and the hydraulic information pertinent to each reach 
within the system. This information shall include the pipe size and type, the “n” 
factor, the slope of the hydraulic gradient, slope of the pipe, the design capacity 
and the velocity at the design capacity.

H.	 Inlets.

(1) 	 Single or PennDOT Type C (single/double) No. 1 open-mouth inlets shall be 
used on streets with grades of 4% or less. Double No. 1 open mouth inlets 
shall be used on streets of more than 4%.

(2)	 Sufficient inlets shall be located and constructed so as to collect all of the 
stormwater flow in the drainage area tributary to the inlet for the 25-year 
frequency storm.

(3)	 The gutter of all inlets shall be set not less than two inches nor more than 
four inches below the gutter grade. The surface of the paving adjacent to the 
inlets shall be constructed to blend into the lowered gutter grade at the inlet 
in such a manner that a sudden dropoff or dip at the inlet will not be created. 
The spread of runoff in the gutter is to be no more than half the width of one 
through traffic lane, when calculated for the 25-year frequency storm.
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(4) 	 Where surface water is collected from two directions at one street corner, 
inlets shall be placed at, or near, the tangent points of both ends of the radius. 
The use of an inlet in the radius shall not be allowed.

(5) 	 Bicycle safe grates shall be utilized, where applicable. 

I. 	 Manholes shall be located at intervals of approximately 400 300 feet where pipe 
sizes of 24 inches or less are-used and 600 400 feet apart for larger sizes. Inlets 
should be substituted for manholes where they will serve a useful purpose. Manhole 
and inlet castings may be obtained purchased from the Lower Merion Department 
of Public Works. The Township standard frame and lid shall be used when in the 
public right-of-way.

J. 	 Open channel design- As referenced in PA DEP’s Erosion and Sediment Pollution 
Control Program Manual; Chapter 6 – Runoff Conveyance BMPs as amended.

(1) 	 Open channel design should be based on the following hydraulic considerations:

(a)	 Manning’s equation.

n = .015 for best concrete lined ditch.
n = .025 for best unlined ditch.
n = .03 to .15 for fair to poor natural streams and watercourses.

(b) 	 Velocity.

Excavation Material
Velocity
(feet per second)
Fine sand and firm loam
2.50 to 3.5
Stiff clay and hardpan
3.75 to 6.0
Concrete lined ditch
15 

(2)	 Ample freeboard should be provided on all channels.

(3) 	 The channel should be designed to conform, wherever possible, to the adja-
cent ground conditions. This means that it should not be projecting excessively 
above the surrounding ground or placed excessively below the surrounding 
ground.

(4)	 Continuous profiles for each reach of open channel shall be plotted along with 
the adjacent average ground and the hydraulic information pertinent to each 
reach within the system. This information shall include the type of channel 

EXCAVATION MATERIAL
VELOCITY  

(FEET PER SECOND)

FINE SAND AND FIRM LOAM 2.50 to 3.5

STIFF CLAY AND HARDPAN 3.75 to 6.0

CONCRETE LINED DITCH 15

4.11. Stormwater Management and Drainage (continued)
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lining, in the “n” factor, the width of the channel bottom, the side slopes, the 
water depth, the design capacity and the velocity at the design capacity.

(5) 	 Open channels shall have a maximum side slope of 3 to 1 and shall have ade-
quate slope protection as required by Chapter 121, Stormwater Management 
and Erosion Control.

K. 	 Bridges and culverts. Single-opening culverts are desirable. The design of culverts 
shall be such as to minimize the probability of debris accumulation. Bridges and 
culverts shall be designed to meet current Pennsylvania Department of Transpor-
tation standards to support expected loads and to carry expected flows. They shall 
be constructed for the full width of the right-of-way.

L. 	 The Pennsylvania Department of Environmental Protection Bureau of Water Quality 
Management, Division of Dams and Encroachments, requires a permit for construc-
tion or changes in a watercourse which drains an area of more than 1/2 square mile. 
No open watercourses shall be permitted within the right-of-way of any street.

M. 	 Location. Wherever practicable, storm drains shall be located behind the curb and 
within the right-of-way of the street. They shall be protected by a cover of at least 
18 inches. The plan shall note that the continued maintenance of storm drains 
outside the street right-of-way shall be the continued responsibility of the property 
owner. Storm drains located within a private right-of-way are the responsibility of 
the property owner.

N. 	 Stormwater roof drains shall connected to stormwater infiltration BMPs, where  
practicable. Stormwater roof drains and pipes immediately adjacent to a sidewalk 
shall not discharge water over a sidewalk but shall extend under the sidewalk to the 
gutter. Where accessible, the roof drains shall be connected with the storm drainage 
system of the Township, upon the approval of the Director of Public Works.

O. 	 Underground wiring. All electric telephone, television and other communication 
service facilities, both main and service lines, shall be provided by means of under-
ground cables, installed in accordance with the prevailing standards and practices of 
the utility and other companies providing such services. All sump pump discharges 
must either discharge on-site or make an underground connection to the Township 
storm collection system. No discharges are allowed at the curbline.

4.12 		  Community Solar (Reserved)

4.13 		  Alternate Wastewater Treatment (Reserved)

4.11. Stormwater Management and Drainage (continued)
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135-5.	 LANDSCAPE STANDARDS 

5.1.	 StreetShade Trees and Large Canopy Trees:

A.	 Street trees shall be required along: 

(1)	 Both sides of all existing streets when they abut or lie within the proposed 
subdivision or land development.

(2)	 Both sides of all proposed streets, whether public or private.

(3)	 Both sides of access drives that serve five (5) or more residential dwelling 
units.

(4)	 Both sides of access drives that serve two (2) or more nonresidential properties 
or uses.

(5)	 Major walkways through parking lots and between nonresidential buildings, 
as recommended by the Director of Building and Planning.

B.	 Street trees shall be located between the ultimate right of way line and the building 
setback line and shall meet the following standards: 

(1)	 Street trees shall be planted a minimum distance of six feet from the right of 
way of a public or private street, accessway driveway, or walkway. Trees shall 
be planted a maximum distance of 15 feet outside the ultimate right of way 
line. 

(2)	 However, in certain cases, as follows, the Township may permit trees to be 
planted within the ultimate right of way:

(a)	 In densely built areas where planting areas may be located within the 
ultimate right of way. 

(b)	 In verges where street trees are located, if minimum soil volume stand-
ards can be met, as specified in 5.8C. 

(c)	 In cases where closely spaced rows of street trees may be desirable 
and future street widening is considered unlikely.

(d)	 Where there are existing trees along the road, new trees should sup-
plement them.

(3)	 In nonresidential developments, trees shall be located within a planting area 
within the front yard setback, at least ten (10) feet in width, planted in grass 
or groundcover. In areas where wider sidewalks are desirable, or space is 
limited, tree-planting pits may be used. The minimum soil volume, as specified 
in 5.8C, shall be provided for each tree. Alternative Methods can be utilized 
to meet minimum soil volumes, as noted in 5.8 C(3).

(4)	 Street trees, planted within the right of way, shall be selected and located 
so as not to interfere with the installation and maintenance of sidewalks and 
utilities and shall comply with the general landscaping requirements in this 
Article and Chapter 128.  
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A. 	 Shade Trees and Large Canopy Trees provide many benefits, including shading 
streets and parking lot drives, adding beauty to a neighborhood, biodiversity, and 
creating separation from the roadway and individual yards. Shade trees should be 
selected with particular emphasis on hardiness, minimum need for maintenance 
and capable capability of providing significant shade. Large Canopy trees have wide 
canopies to provide cooling, stormwater benefits and shade for pedestrians when 
grown to maturity. Planting shade trees and large canopy trees is preferred, unless 
space is limited. Providing space for trees includes both to allow allowing room 
above and below ground i.e., soil volume/verge size and space for healthy canopy 
without growing into utility transmission lines. Shade trees have the same growth 
habitat as large canopy trees, except their location is in the Township right-of-way 
and they comply with the additional regulations in Chapter 128, Shade Trees.  

B. 	 Large Canopy Trees and Shade Trees shall be located to provide shade along linear 
areas of pavement. 

(1) 	 Shade Trees or Large Canopy Trees shall be required along both sides of all 
existing streets when said streets abut or lie within the proposed subdivision 
or land development. 

	
(2) 	 Shade Trees or Large Canopy Trees shall be required along both sides of all 

proposed streets, whether public or private. 

(3) 	 Large Canopy trees shall be required along common driveways that serve 
five (5) or more residential dwellings unit.  

(4) 	 Large canopy trees shall be required on both sides of drive aisles that serve 
two (2) or more nonresidential properties or uses. 

(5) 	 Large Canopy trees shall be required along major walkways, through parking 
lots and between nonresidential buildings, as recommended by the Director 
of Building and Planning.  

C. 	 Shade Trees and Large Canopy Trees shall be placed in the following location(s), 
based upon the site conditions:

(1) 	 Shade Trees shall be located within the right-of-way. The preferred place-
ment is in a verge, with a minimum width of six (6) feet for such verge. Shade 
trees shall be selected and located so as not to interfere with the installation 
and maintenance of sidewalks and utilities and shall comply with the general 
landscaping requirements in this Article and Chapter 128, Shade Trees. 

(2) 	 When trees may not be planted in accordance with Section 5.1.C(1) above, 
the following placement of trees may be considered:

(a) 	 Shade Trees or Large Canopy Trees shall be planted a minimum dis-
tance of six feet from the inside edge of the right-of-way, public or pri-
vate street, drive aisles, common driveways or walkways, and a distance 
no greater than ten (10) feet from the edge of the curb or cartway. 

	
(b) 	 Where there are existing trees along the road, new trees shall be planted 

inline to supplement them. 

(c) 	 If no sidewalk exists or where sidewalks are unlikely to be installed, 
shade trees shall be located at a minimum distance of six feet from the 
inside edge of the right-of-way.

5.1. StreetShade Trees and Large Canopy Trees (continued)
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(d) 	 Shade Trees and Large Canopy Trees shall be planted at least fifteen 
(15) feet from buildings, when feasible, or a similar distance appropriate 
for the building height and species. 

(3) 	 The minimum soil volume shall be provided for each tree. Alternative Meth-
ods can be utilized to meet minimum soil volume, as outlined in Subsection 
5.8.C, herein below. 

(54)	 Tree species shall be selected based on appropriate growth rates and mature 
heights for use under or adjacent to overhead utility lines, as indicated in 
Chapter Appendix A177, Planting Materials and Specifications, and Chapter 
128, Shade trees, where applicable. Species selection shall be approved by 
the Township Shade Tree Commission, where applicable. 

(a)	 Species for street shade trees shall be selected with particular em-
phasis on hardiness, ability to provide effective shade, minimal need 
for maintenance and compatibility with other features of the site and 
surrounding environs and shall be acceptable to the Township Shade 
Tree Commission.

(b)	 Use of non-invasive, native species is encouraged.

(65)	 Street Shade trees shall be planted by the applicant to avoid conflicts with 
the right-of-way functions and with sight distance, while still permitting clear 
orientation of the trees to the street.

(76)	 All trees planted near in close proximity to sidewalks shall be planted with 
deep root barriers to prevent cracked pavements and/or sidewalks; planting 
trees with tap roots rather than fibrous roots will help eliminate such cracking. 
The type of deep root barriers or acceptable alternatives shall be approved 
by the Township Arborist.

(87)	 Trees shall be planted at a rate of at least one (1) tree per 30 feet of public 
or private street frontage, access common driveway, or walkway, or portion 
thereof. Trees shall be distributed along the entire length of the public or 
private street frontage, access driveway, or walkway, although they need not 
be evenly spaced. Trees planted along walkways shall be staggered on either 
side of the walkway in order to create areas of alternating shade and sun.

(98)	 Any improvements required as part of this section shall be provided above 
and beyond any landscaping required elsewhere in this Chapter or in Chapter 
155, Zoning.

(109)	Trees located within the sidewalk shall be planted in tree pits or planting 
beds with a minimum opening of five (5) feet by five (5) feet. The minimum 
soil volume, as specified in Subsection 5.8C, shall be provided for each tree. 
Alternative Methods can be utilized to meet minimum soil volumes, as noted 
in Subsection 5.8 C(3).

(a) 	 Developments are encouraged to avoid the use of tree grates. However, 
when provided, tree grates should be composed of a minimum of two 
pieces with a minimum radius diameter opening of 18” around the root 
collar of the tree to ensure soil receives rainwater infiltration. 

(b) 	 Where tree grates are not used, alternative tree pit covering materials 
are encouraged (stabilized fine grit, porous materials, and interlocking 

5.1. StreetShade Trees and Large Canopy Trees (continued)
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pavers, and/or groundcover plantings) which provide rainwater infil-
tration and air exchange.

(1110)	 Trees shall be guaranteed, as outlined in Article 7 and Natural Features 
Code Section § 101-11. 

(1211)	 Wherever provisions of Chapter 128 of this Code impose restrictions 
more extensive than those of this chapter, the provisions of Chapter 128 of 
this Code shall govern. 

5.2.	 General Landscaping and Buffer Plantings Design Guidelines 

Intent: General Landscaping and Buffer plantings shall be installed in subdivisions and land 
developments to integrate new development with its surroundings.

General Landscaping design guidelines are intended to mitigate the new development 
by preserving existing healthy vegetation while supplementing additional native plantings 
within the side and yard setbacks of the development. The preservation of existing healthy 
vegetation and supplementing native plantings provides environmental benefits to promote 
biodiversity and enhances the community tree canopy.

Buffer Plantings are established to separate incompatible land uses by providing screening, 
to reduce wind, enhance environmental benefits, and to minimize or eliminate views to 
certain site elements in compliance with the following regulations:

A.	 Use Requirements. General Landscaping and Buffer plantings shall be required 
for the following types of development and as otherwise specified in Chapter 155 
Zoning:

(1)	 All nonresidential development.

(2)	 All single-family detached development.

(3)	 All multifamily, single family attached, and semi-attached development.

(4)	 All mobile home parks.

(5)	 Active recreational facilities

(6)	 Construction of any of the following items which exceeds 400 square feet in 
ground coverage:

(a)	 public utility facilities or structures

(b)	 waste collection, storage and/or treatment facilities

(c)	 any other structure of similar character or impact.

B.	 An on site investigation by the design professional shall determine the adjacent 
land uses along each property boundary and street frontage. In the case of vacant 
land, the existing zoning shall be used. The existing or zoned uses shall be noted 
on the plan. In the case when several uses are allowed on a site, the most restrictive 
landscaping requirements identified in Table 5.2.1 below shall apply as determined 
by the Director of Building and Planning. In the case where the property abuts a 
railroad right-of-way, the existing land use on the opposite of the railroad right-of-
way shall be used.

5.1. StreetShade Trees and Large Canopy Trees (continued)
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5.2. Buffer Plantings Design Guidelines (continued)

TABLE 5.2.1 REQUIRED LANDSCAPE OR BUFFER TYPE

EXISTING ADJACENT USE

OFFICE/
INSTITUTIONAL/

PRIVATE 
RECREATION

COMMERCIAL/
MIXED USE/ 
INDUSTRIAL

MULTI-
FAMILY/ SFA/ 

MHP

TWINS/
DUPLEXES/ 

SINGLE FAMILY 
DWELLINGS 

(SFD)

PR
O

PO
SE

D
 

U
SE

OFFICE/INSTITUTIONAL Softening Softening Filtering Screening

COMMERCIAL/MIXED USE/INDUSTRIAL Filtering Softening Screening Screening

RESIDENTIAL Softening Filtering Softening Softening

ACTIVE RECREATION Softening Filtering Softening Filtering

SFA = Single-family attached
MHP = Mobile Home Park
SFD = Single-family detached

C.	 General Landscaping and Buffer Area Design, Location, and Dimensions.

(1)	 All widths of buffer Buffer Planting areas width are established by Chapter 155, 
Zoning. If not specified in Chapter 155, Zoning, a buffer planting landscape 
area of not less than 10 feet in width shall be established shall be installed 
within the required principal building setback area(s). 

(a)	 When the proposed use is Single Family Dwellings, Twins or Duplexes, 
and the existing adjacent use is the same, the buffer plantings may be 
placed within the required principle building setback area(s) and not 
limited to the 10 feet buffer area. The landscape area shall be installed 
in the side and rear setbacks. These requirements do not apply to the 
frontage of the property.

(2)	 The landscape or buffer area may be included within the front, side, or rear 
yard setback. width shall be measured from the property line(s). The front 
area shall be measured from the right-of-way.

(3)	 The buffer landscape area shall be an continuous pervious planting area 
consisting of existing qualifying trees and proposed canopy trees, evergreen 
trees, small understory trees, and shrubs, with grasses or groundcover. 
Arrangement of plant materials shall have a naturalistic appearance, with 
larger trees arranged closer to the boundary line, as space is available. The 
landscape area should have a diversity of species and provide seasonal in-
terest. Mixed, layered planting preferred for increased ecosystem services/ 
environmental benefits/ wildlife value.

(4)	 The zoning established screening buffers shall provide immediate visual 
screening of 50% and 100% within two years and reach 75% after five years 
of establishment of the planting, as determined by the Director of Building 
and Planning.

(5)	 No paving shall be permitted within the zoning established buffer areas 
except for driveway crossing and/or walkway crossings, as established in 
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5.2. Buffer Plantings Design Guidelines (continued)

Chapter 155, Zoning, § 155-3.10D, Zoning. No parking or parking area shall 
be permitted in the zoning established buffer areas.

(6)	 Stormwater basins and engineered rain gardens Engineered stormwater 
basins and green stormwater facilities such as rain gardens, bioswales, etc., 
are permitted in the landscape area or buffer area, provided that the visual 
screening requirements of the screening buffer are met.

(7)	 The landscape or buffer plantings shall be placed designed so that at maturity 
they will not obstruct a street or sidewalk.

D.	 Minimum Plant Material Requirements. The following requirements are minimum 
standards; additional plant material, grading treatments, or architectural elements 
may be included in the plan. 

(1)	 Every 100 linear feet of property line or external street boundaries frontage of 
the tract proposed for subdivision or land development shall be landscaped 
and/or buffered with the following minimum quantities, types, and sizes of 
plant material:

(a)	 Where the length of the property line or street frontage being buffered 
is less than 100 feet, a proportional amount of plantings shall be pro-
vided according to Table 5.2.2 below.

(b)	 The minimum number of required plantings calculated from Table 5.2.2 
below shall be rounded up to the nearest whole number.

(c)	 Existing preserved vegetation in areas shall be used or credited toward 
part or all of the landscaping area or buffer requirements, provided it 
is validated that the existing vegetation is native, noninvasive, healthy, 
and otherwise satisfies the preservation requirements of § 135-4.7.

(d)	 Existing trees within the required yards greater than six inches DBH or 
greater than eight feet in height shall be preserved to the greatest extent 
feasible. Such trees may be counted towards required plant materials 
as determined by the Director of Building and Planning, Table 5.2.3 
can be utilized for preserved trees:

TABLE 5.2.3 PRESERVED TREE(S) CHART

PRESERVED TREE (DBH) INCHES NUMBER OF TREES CREDITED

6-9  Two (2)

10 to 18 Three (3)

18 to 24 Four (4)

24 to less than 30 Five (5)

30 or greater Six (6)
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5.2. Buffer Plantings Design Guidelines (continued)

TABLE 5.2.2 MINIMUM PLANTING REQUIREMENTS BY LANDSCAPE/BUFFER TYPE

BUFFER TYPE
MINIMUM PLANTING REQUIREMENTS 

PER 100 LINEAR FEET

SOFTENING 
BUFFER 
LANDSCAPE*

OPTION 1
•	 1 canopy tree (2-2 1/2” min. caliper) 
•	 2 understory trees (2-2 1/2” min. caliper)
•	 2 evergreen trees (8’ min. ht.)

OPTION 2
•	 2 understory trees (2-2 1/2” min. caliper)
•	 15 shrubs (30” min. ht)

FILTERING  
BUFFER LANDSCAPE

•	 2 canopy trees (2-2 1/2” min. caliper)
•	 2 understory trees (2-2 1/2” min. caliper)
•	 5 evergreen trees (8’ min. ht.)
•	 5 shrubs (36” min. ht.)

SCREENING 
BUFFER**

OPTION 1

•	 2 canopy trees (2-2 1/2” min. caliper)
•	 2 understory trees (2-2 1/2” min. caliper)
•	 8 evergreen trees (8’ min. ht.)
•	 10 shrubs (36” min.. ht.)

OPTION 2
•	12 upright mixed evergreen trees
•	 4 understory trees (2-2 1/2” min. caliper)

OPTION 3 •	 An alternative planting design that will result in at least an equivalent degree of 
visual screening to one of the above screening buffers.

LIMITED 
AREA 
BUFFER***

OPTION 1 •	 25 evergreen trees (8’ min. ht.) with a mixture of at least three species of evergreen 
tree species to provide adequate screening while promoting plant health.

OPTION 2
• 4-6 foot tall solid fence or wall, if in compliance with 155-3.7. 
•	 Perennials and grasses sufficient to screen 50% of the linear length of the proposed 
fence at the time of planting. 

OPTION 3 •	 An alternative planting design that will result in at least an equivalent degree of 
visual screening to one of the above limited Area Buffer.

* The softening buffer Option 2 can be utilized along the street frontages, with limited setbacks, when StreetShade Trees 
and Large Canopy Trees greater than 24-inches are already proposed to be preserved within the 100 linear feet along 
the frontages. In all other cases, Softening buffer Option 1 should be installed. 

** A screening buffer must be adequate to visually screen the proposed land use or development from off-site view. 
Several different planting options could be used to create an effective buffer. Grading treatments and architectural fea-
tures; such as walls and/or fences may be required in addition to the minimum planting quantities in order to effectively 
provide a visual screen. 

*** The limited area buffer can be used where space for planting is severely restricted, where the width is less than 10 feet. 
The planting screen would be equivalent to an evergreen hedge planting. Alternative planting arrangements, such as 
shade or flowering trees with deciduous shrubs, could be considered in conjunction with a fence or wall, at the discretion 
of Director of Building and Planning.
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E.	 Mitigation of Visual Impacts. The use of a screening buffer planting shall be required 
to mitigate the adverse visual impacts that the proposed land uses or site elements 
have on the subject tract, adjoining properties, and the community in general. In 
addition to the requirements for buffer plantings as listed in Tables 5.2.1 and 5.2.2, 
the following proposed land uses and site elements, as outlined in Chapter 155, 
Zoning  § 155-3.14, shall be screened from off-site with a screening buffer plant-
ing. If available ten(10) feet shall be provided. Alternatively, the limited area buffer 
standards shall be utilized:

(1)	 Dumpsters, generators, trash collection & disposal, recycling areas, junkyard, 
quarry, transfer stations, and mechanical equipment.

(2)	 Service and loading docks.

(3)	 Outdoor storage areas.

(4)	 Sewage treatment plants and pump stations.

(5)	 Utility instillations, storage or holding tanks, mechanical housing for HVAC 
systems, electrical transformers and substations.

(6)	 Any other structure or fixture of similar character or impact. 

F.	 Alternative Compliance Options for Screening Buffers.

(1)	 Existing topographic conditions, such as embankments or berms, in conjunc-
tion with existing or proposed vegetation, may be substituted for part of the 
required buffers at the discretion of Director of Building and Planning. The 
minimum visual effect shall be equal to or exceed that of the required buffer 
or screen.

(a)	 Where a berm is proposed in conjunction with a buffer, the required 
plantings shall be placed on the side of the berm facing the property 
line or right-of-way. All existing berms must be landscaped with trees 
and shrubs and mulched to the satisfaction of Director of Building and 
Planning.

(2)	 Architectural elements such as walls or fencing may be permitted to augment 
part of the landscape buffering requirements.

(a)	 Where a wall or fence is proposed in conjunction with a buffer, the 
required plantings shall be placed between the wall or fence and the 
property line or right of way.

(3)	 Existing vegetation in areas proposed to be buffers may shall be used or 
credited toward part or all of the landscaping buffer requirements, provided 
it is validated that the existing vegetation is native, noninvasive, healthy, and 
otherwise satisfies the preservation requirements of § 135-4.7.

(4)	 Existing trees within the required buffer yard greater than six inches in caliper 
DBH or greater than eight feet in height shall be preserved to the greatest 
extent feasible. Such trees may be counted towards required plant materials 
as determined by the Director of Building and Planning, Table 5.2.3 can be 
utilized for preserved trees:

5.2. Buffer Plantings Design Guidelines (continued)
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G.	 Maintenance Requirements. 

(1)	 All Screening buffers shall be maintained into perpetuity by the property 
owner at their expense, assuring that the required plant material is kept in 
good condition, as outlined in Natural Features Code Section Conservation, 
§ 101.11 and Article 7. 

(2)	 Plant materials required within the landscape and/or buffer area shall be 
assured by a performance guarantee, as outlined in Natural Features Code 
Section Conservation, § 101.11 and Article 7, posted with the Township in 
an amount equal to the estimated cost of the plant materials.

(3)	 All buffers shall be maintained and kept clean of all debris, rubbish, weeds, 
and invasive plants.

5.3.	 Parking Lot Greening and Landscaping Standards

Parking lots should be effectively landscaped with trees and shrubs to reduce the visual 
impact of glare from headlights, and parking lot lights; to delineate driving lanes; and 
define rows of parking. Furthermore, parking lots should be adequately landscaped to 
provide shade in order to reduce the amount of reflected heat, to allow surface infiltration 
of stormwater runoff, and to improve the aesthetics of parking lots. 

A.	 Intent. The intent of this section is as follows:

(1)	 Promote and induce well-designed and sustainable parking lot design and 
retrofit designs which produce environmental benefits.

(2)	 Incorporate appropriate native plants into the suburban environment to 
promote greater landscape resiliency and to enhance natural environments 
of the township.

(3)	 Integrate stormwater management and landscape design by the use of trees 
and plants to promote compliance with state water quality mandates and the 
Township’s Chapter 121, Stormwater Mmanagement and erosion control, 
Chapter through detention, treatment, infiltration and groundwater recharge 
of rainwater.

(4)	 Shade paved surfaces to mitigate the urban heat island effect by planting 
large canopy trees with effective green space and using paving surfaces 
which minimize heat absorption.

(5)	 Improve the performance of existing parking lots in an equitable manner 
when a redevelopment or retrofit is proposed.

(6)	 Provide effective landscape buffers for visual screening and noise abatement 
of vehicular uses and parking, while enhancing the wildlife habitat provided 
by plantings and the natural landscape.

(7)	 Wherever possible, existing trees should be preserved in the parking lot 
landscape areas. 

(8) 	 Provide visual relief from otherwise uninterrupted expanses of asphalt paving 
and improve the aesthetics of parking lots.

5.2. Buffer Plantings Design Guidelines (continued)
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B.	 Applicability. Unless otherwise expressly stated, the interior landscape parking lot 
and buffer requirements of this section shall apply to any of the following:

(1)	 The construction or installation of new vehicular use areas.

(2)	 The expansion of existing vehicular use areas, if such repair, rehabilitation 
or expansion would increase the area of the vehicular use as provided for in 
Zoning Code Section Chapter 155, Zoning  § 10.12F. 

(3)	 The existing vehicular use areas which are accessory to an existing principal 
building, when such building or any portion thereof is expanded or enlarged, 
requiring additional new parking.

(4)	 The excavation, rehabilitation or in-place reconstruction of existing vehicular 
use areas if such work involves the full-depth pavement removal of, as pro-
vided within Zoning Code Section Chapter 155, Zoning  § 10.12F.

(5)	 The construction or installation of new vehicular use areas with more than 
20 parking spaces shall incorporate bioretention and rainwater infiltration 
elements into the parking lot design, as described in Ssection 5.3 F(5). 

(6)	 If an existing parking lot associated with a proposed subdivision or land de-
velopment does not meet the applicability above, existing parking lots should 
incorporate the standards below, to the greatest extent feasible to meet the 
intent of this Ssection. Alternatives such as retrofitting existing island(s) with 
larger canopy trees and incorporating landscaping within void area(s) not 
used as parking stalls or aisles of existing parking lots should be explored.

C.	 Interior Landscaping Area Standards. The following landscaping requirements are 
intended to promote shading and healthy vigorous growth of larger shade tree, 
canopy and understory trees, evergreen trees, shrubs, and ground covers, as well 
as to create generous physical space to accommodate rain gardens, or depressed 
absorbent areas for stormwater infiltration, and detention within the parking lot. 
The internal parking lot landscaping shall be provided according to the following 
standards:

(1)	 Minimum interior landscaping area requirements. The minimum required 
interior landscaping area of parking areas shall be a percentage of the total 
vehicle use area (VUA) on a lot, as indicated in the graduated requirements 
of Table 5.3.1 below.

5.3. Parking Lot Greening and Landscaping Standards (continued)

TABLE 5.3.1 INTERIOR LANDSCAPING REQUIREMENTS AS PERCENTAGE OF VEHICULAR USE AREA

VEHICULAR USE AREA (VUA) % OF VUA REQUIRED AS INTERIOR LANDSCAPING AREA
MINIMUM INTERIOR LANDSCAPING AREA (% OF VUA)

0 to 4,999 square feet 0%

5,000 to 14,999 square feet 6%

15,000 to 49,999 square feet 8%

50,000 square feet or greater 10%
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(2)	 Interior landscaping areas shall be composed of planting islands and planting 
strips, within which are planting areas. The sum of the surface areas which are 
pervious and composed of planting soil with the required depth and com-
position as required in this Chapter Article 135-5 shall constitute the interior 
landscaping area.

(3)	 The minimum ground coverage and canopy coverage of planting material, 
as determined by the design canopy/ground coverage of the plant species 
proposed, shall be 85% of the designated interior landscaping area.

(4)	 The landscape architect shall provide the number and locations of planting 
areas, planting islands and planting strips delineated on the development 
plan, to satisfy the requirements above.

(5)	 The landscape architect shall also propose the number and species of plant 
materials to satisfy the requirements of C.3. 5.3.C(3) above, provided that 
a minimum of one two shade or canopy trees are is provided in a planting 
island or planting strip for each 340 square feet of interior landscape areas 
provided or fraction thereof. Such shade or canopy trees shall be distributed 
throughout the parking lot to ensure well-distributed canopy coverage of the 
vehicular use areas.

(6)	 Parking lots with VUAs less than 5,000 square feet are exempt from interior 
landscape area requirements. However, the perimeter landscape and buffer 
landscape requirements of §5.3.D. and §5.3.E. below shall apply. 

(a)	 If additional spaces or vehicular use areas are added at a later date so 
that the lot is greater than 5,000 square feet, then the percentage of 
interior planting area required shall be calculated for all vehicular use 
areas on the site. 

(b)	 Plantings shall be distributed throughout the entire interior where 
applicable in parking lot additions.

D.	 Perimeter Landscape Buffer Requirements. For vehicular use areas of any size which 
are located in the side or rear setback of a property, or otherwise abut an adjacent 
property where no right-of-way intervenes, a 10-foot wide filtering buffer landscape 
area satisfying the requirements of § 5.2 herein above shall be provided. If any of 
the proposed land uses or site elements of the property are already subject to a 
buffer requirement as required in § 5.2 herein above or in Chapter 155 Zoning, the 
greater planting requirement shall apply.

(1)	 Shared Access- When a shared access driveway is utilized as outlined in § 
135-4.9 herein above, the buffer may be modified as determined by the 
Director of Building and Planning. 

E.	 Street and Sidewalk Buffer Requirements. For vehicular use areas of any size abutting 
a public or private street or sidewalk, the provisions of Chapter 155, zZoning shall 
apply, specifically § 155-3.5G, Streetscreens and § 155-8.4, Parking Locations.  

F.	 Parking Lot Landscaping Design Standards. 

(1)	 General Standards. The following standards shall apply to all planting areas, 
planting islands, and planting strips provided to satisfy the requirements of 
this section.

5.3. Parking Lot Greening and Landscaping Standards (continued)



ARTICLE 135-5: LANDSCAPE STANDARDS 119

DRAFT 3.0  FEBRUARY, 2022

(a)	 Tree Planting islands and planting areas should be distributed through-
out the parking lot to maximize tree canopy coverage over the entire 
parking lot. Large canopy trees shall be required to meet this require-
ment. 

(b)	 Required planting areas are encouraged to be consolidated into larger 
islands to provide greater soil volumes for plants or to accommodate 
stormwater BMPs, provided that tree canopy coverage can still be 
achieved.

(c)	 When planting areas are provided within interior parking lot landscap-
ing, including planting strips or planting islands, they shall have curbs, 
wheel stops, or bollards for protection from erosion or automobile 
damage; however, openings shall be included which direct rainwater 
to the planting areas. to prevent erosion or automobile damage.

(d)	 To the greatest extent feasible, rainwater should be directed to the 
planting areas with curb cuts or inlets.

(ed)	 At least 25%, but no more than 50%, of the plant materials shall be 
evergreen.

(2)	 Planting Areas. Any contiguous paved and curbed area greater than 50 square 
feet raised above and separated from the vehicular use area shall be provided 
with a planting area, which shall meet the General Landscape Standards in 
this Article.

(3)	 Planting Islands.

(a)	 Planting islands shall be placed so as to provide safe movement of traffic 
without interference with proper surface water drainage and shall be 
designed as an integral part of the stormwater management systems.

(b)	 All parking rows must be terminated by a planting island, provided that 
in such cases where accessible parking and gore areas are provided 
at the end of row, planting islands shall be accommodated elsewhere 
along the row in close proximity to the row end.

(c)	 The minimum size of each planting island shall be at least 340 square 
feet, and be located every 12th parking spaces, or portion thereof. At 
the discretion of the Township Engineer and/or Director of Building 
and Planning, the ratio of parking spaces to planting areas required 
may be altered for reasons of public safety and/or to provide additional 
stormwater management. 

(d)	 A planting area of at least 270 square feet shall be required in between 
compact parking spaces. If compact spaces are installed, the planting 
island area may be reduced to at least no less than 270 square feet.

(e)	 In addition to any proposed trees, planting islands require a minimum 
of 85% ground coverage of low-growing shrubs, grasses, and/or 
groundcover plants, as determined by the design ground coverage of 
the plant species proposed.

(f)	 In order to preserve sight distance, plants shall be selected or pruned 
to limit vegetation at the ends of planting islands where vehicles turn to 

5.3. Parking Lot Greening and Landscaping Standards (continued)
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5.3. Parking Lot Greening and Landscaping Standards (continued)

a maximum height of two (2) feet, in order to preserve sight distance. 
Trees may be planted in these areas, provided that branches are limbed 
up to a minimum height of seven (7) feet in order to preserve sight 
distance.

(4)	 Planting Strips. Planting strips, as required below, shall have a minimum 
width of five (5) feet. In addition to any proposed trees, planting islands strips 
require a minimum of 85% ground coverage of low-growing shrubs, grasses, 
and/or groundcover plants, as determined by the design ground coverage 
of the plant species proposed.

(a)	 Planting Strips are encouraged to be designed as an integral part of 
the stormwater management systems.

(ab)	 Parallel rows of parking spaces, which are not separated by a drive 
aisle, shall be separated by a planting strip.

(bc)	 A single row of parking spaces located parallel to and between two 
drive aisles, shall be separated from one of the drive aisles by a planting 
strip.

(c)	 Unless otherwise described in this Chapter, where required, all planting 
strips, noted in 5.3.F(6), shall be a minimum of 15 feet wide and run 
the length of the parking row. Unless designed to function as part of 
the stormwater management system, planting strips shall be underlain 
by soil mounded up to six (6) inches above the paved parking or drive 
area and shall be protected by curbs, wheel stops, or bollards.

(5)	 Bioretention Elements in Parking Lots: : The construction or installation of 
new vehicular use areas with more than 20 parking spaces shall incorporate 
bioretention elements into the parking lot design.

(a)	 Bioretention and Rainwater Infiltration set aside area is required to be 
incorporated into the parking lot design, as noted above. The Township 
Engineer shall approve the functional design of the area(s) and deter-
mine if bioretention areas can be utilized to demonstrate compliance 
with Chapter 121, Stormwater. 

(b)	 At a minimum, the area shall include one Large Canopy Tree OR Small 
Trees (Minimum 2-4) ornamental under 30 feet per 100 feet of Bioreten-
tion Areas; plus Shrubs/Grasses: a minimum of 6 shrubs/8 grasses per 
200 Square feet of Bioretention Area. In addition to the requirements 
above, the bioretention area shall at least include the following:

i.	 One Large Canopy Tree or three (3) understory Trees per 100 
square feet of Bioretention areas; and

ii.	 Shrubs/Grasses: a minimum of six (6) large shrubs or twelve(12) 
small shrubs and 8 grasses per 200 square feet of Bioretention 
Area.

(6)	 Larger Non-Residential Parking Lots: Unless otherwise noted in this Chapter, 
when required, all planting strips shall be a minimum of 15 feet wide and run 
the entire length of the parking row. 

(a)	 Lots with a capacity of from 50 to 100 cars shall require a planting strip 
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around the perimeter and one planting island for every ten spaces 
within the perimeter of the lot. 

(b)	 Parking lots for more than 100 cars shall be divided into sections no 
greater than 100 stalls each by planting strips. These planting strips 
shall be located parallel to the rows of parking, to serve the following 
purposes:

[1]	 To separate main access (entrance-exit) driveways from rows of 
parking spaces.

[2]	 To separate other major driveways (service drives, general internal 
circulation) from rows of parking spaces.

[3]	 To separate large parking areas into smaller units at intervals of 
not more than four (4) rows of parking stalls.

(c)	 For parking areas with an ultimate capacity greater than 400 cars, the 
requirements may be modified by the Board of Commissioners to 
provide separation into units at intervals of six (6) rows of parking stalls, 
with each unit capacity no greater than 100 cars.

G.	 Alternative design(s) which achieve(s) the purposes of these parking area require-
ments may be requested, if determined that the alternatives design(s) satisf(y/ies) 
the requirements herein. The final decision to permit an alternative design(s) shall 
be made by the Director of Building and Planning.

5.4  	 Additional Plantings 

The following standards shall apply to all subdivisions or land developments. The plantings 
required by this section shall be cumulative and in addition to plantings required by any 
other section of this chapter and Chapter 155, Zoning.

A.	 All proposed developments in the MDR Residential Districts, Institutional (I) Districts, 
and Light Industrial (LI) Districts shall incorporate the following minimum plant 
materials in the landscaping areas adjacent to the proposed structure: 

(1)	 A minimum of 25% of the area between the proposed building façade facing 
a public street and the property frontage shall consist of pervious planting 
areas. 

(2)	 Planting areas shall be a minimum of 150 square feet in area with a minimum 
depth of ten (10) feet. 

(3)	 Five (5) deciduous or evergreen shrubs shall be planted for every 20 feet of 
proposed building façade facing a public street or parking lots, or portion 
thereof. 

B.	 All proposed single-family residential lots shall plant a minimum number of canopy 
trees, based on their lot size, in compliance with the following chart. Existing trees 
to remain may satisfy all or part of this planting requirement. 

5.3. Parking Lot Greening and Landscaping Standards (continued)
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5.4. Additional Plantings (continued)

TABLE 5.4.1 ADDITIONAL PLANTING FOR SINGLE-FAMILY RESIDENTIAL LOTS

LOT AREA MINIMUM NUMBER OF CANOPY TREES REQUIRED

Less than 4,000 square feet 1

4,001 to 7500 square feet 2

7501 to 15,000 square feet 3

15,001 square feet or greater 4

C.	 At the discretion of the Director of Building and Planning based upon the recom-
mendations of the Shade Tree Commission Township Arborist, if sufficient planting 
space is not available immediately adjacent to the proposed structure, required 
building façade plantings may be located on other areas of the tract.

5.5 	 Greening Standards 

Development which is required to meet greening standards as specified in Chapter 155, 
Zoning, shall comply with the following regulations:

A.	 Land development plans must contain elevations and conceptual sketches demon-
strating compliance with the greening standards set forth herein.

B.	 Any improvements or landscaping proposed as part of the greening standards 
shall be provided above and beyond any improvements or landscaping required 
elsewhere in this chapter and Chapter 155, Zoning.

C.	 Any improvements or landscaping proposed as part of the greening standards shall 
be located where they are visible and accessible from a public walkway or sidewalk.

D.	 The developer shall submit a maintenance plan describing how improvements 
will be managed, maintained, or replaced. The responsibility for maintenance and 
replacement shall rest with the owner of the property.

E.	 Each addition and new construction project shall comply with the greening stan-
dards in Table 5.5.1 and provide the greening elements set forth in Table 5.5.2.

(1)	 The greening elements in Table 5.5.2 may be clustered or evenly spread 
along a property’s frontage.

F.	 The total number of points required in Table 5.5.1 for an application are determined 
by dividing the total lot frontage of the subject property by 25. This total is then 
multiplied by the amount column in Table 5.5.2.

G.	 The following standards apply to the urban garden item in Table 5.5.2:

(1)	 A minimum of 60% of the urban garden area shall be landscaped with trees, 
shrubs and/or mixed plantings with year-round interest.  Landscape Standards 
as established in this Article shall apply to the plantings in the urban garden. 

(2)	 One seating space is required for each 50 square feet of urban garden area, 
or portion thereof. No additional points will be awarded for this item.
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(3)	 Trash and recycling containers shall be provided in the urban garden area.
 
H.	 The following standards apply to the plaza, square and courtyard item in Table 

5.5.2:

(1)	 A minimum of 30% of the area shall be landscaped with trees, shrubs and/or 
mixed plantings with year-round interest.  Landscape Standards as established 
in this Article shall apply to the plantings in the plaza, square and courtyard. 

(a)	 One (1) tree is required for every 300 square feet of area, or portion 
thereof.

(b) 	 No landscaping shall be placed in pots or containers.

(2)	 Paving materials that may be used are limited to the following: unit pavers, 
paving stones or concrete. 

(a)	 No more than 20% of the area may be concrete.

(3)	 One seating space is required for each 50 square feet of plaza area, or portion 
thereof. No additional points will be awarded for this item.

(4)	 No parking, loading or vehicular access is allowed other than for emergency 
vehicles.

(5)	 Trash and recycling containers shall be provided throughout the area.

(6)	 Shade shall be provided by trees, canopies/shade sail, trellises, or tables with 
umbrellas.

(7)	 Whenever possible, the area shall be connected to outdoor cafes, restaurants 
or building entrances, and located with maximum direct sunlight to a south 
or west direction.

5.5. Greening Standards (continued)

TABLE 5.5.1 REQUIRED GREENING STANDARDS

POINTS FROM CATEGORY A POINTS FROM CATEGORY B POINTS FROM CATEGORY C

Building Additions in 
Any Zoning District 6 points for each 25 linear feet of frontage, or portion thereof

New Buildings in the 
BMV2, BMV3, and 

BMV4 Zoning Districts
6 points for each 25 linear feet of frontage, or portion thereof

New Buildings in the 
BMV1, VC, TC, RHR, 

and CAD Zoning 
Districts

6 points for each 25 linear feet of frontage, or portion 
thereof

4 points for each 50 linear 
feet of frontage, or portion 

thereof
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5.6 	 Stormwater Basin and Natural Resource Protection Areas Planting

Landscaping shall be required in and around all stormwater management basins and natural 
resource protection areas according to the following:

A.	 All areas of stormwater management basins, including basin floors, side slopes, 
berms, impoundment structures, or other earth structures, shall be planted with 
suit- able vegetation such as naturalized meadow plantings or lawn grass specifically 
suited for stormwater basins.

(1)	 Trees and shrubs shall be planted in and around stormwater basins, provided 
if they do not interfere in the proper function of the basin and no trees are 
planted within thirty (30’) feet of an outlet/drain structure, emergency spillway, 
or dam.  A minimum of two (2) trees and ten (10) shrubs per 100’ linear feet 
of basin perimeter shall be planted in and around the basin.

5.5. Greening Standards (continued)

TABLE 5.5.2 STREETSCAPE AND GREENING ELEMENTS 

CATEGORY ITEM POINTS

A
Window box or boxes along ground floor windows (minimum 
size of 6 inches deep, vertically and horizontally, planted with 

shrubs, groundcovers and/or flowers)
1 per 48 total inches of window boxes

A Additional planting area including shrubs, trees, 
groundcovers and/or flowers.

2 per 40 square foot feet of additional 
planting area

A Street planter (minimum size of 24 inches in diameter, planted 
with shrubs, groundcovers, and/or flowers) 1 per street planter

B Public bench along street frontage (minimum length of 5 feet) 2 each

B Trellis (minimum size 30 square feet, planted with vines and/
or shrubs) 2 each

B Arbor or pergola (minimum size of 8 feet high by 6 feet wide 
by 4 feet deep, planted with vines and/or shrubs) 3 each; not more than one per site.

B Planting in curb extension (planted bulb outs/large planters 
with shrubs, groundcovers and/or flowers) 3 per 60 square feet of planting area

B
Window boxes or planters along upper story windows 

(minimum size of 6 inches deep, vertically and horizontally, 
planted with shrubs, groundcovers and/or flowers visible from 

the sidewalk)
3 per 48 total inches of window boxes

B Public art/sculpture/mural 3 each; not more than one per site.

C Urban garden (see additional requirements in this Article 
Section 5.5G [Urban Garden])

4 per 300 square feet of urban 
garden area

C Water feature (fountain, waterfall, etc.) 4 each; not more than one per site.

C Public plaza/square/courtyard (see additional requirements in 
this Article Section 5.5H [Plaza, square or courtyard])

4 per 300 square feet of plaza/
square/courtyard area

C Bus shelter (see requirements in Article 4.) 6 each
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5.6. Stormwater Basin and Natural Areas Planting (continued)

(a)	 Plantings can be uniformly applied with 2-3 inches or shredded mulch 
or leaf compost. No wood chips are permitted. 

(2)	 Naturalized ground cover plant species, such as wildflowers, meadows, 
and nonaggressive grasses specifically designed for the permanently wet, 
intermittently wet, and usually dry areas of stormwater basins, as outlined in 
Chapter A177-1 Recommended Trees and Shrubs, shall be seeded in the 
floors and slopes of the basin and meet the following requirements:

(a)	 The plantings provide a satisfactory continuous cover for all areas of 
the basin.

(b)	 The plantings do not interfere with the safe and efficient function of the 
basin as determined by the Township Engineer. 

(3)	 Lawn grass areas may be sodded or hydro-seeded to minimize erosion during 
the establishment period. Once established, these turfgrass areas shall be 
maintained at a height of not more than six (6”) inches.

(43)	 Stormwater basins shall be screened from adjacent properties using the 
filtering buffer plantings standards according to Section Table 5.2.2. 

(54)	 Landscaping for Stormwater Management Basins Facilities shall also comply 
with Stormwater Management and Erosion Control Section 121-4G, landscap-
ing and the Pennsylvania Best Management Practices Manual (PA DEP). 

B.	 Additional vegetation shall be planted in natural resource protection areas, includ-
ing riparian areas and wetland corridors areas, as required in Article 4.7, wherever 
existing trees do not meet the minimum tree planting requirements.

(1)	 Existing trees within natural resource areas shall be preserved and retained. 
Existing tree cover should be surveyed and inventoried to assess the need 
for any new plantings. 

(2)	 Existing tree species included on the noxious/invasive plant species list, 
provided by DCNR, as well as species identified in Chapter 59, Grass and 
Weeds, should be removed where conditions warrant.

(3)	 Planting Requirements.

(a)	 New trees shall be planted at a minimum rate of fifteen (15’) feet on 
center or one tree per 225 square feet in staggered rows or an equiv-
alent informal arrangement within the riparian area.

(b)	 New trees shall be a variety of sizes ranging from a minimum four (4’) 
to five (5’) foot tall branched whip to an approximate one and a half 
inch (1 ½”) caliper balled and burlapped planting stock.

(c)	 New tree plantings shall be composed of native riparian tree species, 
as outlined in Chapter A177-1 Recommended Trees and Shrubs.

(d)	 Tree plantings in riparian areas shall be located along the streambank 
to provide shade for the stream, soil erosion control and stormwater 
benefits, according to accepted stream bank restoration practices.
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5.7  	 General Landscape Design Criteria

The following design criteria and specifications shall apply to all plants and landscaping 
provided in subdivisions and land developments regulated by this chapter.

A.	 Plantings shall be placed in arrangements and locations to best mitigate the ad-
verse impacts of the proposed site development. The required plant material shall 
be distributed over the entire length and width of any required buffer area. Plant 
selection shall be based upon the existing site conditions, including the soils, hy-
drology, and microclimate. Plantings may be selected based upon visual screening, 
noise abatement, energy conservation, wildlife habitat, erosion control, stormwater 
management and aesthetic value.

B.	 Plantings shall be spaced to comply with the visual mitigation requirements with 
consideration given to the provision for the future growth habits and mature sizes 
of selected plant species. 

(1)	 The locations, dimensions and spacing of required plantings shall be adequate 
for their proper growth and maintenance, taking into account the sizes of such 
plantings at maturity and their present and future environmental requirements, 
such as moisture and sunlight (see Appendix Chapter A177, § A177-2.)

(2)	 In selecting locations for shade trees, consideration also shall be given to 
aesthetic qualities of the site and to the protection of solar access.

(3)	 Plantings shall be limited or carefully selected for locations where they may 
be disbursed dispersed or contribute to conditions hazardous to the public’s 
safety. Such locations include but shall not be limited to the edges of parking 
areas, public street rights-of-way, underground and aboveground utilities and 
sight triangle areas required for unobstructed views at street intersections.

(4)	 Planting locations shall consider underground utilities and the need for 
repairing these utilities, together with the presence of overhead wires. No 
trees shall be planted closer than 15 feet from fire hydrants, streetlights or 
stop signs.

C.	 Existing healthy trees, shrubs, or woodlands may be substituted for part of the plant 
material required by this chapter at the sole discretion of the Director of Building & 
and Planning, provided such existing vegetation, in its existing location on the site, 
or in an appropriate transplant location on the site, fulfills the intent of the particular 
standard for which it is proposed to be substituted. 

(1)	 The minimum quantities and/or visual effect of the existing vegetation shall 
be equal to or exceed that of any required landscape or screening buffer. 

(2)	 In order for existing vegetation to qualify, proof must be provided to demon-
strate that adequate protection measures during construction, particularly 
in the plant’s root zone, are incorporated into the plan, and comply with the 
standards of Article 4.7, Preservation and Protection of Existing Vegetation 
and Natural Features Code Section 101-6, Site Disturbance regulations. 

D.	 Plant materials shall meet the specifications of Section 5.8 below.  

E.	 Planting plans shall be required; such plans shall be prepared by a landscape archi-
tect registered by the Commonwealth of Pennsylvania to engage in the practice of 
landscape architecture. In addition, planting plans shall include a planting schedule 
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which summarizes the quantity, type, size and root conditions of all plantings. A 
compliance chart shall also be included, which demonstrates compliance with all 
of the requirements of this Article and any applicable Chapters.

F.	 In the event that an applicant requests a waiver from the landscaping requirements 
of this article on the basis that compliance with such requirements would represent 
an undue hardship, the granting of any such waiver may be conditioned upon the 
payment to the Township of a fee-in-lieu of planting s. Such required landscaping 
shall be in accordance with the following:

(1)	 The developer shall provide sufficient plans and documentation to establish 
what landscaping is to be waived, and to permit the proper evaluation of the 
effect of the grant of the proposed waiver and the reasons for such waiver.

(2)	 The fee shall be based upon the value of the required landscaping that is to 
be waived. The calculation of which value shall be performed by a registered 
landscape architect licensed by the Commonwealth of Pennsylvania, and shall 
be based on the costs of materials, installation, relocation, and guaranty of 
the landscaping that is not to be installed.

(3)	 The fee-in-lieu of the provision of the required landscaping shall be used, 
unless the developer paying such fee shall agree otherwise, only for the pur-
pose of providing for the planting of trees and other landscaping on Township 
owned lands or along the streets or highways of the Township.

5.8  	 Plant Material & Planting Specifications

The following specifications shall apply to all plants and landscaping provided in subdi-
visions and land developments regulated by this chapter, and shall be demonstrated on 
the required landscape plans, which shall be prepared, signed, and sealed by a registered 
landscape architect, licensed by the Commonwealth of Pennsylvania.:

A.	 Plant Species Selection. Plant species selection shall be based on the following 
considerations: 

(1)	 Any planting materials proposed, including but not limited to deciduous and 
evergreen trees, shrubs; herbaceous and woody perennials, groundcovers, 
and grasses, shall only be provided in conformance with 5.7, and shall only 
be chosen from the applicable Category (according to the proposed use of 
the plantings) from Appendix A177: Planting Materials and Specifications.

(2)	 Any species or cultivar listed in the List of Approved Plants may be used for 
another purpose other than the Category under which it is listed, provided 
such use receives the recommendation of the Township Shade Tree Com-
mission Arborist, if applicable. 

(3)	 Any plant materials proposed but not included in the List of Approved Plants 
shall only be approved by the Director of Building & and Planning, provided 
the registered landscape architect demonstrates the alternative plant mate-
rials chosen satisfy at least one of the following conditions:

(a)	 The proposed plant materials more effectively implement the intent and 
goals of this chapter than all other applicable plant species in Appendix 
A177 Planting Materials and Specifications;

5.7. General Landscape Design Criteria (continued)
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(b)	 The proposed plant materials have received a recommendation for 
approval from the Township Shade Tree Commission Arborist, if ap-
plicable; and 

(c)	 If a non-native alternative is proposed, the design professional shall 
demonstrate that no native alternative is available for the desired plant-
ing location and the overall site design demonstrates compliance with 
Sections 5 and 6 below. 

(4)	 Invasive and Noxious Plants Prohibited. 

(a)	 Invasive and “watch-list” species listed on any governmental list of inva-
sive species, including the Pennsylvania Department of Conservation 
and Natural Resources’ “DCNR Invasive Plant List,” as well as species 
identified in Chapter 59, Brush, Grass and Weeds, shall be prohibited 
to be planted as part of from being planted in any subdivision or land 
development in the Township.  

(b)	 Such plants shall be required to be removed when present on a site 
under development, and such plants shall not be used to satisfy any 
landscaping requirement of this chapter.

(5)	 Minimum Native Species. A minimum of 80% of all planting material proposed 
shall be composed of native plants. Street trees identified in Section 5.1 shall 
excluded from this percentage calculation. Such requirement shall be based 
on the total number of individual plants proposed. Planting shall consist of at 
least 80% native planting material for all categories, calculated separately by 
category (deciduous trees, shrubs, perennials).  Evergreen trees shall include 
at least 60% native planting material.

(6)	 Minimum Species Diversity. In order to encourage the use of diverse species 
and a mixed, layered planting arrangement, a minimum variety of species per 
plant type (canopy tree, understory tree, evergreen trees, shrubs; herbaceous 
and woody perennials etc.) shall be required as follows indicated in Table 
5.8.1 Minimum Species Diversity Requirements below. Compliance with this 
requirement shall be documented on the landscape plan.

5.8. Plant Material & Planting Specifications (continued)

TABLE 5.8.1 MINIMUM SPECIES DIVERSITY REQUIREMENTS

NUMBER OF PLANTS REQUIRED 
PER PLANT TYPE

MINIMUM NUMBER OF SPECIES 
REQUIRED PER PLANT TYPE

MAXIMUM % OF ANY ONE SPECIES 
PER PLANT TYPE

0-5 1 100%

6-15 3 50%

16-30 4 40%

31-50 6 30%

51-100 8 20%

100+ 12 10%
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(7)	 In addition, the registered Landscape Architect shall also consider the fol-
lowing when selecting plant species:

(a)	 Existing site conditions and their suitability for the selected plants based 
on the site’s soils, hydrology, and microclimate. 

(b)	 Specific functional objectives of the plantings which may include but not 
be limited to visual screening, noise abatement, energy conservation, 
wildlife habitat, erosion control, stormwater management, and aesthetic 
value.

(c)	 Maintenance and replacement considerations such as hardiness, resis-
tance to insects and disease, longevity, availability, and cost of plant 
materials. 

B.	 Plant Specifications.

(1)	 All plants shall meet the minimum standards for health, form, and root con-
dition, and plantings shall conform to the standards of the publication Amer-
ican Standard for Nursery Stock, ANSI Z60.1, 2014 or later of the American 
Association of Nurserymen, as amended. 

(2)	 All plant material shall be hardy and within the USDA hardiness Zone 7a 
applicable to Montgomery County, Pennsylvania. All plant material used on 
the site shall have been grown within the same USDA hardiness zone as the 
site and shall be nursery grown.

(3)	 The location, dimensions, and spacing of required plantings should be ad-
equate for their proper growth and maintenance, taking into account the 
sizes of such plantings at maturity and their present and future environmental 
requirements and tolerances including wind, moisture, and sunlight.

(4)	 Minimum plant size and spacing at time of planting shall meet Table 5.8.2.

5.8. Plant Material & Planting Specifications (continued)

TABLE 5.8.2 MINIMUM PLANT SIZE AND SPACING REQUIREMENT

PLANT TYPE MINIMUM CALIPER AT 
TIME OF PLANTING

MINIMUM HEIGHT AT TIME 
OF PLANTING

MINIMUM SPACING AT TIME 
OF PLANTING

Small/understory trees 2-2.5 inches 12-14 feet (Multi-stem) 15-20 feet

Medium canopy tree 2-2.5 inches 12-14 feet (Multi-stem) 20-25 feet

Large canopy tree 2-2.5 inches - 3530-40 feet

Large shrub - 36 inches **

Small shrub - 18-24 inches* **

Evergreen tree - 8 feet **

* excludes groundcover shrubs which can be shorter
** dependent on estimated mature width
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(5)	 Understory or ornamental trees, or large shrubs may be deciduous or ever-
green and shall have a distinctive ornamental characteristic such as prominent 
flowers, fruit, habitat, foliage, or bark. Small trees, or  and large shrubs may 
be deciduous or evergreen.

(6)	 Small shrubs may be evergreen or deciduous.

C.	 Minimum Soil Volumes. The registered Landscape Architect shall provide details 
on the site plan that show a longitudinal section and depth of planting areas 1,000 
square feet and under in area demonstrating compliance with minimum soil volume 
standards. 

(1)	 The following minimum soil volume per tree shall apply when such plant is 
proposed in any planting areas up to 1,000 square feet and under in area:

(a)	 Small canopy or evergreen tree: 600 cubic feet

(b)	 Medium canopy tree: 900 cubic feet. 

(c)	 Large canopy tree: 1,200 cubic feet

(2)	 Planting Soil Composition. Planting soils shall be a loam soil capable of 
supporting a healthy vegetative cover, which is amended with composted 
organic material, such as mushroom compost or leaf mulch, thereby result-
ing in an organic amended soil containing 204% to 3015% organic material 
(compost), and 70% to 80% topsoil screened of rocks, sod, and debris. The 
pH for structural soil should be adjusted according to plant selection. The 
minimum depth of the planting soil shall be 30 to 36 inches depending on the 
size of the individual planting. A soil improvement detail and notes, including 
the removal of all construction debris and existing compacted soil and the 
proposed soil improvement mix, should be provided with the landscape 
plan. Ensure trunk root flare sits above finished grade; compact soil below 
root ball as necessary. 

(3)	 Alternative Methods:  The alternative methods are for limited street planting 
areas, where required soil volumes are unattainable without implementing 
these methods. If the minimum soil volumes cannot be achieved, as deter-
mined by the Director of Building and Planning, the following alternative 
options may be utilized: 

(a)	 Structural Soil Composition (Figure 5.8.1). Structural soil shall be a mix 
of 80% AASHTO No. 57 stone and 20% loam soils. Such soil may be 
used to supplement planting soil volume, provided it satisfies all of the 
following conditions:

[1]	 Structural soils shall be used under impervious paving where 
the tree planting area is surrounded by paving for the purpose 
of expanding the soil volume to meet minimum soil volumes as 
specified in 5.8.C above.

[2]	 Structural soils shall be entirely below pavement areas and shall 
not be exposed at the surface.

[3]	 Structural soils are located adjacent to planting soils.

5.8. Plant Material & Planting Specifications (continued)
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5.8. Plant Material & Planting Specifications (continued)

Stone
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Expanded soil volume
Using structural soils

Expanded soil volume
Structural soil under pavement
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(as necessary)

30 inches of
good quality
loam soil is

needed before
planting
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FIGURE 5.8.3 SHARED ROOT ZONE AREAS OR LINEAR TREE PLANTING

5.8. Plant Material & Planting Specifications (continued)
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(b)	 Suspended Pavements System (Figure 5.8.2). A Tree/Pavement Support 
System may be utilized that supports the weight of the pavement and 
improves the urban tree health. The support structure, as well as a per-
vious flexible pavement, creates a void space for increased tree root/ 
soil volume. The space shall be filled with a combination of structural 
uncompacted native or amended native soils and native excavated soil, 
provided that it is quality material, or a specified soil mix. 

(c)	 Shared Root Zone Areas or Linear Tree Planting (Figure 5.8.3). The 
system should allow the root systems of adjacent trees to join and share 
soil space where available. Structural soils shall be utilized beneath the 
sidewalk or hardscape, as noted above.  The following minimum soil 
volume per tree shall apply when such plants are shared any planting 
areas:

[1]	 Medium canopy tree; 750 cubic feet when clustered.

[2]	 Large canopy tree; 900 cubic feet when clustered.

GD.	 Maintenance. Prior to final approval of the site’s landscape plan, the developer 
shall sign and record an operation and maintenance agreement or covenant, as 
outlined in Natural Features Code Section 101.11B. The agreement shall cover 
ongoing maintenance of all required plantings on the site in accordance with the 
approved plan. The agreement shall be subject to review and approval by the 
Township Solicitor.

(1)	 It shall be the responsibility of all property owners to maintain all plantings 
and architectural elements to ensure a safe environment, as outlined in the 
Article 7 and Chapter Natural Features Code Section 101-11. 

(2)	 Plantings shall be selected, located, and maintained so that they do as not to 
contribute to conditions hazardous to public safety. Such conditions include, 
but are not limited to, public street rights-of-way, underground and above 
ground utilities, and sight triangle areas required for unobstructed views at 
street intersections.

(3)	 Within required sight triangles, shrubs must be maintained at a maximum 
height of two (2) feet, and trees must be maintained so that the lowest branch-
es are a minimum of seven (7) feet above grade.

(4)	 Any plant materials that could endanger safety such as unstable limbs shall 
be removed and the plant materials shall be replaced if necessary. Any plant 
material that presents high or extreme risk based on ANSI Tree Risk Assess-
ment Standard should be managed to mitigate the risk.

(5)	 Maintenance guidelines for the plantings should be developed by a licensed 
landscape architect to be and used by grounds maintenance personnel.

5.8. Plant Material & Planting Specifications (continued)
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135-6.	 MOBILE HOME PARKS 

6.1.	 Governing Provisions
 
Subdivision or land development for purposes of mobile home parks shall be governed 
by and performed pursuant to all requirements of this chapter.
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135-7.	 GENERAL PROVISIONS 

7.1.	 Applicability

Before the Final Plan is signed and made ready for recording or prior to the issuance of 
any permit needed for construction or occupancy of any subdivision or land development, 
all applicants are required to complete to the satisfaction of the Township or ensure the 
completion of all required public improvements in the manner set forth in this Article.

7.2.	 Completion or Guarantee of Required Improvements

A.	 No plan shall receive final approval unless the streets shown on such plan have 
been improved to a mud-free or and otherwise permanently passable condition 
or been improved as may be required by this cChapter, and any walkways, curbs, 
gutters, streetlights, fire hydrants, shade trees, landscape buffers, water mains, 
sanitary sewers, stormwater management and conveyance facilities and other im-
provements as may be required by this chapter have been installed in accordance 
with this cChapter. 

B.	 No lot in a subdivision or land development may be sold, leased, mortgaged or 
otherwise transferred; no permit to erect any building on land in a subdivision or 
land development may be issued; and no building may be erected or lot develop-
ment effected in a subdivision or land development, unless and until a subdivision 
plan or land development plan has received final approval and, where required, 
been recorded.

C.	 The Township may defer at the time of Final Plan approval, subject to appropriate 
conditions, the provision of any or all required improvements, as in its judgment, 
are not requisite in the interests of public health, safety and welfare, or which are 
inappropriate due to the inadequacy or non- existence of connecting facilities. A 
separate public improvement agreement may be required by the Township guar-
anteeing completion of any deferred improvement by the property owner at some 
later date. 

7.3.	 Financial Security 

A.	 In lieu of the completion of any improvements required as a condition of the final 
approval of a plan, the developer may deposit with the Township financial security 
in an amount sufficient to cover the costs of any improvements or common ameni-
ties which may be required, including, but not limited to, roads, stormwater man-
agement, conveyance and other related drainage facilities, recreational facilities, 
sanitary sewers, lighting, open space improvements and/or buffer or screening 
plantings.

B.	 The amount of such security to be posted for the completion of required improve-
ments shall be equal to 110% of the estimated cost of completion estimated as of 
ninety (90) days following the date scheduled for completion by the developer.

C.	 The cost of the improvements shall be established by submission to the Board of 
Commissioners of a bona fide bid or bids from the contractor or contractors chosen 
by the party posting the financial security to complete the improvements or, in the 
absence of such bona fide bids, the costs shall be established by estimate prepared 
by the Township Engineer. 
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D.	 If the party posting the financial security requires more than one year from the date 
of posting of the financial security to complete the required improvements, the 
amount of financial security may be increased by an additional 10% for each one-year 
period beyond the first anniversary date from posting of financial security or to an 
amount not exceeding 110% of the cost of completing the required improvements 
as reestablished on or about the expiration of the preceding one-year period by 
using the above bidding procedure. In the case where development is projected 
over a period of years, the Board of Commissioners may authorize submission of 
fFinal pPlans by section or stages of development, subject to such requirements 
or guarantees as to improvements in future sections or stages of development as it 
finds essential for the protection of any finally approved section of the development.

E.	 When requested by the applicant in order to facilitate financing, the Township 
shall furnish the applicant with a signed copy of a resolution indicating approval 
of the Final Plan, contingent upon the applicant obtaining a satisfactory financial 
security. Final Plans will not be signed or recorded until the financial improvements 
agreement is executed. The resolution of contingent approval shall expire and be 
deemed to be revoked if the financial security agreement is not executed within 
ninety (90) days, unless a written extension is granted by Township.

F.	 The Township at its option, may accept financial security in the form of cash escrow 
placed with the municipality, irrevocable letter of credit, escrow account, or surety 
bond with a bonding company or chartered lending institution chosen by the party 
posting financial security, provided said institution or company is authorized to 
conduct such business in the Commonwealth of Pennsylvania. 

7.4.	 Interpretation Release of Financial Security

The Township may release all or parts of the posted financial security as completion of im-
provements proceeds, in compliance with the applicable requirements of the Pennsylvania 
Municipalities Planning Code.

A.	 As the work of installing the required improvements proceeds, the party posting the 
financial security may request the Board of Commissioners to release or authorize 
the release, from time to time, of such portions of the financial security necessary 
for payment to the contractor or contractors performing the work. 

B.	 Any such requests shall be in writing, addressed to the Board of Commissioners in 
care of the Township Building and Planning Department, and the Board of Com-
missioners shall have 45 days from receipt of such request within which to allow the 
Township Engineer to certify, in writing, to the Board of Commissioners that such 
portion of the work upon the improvements has been completed in accordance 
with the approved plan. 

C.	 Upon such certification, the Board of Commissioners shall authorize release by the 
bonding company or lending institution of an amount as estimated by the Township 
Engineer as fairly representing the value of the improvements completed or, if the 
governing body fails to act within said forty-five-day period, the Board of Commis-
sioners shall be deemed to have approved the release of funds as requested. 

D.	 The Board of Commissioners may, prior to final release at the time of completion and 
certification by the Township Engineer, require retention of 10% of the estimated 
cost of the aforesaid improvements.

7.3 Financial Security (continued)
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E.	 Landscaping Security. The applicant shall be responsible for the full replacement 
of all dead or diseased trees or shrubs for eighteen (18) months after final accep-
tance and certification of project completion. Final inspection of landscaping shall 
be performed while trees are fully leafed out– typically May 1 through November 
1.

7.5.	 Incomplete Improvements
 
If the required improvements are not completely installed within the period fixed or extended 
by the Township, the Township may take one or more of the following actions:
 
A.	 Declare the financial security in default and require that all improvements be in-

stalled regardless of the of the extent of the building development at the time the 
agreement is declared in default;

B.	 Suspend Final Plan approval until the development improvements are completed 
and record a document to that effect for the purpose of public notice;

C.	 Obtain funds under the security and complete improvements;

D.	 Assign the right to receive funds under the security to any third party, including 
a subsequent owner of the property wherein improvements were not completed 
in exchange for that subsequent owner’s formal agreement to complete improve-
ments;

E.	 Exercise any other available rights under the Pennsylvania Municipalities Planning 
Code.

 
7.6.	 Inspection of Work and Materials

A.	 Notice. The Township Engineer shall be notified forty-eight (48) hours in advance 
of the commencement of any construction or installation operation to schedule 
an inspection by the Township. Construction and installation operations shall also 
be subject to inspection by the Township during the progress of the work. The 
applicant, developer, or builder shall pay the reasonable and necessary expenses 
for inspections in accordance with the Township’s fee schedule.  

B.	 Improvement Specifications. All required road improvements should be constructed 
in accordance with the applicable provisions of the PennDOTPADOT, Form 408, 
current edition, including the latest revisions and other applicable regulations. All 
other required improvements shall be constructed in accordance with Township 
specifications. 

C.	 Sample of Materials/Shop Drawings.  During or after construction of any required 
improvement, if the Township requires a sample of materials or shop drawing, said 
sample or shop drawing shall be furnished by the appropriate contractor, in a form 
specified by the Township Engineer.

D.	 Delivery Slips. Copies of all delivery slips for materials used in the construction of 
any storm sewers, sanitary sewers, roads, curbs, sidewalks, or any other facility within 
a Township right-of-way or easement or in areas proposed for future dedication 
to the Township shall be supplied to the Township upon request of the Township 
Engineer. 

7.4 Interpretation Release of Financial Security (continued)
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7.7.	 Conditions of Acceptance 

A.	 Sanitary sewers. Upon completion of construction of a sanitary sewer in accordance 
with the approved plans and sanitary drainage specifications and as approved by 
the Township Engineer, a deed of dedication for the sewer, prepared by the Town-
ship Solicitor, shall be submitted to the Public Works Committee, together with a 
certificate from the contractor evidencing payment for all labor and material costs.  
Adoption by the Board of Commissioners of a resolution accepting the deed and 
directing that it be recorded will constitute acceptance of the sewer by the Town-
ship.

B.	 Streets and other improvements.  The Township may, but shall not be required to, 
take over and make public any street or other improvement provided:

(1)	 The required improvements, utility mains and laterals and monuments shown 
on an approved plan or plans have been constructed and conform to Town-
ship standards and specifications.

(2) 	 For an existing street, a petition signed by the owners of at least 51% of the 
frontage of the street in question requesting that the street and other improve-
ments be taken over and made public is filed with the Township Secretary.

(3)	 It is established to the satisfaction of the Board of Commissioners that there 
is a need for the improvements to be taken over and made public.

7.8.	 Guarantee of Completed Improvements

Where the Board of Commissioners accepts dedication of all or some of the required im-
provements following completion, the Board of Commissioners may require the posting of 
financial security to secure structural integrity of said improvements as well as the functioning 
of said improvements, in accordance with the design and specifications as depicted on the 
fFinal pPlan for a term not to exceed 18 months from the date of acceptance of dedication. 
Said financial security shall be of the same type as otherwise required in this section with 
regard to installation of such improvements, and the amount of the financial security shall 
not exceed 15% of the actual cost of installation of said improvements.

7.9.	 Private Maintenance of Improvements

Where the maintenance of improvements is to be the responsibility of individual lot own-
ers, a homeowners’ association or similar entity, or an organization capable of carrying out 
maintenance responsibilities, the Township shall require that maintenance responsibilities 
be set forth in perpetual covenants or deed restrictions binding on the landowners’ suc-
cessors in interest, and may further require that an initial maintenance fund be established 
in a reasonable manner.

7.10.	 Required Contracts

Before the Township shall cause its approval to be endorsed upon the Final Plans of any 
subdivision or land development (except in the case of minor subdivisions) and as a require-
ment for the approval thereof, the Township may condition such approval, or otherwise 
require the agreement of the owners, to the following:

A.	 To construct or cause to be constructed or installed, at the owners’ expense, all 
streets, curbs, sidewalks, fire hydrants, street lights, stormwater facilities, water and 
sewer facilities, street signs, monuments, capped sewers, parks, landscaping, line 
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painting, and other improvements shown in the Final Plan when required to do so 
by Township in accordance with the Township standards and specifications.

B.	 To maintain at the owners’ expense all streets, curbs, sidewalks, stormwater facili-
ties, water and sewer facilities, street signs, parks, monuments, fire hydrants, street 
lights, capped sewers, line painting, landscaping, and other improvements, until 
the same are accepted or condemned by the Township for public use, and for a 
period of eighteen (18) months thereafter to repair and reconstruct the same of 
any part of one of them when such repair or reconstruction shall be specified by 
Township as necessary by reason of faulty construction, workmanship, or materials, 
or the structural integrity or functionality of the improvements are not satisfactory 
as determined by the Township engineer.

 
C.	 To pay all costs, charges, or rates, of the utility furnishing electric service for the 

lighting of the streets on or abutting said subdivision, from the lights installed 
by the owner, until such time as the streets shown on the subdivision plans shall 
be accepted as public streets of the Township by ordinance (or resolution) , and 
to indemnify and hold harmless the Township from and against all suit, actions, 
claims, and demands for electric service to the streets shown on said plans, or any 
part thereof, to the time that said streets shall be accepted as public streets of the 
Township in the manner hereinabove set forth.

D.	 Pay the inspection fees required by the Township.

E.	 To obtain the easements and releases required when any street, drainage facility 
or other improvement wherein a subdivision abuts or traverses land of persons 
other than the person holding legal title to the lands of the subdivision at his own 
cost, and obtain from the owner of the lands so abutted or traversed full releases 
from all damages which may change in grade, construction, or other-wise, of the 
street, drainage facility or other improvements and such releases shall insure to the 
benefit not only of the owner of the subdivision but to the Township as well.

F.	 To promptly remove or cause to be removed snow from the streets as may be 
required for safe traverse of the streets prior to dedication.

G.	 To promptly reimburse to the Township reasonable professional fees.

H.	 To provide in a timely manner, all construction and shop drawings and plans includ-
ing a full set of “as built” plans in on paper and in appropriate electronic format as 
specified by the Township Engineer.

I.	 Such other provision(s) as deemed necessary or desired by Township.

7.10 Required Contracts (continued)
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135-8.	 SPECIAL STUDIES AND REPORTS  

8.1.	 Applicability

A.	 The following special studies or reports to be developed by qualified professionals 
may be required to support and justify subdivision and land development proposals 
as required by this Ordinance Chapter and the Zoning Ordinance Code.

8.2.	 Traffic Transportation Impact Study

A.	 Purpose & Intent. A transportation impact study shall be undertaken for all subdi-
vision and land developments meeting the criteria where required to:

(1)	 Enable the township to assess the impact of a proposed development on the 
local transportation system;

(2)	 Ensure that proposed developments do not adversely affect the transportation 
network and to identify any traffic problems associated with access from the 
site to the existing transportation network;

(3)	 Delineate solutions to potential problems traffic and pedestrian conflicts on, 
adjacent to or near proposed developments; and

(4)	 Present improvements to be incorporated into the proposed developments.; 
and

(5)	 Enhance and utilize the existing transportation infrastructure capacity to 
reduce demands on the region’s transportation network.

(6)	 Reduce congestion and improve the transportation system’s efficiency by 
promoting the use of transit, bike, and pedestrian transportation modes.

B.	 Qualifications of Preparer. The transportation impact study shall be prepared by a 
qualified traffic engineer and/or transportation planner with previous traffic study 
experience civil engineer with experience in transportation planning. The proce-
dures and standards for the traffic impact study are set forth in paragraphs C and 
D 4. of this section utilizing the terminology contained in the Federal Highway 
Administration’s Highway Capacity Manual.

C.	 Submission Requirements. 

(1)	 A transportation impact study shall be required for all subdivisions and land 
developments that meet one or more of the following criteria:

(a)	 Residential or Mixed-Use: Twenty (20) or more dwelling units. 

(b)	 Commercial or Mixed-Use: A commercial building(s) development con-
sisting of ten thousand (10,000)  square feet or more of gross leasable 
floor area.

(c)	 Office: A development consisting of ten thousand (10,000) square feet 
or more gross leasable floor space area.

(d)	 Industrial: A development consisting of twenty thousand (20,000) square 
feet or more gross leasable floor space area.



ARTICLE 135-8: SPECIAL STUDIES AND REPORTS 145

DRAFT 3.0  FEBRUARY, 2022

(e)	 Institutional: Any new land development or addition of 4,000 square. 
feet. or greater of building more gross floor area to an existing use.

(f)	 Where special conditions exist having the potential to significantly 
impact local transportation infrastructure or traffic demand, the Board 
of Commissioners or Staff Township Engineer may request require the 
preparation of a transportation impact study for any other subdivisions 
or land development.

(g)	 Any non-residential subdivision or land development when located 
within the City Avenue Special Services District Transportation Service 
Area or Rock Hill Road Overlay District/Belmont Avenue Transportation 
Service Area.

(2)	 The transportation impact study shall contain, but not be limited to, the fol-
lowing information:

(a)	 General site description. The site description shall include the size, 
location, proposed land uses, construction staging and anticipated 
completion date of the proposed land development. If the development 
is includes residential dwelling units, types the number of dwelling units 
and number of bedrooms in each unit shall also be included provided. 
A brief description of other existing and proposed land developments 
within the study area, to be defined by the Township Engineer, shall 
also be provided. 

(b)	 Transportation facilities’ description. The description shall contain a 
full documentation of the existing and proposed internal and existing 
external transportation system. This description shall also include pro-
posed internal vehicular, bicycle and pedestrian circulation or routes, 
all proposed ingress and egress locations, all internal roadway widths 
and rights-of-way, parking conditions, traffic channelization, and any 
traffic signals or other intersection control devices within impacted by 
the site. The site design shall be shown to maximize potential public 
transportation usage to and from the development, such as providing 
adequate turning radii at all access points to allow a bus to enter the 
development improved pedestrian connections to transit facilities. Bus 
shelter and sign locations shall be designated provided where appro-
priate.

(3)	 The report transportation impact study shall describe the entire external road-
way system within the study area. Major intersections in the study area shall 
be identified and sketched. All existing and proposed public transportation 
services and facilities within a one-mile radius of the site shall also be docu-
mented. All future highway improvements, including proposed construction 
and traffic signalization, shall be noted. This information shall be obtained 
from the Twelve-Year Highway Capital Program for the Delaware Valley Re-
gional Planning Commission (DVRPC), the Township Comprehensive Plan, 
the Roadway Sufficiency Analysis (if project is in a transportation service area), 
and from the Pennsylvania Department of Transportation. Any proposed 
roadway improvements resulting from proposed surrounding developments 
in the surrounding area shall also be recorded noted.

(4)	 Existing traffic conditions. Existing traffic conditions shall be measured and 
documented for all streets and intersections in the study area. Traffic volumes 
shall be recorded for existing average daily traffic, existing peak hour traffic  

8.2. Traffic Impact Study (continued)
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and parking and for the subdivision’s development’s peak hour of traffic. 
Complete traffic counts at all study area intersections shall be conducted, 
including vehicular, bicycle, and pedestrian counts, encompassing the existing 
peak highway hours and development-generated peak hour(s) traffic, and 
documentation shall be included in the report transportation impact study. 
A volume capacity analysis based upon existing volumes shall be performed 
during the peak hour(s) and the peak development-generating hour(s) for 
all roadways and major intersections in the study area. Levels of service shall 
be determined for each location intersection. This analysis will determine the 
adequacy of the existing roadway system to serve the current traffic demand. 
Roadways and/or intersections experiencing levels of service C, D, E or F shall 
be noted as congestion locations and/or deficient.

(5)	 Transportation impact of the development. Estimation of vehicular trips to 
result from the proposal shall be completed for both the street system and 
the development-generated peak hour(s). Vehicular trip generation rates 
to be used for this calculation shall be obtained from the Trip Generation 
Manual, published by the Institute of Transportation Engineers, 10th edition 
or subsequent current editions, which is hereby adopted by the township. 
These Estimated development-generated traffic volumes shall be provided for 
the inbound and outbound traffic movements as estimated. The references, 
source(s) and methodology followed to estimate traffic volumes shall be cited. 
These generated volumes shall be distributed to the study area and assigned 
to the existing streets and intersections throughout the study area. Documen-
tation of all assumptions used in the distribution and assignment phase shall 
be provided. Traffic volumes shall be assigned to all access points. Estimated 
pPedestrian volumes shall also be calculated, if applicable. If school crossings 
are to be used, pedestrian volumes shall be assigned to each crossing. Any 
characteristics or uses of the site that will may cause unusual trip generation 
rates and/or traffic flows shall be noted.

D.	 Analysis of transportation impact. The total future traffic demand based on full 
occupancy of the proposed subdivision or land development, shall be calculated. 
This demand shall consist of the combination of the existing traffic expanded to the 
completion year based on PennDOT’s yearly growth factors, the development-gen-
erating traffic, and the traffic generated by other proposed developments in the 
study area. A volume/capacity analysis shall also be conducted using the total future 
demand and the future roadway capacity. If staging of the proposed development 
is anticipated, calculations for each stage of completion shall be made. This analysis 
shall be performed using the peak highway hour(s) and peak development-generat-
ed hour(s) for all streets and major intersections in the study area. Volume capacity 
calculations shall be completed for all major intersections.

(1)	 All access points and pedestrian crossings shall be examined as to the feasi-
bility of installing traffic signals. This evaluation shall compare the projected 
traffic and pedestrian volumes to the warrants for traffic signal installation. 
Levels of service for all streets and intersections shall be listed.

(2)	 Conclusions and recommended improvements. All streets and/or intersec-
tions showing a Level of Service C or below C shall be considered deficient, 
and specific recommendations for the elimination of these problems shall 
be listed. This listing of recommended improvements shall include, but not 
be limited to, the following elements: Internal circulation design, site access 
location and design, external street and intersection design and improve-
ments, traffic signal installation and operation, including signal timing, and 
transit design improvements.

8.2. Traffic Impact Study (continued)
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(3)	 Existing and/or future public transportation shall also be addressed. A listing 
of all actions to be undertaken to increase present public transportation us-
age and improve service, if applicable, of such public transportation facilities 
within one-quarter mile shall be included.

(4)	 The listing of recommended improvements for both streets and transit public 
transportation shall include, for such improvement, the party responsible for 
the improvement, the cost and funding of the improvement, and the proposed 
completion date for the improvement.

(5)	 The planning agencies shall review the transportation impact study to de-
termine its adequacy in solving any traffic problems, which may occur due 
to the land development or subdivision and make recommendations to the 
Board of Commissioners and Staff.

(6 5)	 The Board of Commissioners or Staff may decide that certain improvements 
contained in the study on or adjacent to the site are required for application 
plan approval and may attach these conditions to the preliminary approval. 
The improvement plans shall not be submitted to PennDOT until such plans 
are approved by the Board of Commissioners and Staff. This submittal to 
PennDOT shall be accompanied by comments of the planning agency and 
the Montgomery County Planning Commission.

(7 6)	 The cost of the transportation impact study shall be paid by the applicant/
developer. 

(8 7)	 When a project is located within a transportation service area designated by 
the Township as outlined in Section § 135-11 herein ), the levels of service 
and other transportation criteria shall be as stated in the related Roadway 
Sufficiency Analysis. The specific impact fee for a specific new development or 
subdivision within the service area for road improvements shall be determined 
as of the date of land development or subdivision approval by multiplying 
the per trip cost established for the service area as determined under Section 
135-11.18, as amended, by the estimated number of peak-hour trips to be 
generated by the new development or subdivision using generally accepted 
traffic engineering standards.

(9)	 The following special studies or reports to be developed by qualified profes-
sionals may be required to support and justify subdivision and land develop-
ment proposals as required by this Ordinance and the Zoning Ordinance.

8.3	 Conservation Plan Analysis

Purpose. The conservation plan overlay shall consist of a graphic representation and/or a 
narrative statement. It shall be of the same scale as the subdivision or land development 
plan submitted and shall show the total tract boundaries of the property being subdivided 
or developed. It and shall also indicate features of the land.

A.	 The purpose of the conservation plan overlay is to show existing conditions and 
disclose the environmental consequences of a proposed action by an applicant. 
This requirement is made in order to protect the natural environment with respect 
to water quality, water supply, soil erosion, reduction in tree canopy, pollution of 
all kinds, flooding and waste disposal. 

8.2. Traffic Impact Study (continued)
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B.	 The intent is to preserve trees and vegetation, to and protect watercourses, air 
resources and aquifers as far as is reasonably possible, consistent with the zoning 
of the tract.

C.	 The conservation plan statement shall include the following items pertaining to a 
proposed subdivision or land development. These may be in a narrative or shown 
on plan when appropriate. The narrative and plan must be signed and sealed by 
a professional engineer. 

D.	 The following chart outlines the plan requirement for the conservation plan:

8.3. Conservation Plan Analysis (continued)
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TABLE 8.3.1 CONSERVATION PLAN REQUIREMENTS

INFORMATION REQUIRED

CO
N

SERVATIO
N

 PLA
N

SIGNATURES & CERTIFICATIONS

Signature and Seal of Engineer •
LOT LINES, BOUNDARIES, LOCATION, AREA

Project narrative •

The name of the Property owner •
A key map at a scale of one inch equals 2,000 feet, clearly showing the location of the proposed subdivision or land develop-
ment within the Township and in relation to major streets and political boundaries. •

Location of existing structures and similar features on the property and any part of the land to be subdivided or developed •

Location of existing structures and similar features within 200 feet of any part of the land to be subdivided or developed •

Soil classification by the United States Department of Agriculture Soil Conservation Service, as shown in the document entitled 
“Soil Survey Montgomery County, Pennsylvania,” dated April 1967. In addition to the soil symbol shown on the plan and the 
area in acres for each, the following shall also be provided from the above documents as characteristic of each soil type: (a) Soil 
name; (B) Percent of land slope. (C) Depth to seasonal high water; (D) Depth to bedrock; (E) Erodibility class; (F) Limitations of 
soil type, including load-bearing capacity, drainage and plant growth; (G) Hydrological classification, as set forth in the Soil Con-
servation Service Engineering Field Manual; Highly acid or highly erodible soils.

•

The location, species and  size of existing trees alone and in groves •

The location, species and size of existing and proposed street trees Shade Trees and Large Canopy Trees •

Existing understory vegetation •

Actual driplines of all trees •
WATERCOURSES

Watercourses (and direction of flow) through the tract(s) and within 200 feet of tract. Including Ponds, springs, natural drainage 
swales, both perennial and seasonal •

Riparian buffer of watercourse(s), 50 feet, twenty five from each bank of the water body. (135-4.7G) •

Hydric soils, as depicted in the MC Soil Survey; and the existence of hydrophytic vegetation or hydroligic conditions. •

Wetlands and wetland buffer(s), twenty-five (25’) from perimeter (135-4.7F) •

Estuaries •

8.3. Conservation Plan Analysis (continued)
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8.3. Conservation Plan Analysis (continued)

TABLE 8.3.1 CONSERVATION PLAN REQUIREMENTS (CONTINUED)

INFORMATION REQUIRED

CO
N

SERVATIO
N

 PLA
N

STORMWATER

Rate of runoff from the site. •

Destination of runoff water and method of controlling downstream effects. •

Aquifer recharge and discharge areas •

Chemical additives to runoff water on the site •

Submission of an erosion and sediment control plan •
UTILITIES

Existing sanitary sewers within the property and adjacent to the property •

Existing and proposed on-site sewage disposal facilities, including a description and location on the site of the system. •

The location of refuse and recycling storage and disposal both during and after construction. •

Existing water mains and private wells •

Proposed water mains and sources. The source and adequacy of water to be provided to the site •

The expected water requirements (gallons per day) for the site. •

Existing and proposed power generation and storage facilities, including solar panels, batteries and geothermal wells. •
TOPOGRAPHY, CONTOURS

Existing and proposed drainage patterns. •

Contours at two-foot intervals whenever the developer proposes to make any changes in grade in a subdivision. •

Proposed contours at two-foot intervals and proposed changes in grade clearly defined. •

Slopes greater than 10% •

Slopes greater than 15% •

Slopes greater than 25% •

Maximum and minimum existing elevation of the site. •

Maximum and minimum proposed elevation of the site. •
The location of the one-hundred-year floodplain limit line as shown on the Lower Merion Floodplain Maps and FEMA’s Flood 
Insurance Rate Map. •
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B.	 The intent is to preserve trees and vegetation, to protect watercourses, air resources 
and aquifers as far as is reasonably possible, consistent with the zoning of the tract.

C.	 The conservation plan statement shall include the following items pertaining to a 
proposed subdivision or land development. These may be in a narrative or shown 
on plan when appropriate. The narrative and plan must be signed and sealed by 
a professional engineer. 

D.	 The following chart outlines the plan requirement for the conservation plan:

E.	 In addition to the plan items noted above, the impact of the proposed action shall 
be provided. This information is not required in the Tentative Sketch submission. 

(1)	 The impact on the following shall be provided. The proposed action impact 
on:

(a)	 Adjacent properties;

(b)	 Sites, buildings, objects, and structures of historic significance Historic-
Resources;

(c)	 Traffic on adjacent streets;

(d)	 Air quality during and after construction;

(e)	 Drainage and Runoff;

(f)	 Groundwater Quality

(g)	 Surface-Water Quality and Condition; and 

TABLE 8.3.1 CONSERVATION PLAN REQUIREMENTS (CONTINUED)

INFORMATION REQUIRED

CO
N

SERVATIO
N

 PLA
N

HISTORIC/SCENIC & ENVIRONMENTAL SENSITIVE AREA

Location and description of Hhistoric resources, including buildings, objects, structures, ruins, sites, traces and relationship to the 
bounds of any National Register or Locally designated historic structure or district. •

If applicable, the boundaries of the Schuylkill Scenic River Corridor, as designated by the Commonwealth of PA.  •
The developer shall indicate the natural features of the land as outlined in § 135-4.1B, together with a statement indicating 
which, natural features would be changed or affected  by the subdivision plan and/or the development of the property. •

The location of publicly used paths and bridle trails and the proposal for their continued use by easement or otherwise on prop-
erty and within 200 feet of such. •

Existing Wildlife Habitat. Where applicable, existing wildlife habitats and food sources shall be included. •

8.3. Conservation Plan Analysis (continued)
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(h)	 In addition to the items above, for institutional, commercial and indus-
trial, the following shall also be included:

[1]	 Noise levels, above existing levels, expected to generated at the 
site (source and magnitude), during and after construction; 

[2]	 Estimated quantity of solid waste to be developed on the site 
during and after construction. 

(2)	 The following information is required:

(a)	 A statement of impact upon critical area and of adverse impacts which 
cannot be avoided. 

(b)	 Environmental protective measures, procedures and schedules to min-
imize damage to critical impact areas during and after construction. 

(c)	 A list of all licenses, permits and other approvals required by municipal, 
county, or state law and the status of each. 

(d)	 A listing of steps proposed to minimize environmental damage to the 
site and region during construction and operation. 

8.4 	 Community Impact Assessment

A.	 Purpose. To provide the information to Township officials information regarding 
physical and demographic changes caused by a proposed subdivision or land 
development.

B.	 Intent. Community Impact Assessment Reports allow for greater insight for deter-
mination of impact caused by a proposed subdivision or land development. Im-
pacts assessed include changes to the character of the community demographics, 
socioeconomics, services, infrastructure and facilities or assets.

(1)	 The Community Impact Assessment Report shall assess needs associated 
with the proposed subdivision or land development in relation to, the School 
District, Township finances, and community services, including libraries and 
park and recreation facilities, utilities, police, fire and emergency medical 
services. 

(2)	 The Community Impact Assessment shall identify any necessary improve-
ments to all such systems and services needed to accommodate or mitigate 
the impacts from the proposed subdivision or land development.

C.	 Qualifications of Preparer.

(1)	 The Community Impact Assessment must be prepared by a certified planner(s) 
and/or professional(s) with appropriate education, training and experience to 
perform such an analysis. A report presenting the results of the Community 
Impact Assessment and the qualifications of the preparer of the Community 
Impact Assessment must be submitted with the development plan.

D.	 Submission Requirements.

(1)	 Two copies, plus PDFs, of a Community Impact Assessment Report shall be 
submitted to the Township with the Preliminary Plan application.

8.3. Conservation Plan Analysis (continued)
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(2)	 An application for subdivision and/or land development shall be considered 
incomplete without the required Community Impact Assessment Report. A 
Community Impact Assessment Report shall be required for the following:

(a)	 Residential subdivision with a net increase of twenty (30 20) or more 
dwelling units

(b)	 Any mixed-use development containing 10,000 sq. ft. or greater of 
commercial or retail building area

(c)	 Nonresidential land development of greater than 3,000 sq. ft.:

[1]	 Shopping center.

[2]	 Commercial. A commercial building or buildings. 

[3]	 Office. 

[4]	 Industrial. 

E.	 Components. The Community Impact Assessment Report shall contain the following:

(1)	 Overview and Description.

(a)	 A description of the proposed project, including the proposed uses, 
number and sizes of buildings and lots, architectural renderings, phas-
ing of the project and the extent of alterations and improvements to 
the site.

(2)	 Community Needs Inventory. An identification of the community facility needs 
associated with the users and/or residents of the proposed subdivision and/
or land development. The community needs assessment shall indicate in 
narrative form the following types of services: schools, parks, recreation ar-
eas, libraries, hospitals and other health care facilities, fire protection, police 
protection, ambulance and rescue services. The assessment will indicate the 
demand for these facilities and services and the ability of the existing facilities 
and services to meet the demand.

8.5	 Transportation Demand Management Plan

A.	 Purpose. The purpose of the following provisions is to mitigate traffic and other 
general transportation impacts generated from new development projects through 
sustainable growth policies that reduce single-occupancy vehicle trips, increase 
accessibility to transit, improve mobility of pedestrians and bicyclists, address traffic 
congestion at peak periods, and minimize parking demand.

B.	 Requirement thresholds. Compliance with TDM policies, as established through 
Township Resolution 2020-16, including the filing of a TDM Plan, shall be required 
when a proposed land development application consists of any of the following:

(1)	 Any proposed development determined from a Traffic Impact Assessment 
or Traffic Impact Study to either:

(a)	 increase delay to impacted study intersections of more than 1 second, 
with unmitigated significant traffic impacts, or

(b)	 the traffic generated by the proposed use, when combined with the 

8.4. Community Impact Assessment (continued)
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current use, results in a level of service lower than C, or, if the level of 
service is already C or below, shall not alter such level of service for 
adjacent streets and/or the nearest intersections thereof. 

(2)	 Mixed-use or multifamily building with 30 or greater units

(3)	 Newly established Institutional use, or addition to an existing use greater than 
3,000 sq. ft. 

(4)	 Industrial development totaling greater than 20,000 sq. ft.

(5)	 Commercial, retail or any business or services land development, or a com-
bination thereof, totaling greater than 10,000 of Gross Floor Area

(6)	 Office development greater than 20,000 sq. ft.

(7)	 All proposed land development plans within 500’ of the following intersec-
tions:

(a)	 Rock Hill Road and Belmont Avenue

(b)	 Lancaster Avenue and Remington Road

(c)	 City Avenue and Belmont Avenue

(d)	 St. Asaphs Road and Belmont Avenue

(e)	 City Avenue and Presidential Boulevard

(f)	 City Avenue and Lancaster Avenue

(g)	 S. Bryn Mawr Avenue and County Line Road/Haverford Road

(h)	 Rock Hill Road and Conshohocken State Road

(i)	 Bala Avenue and Union Avenue

C.	 When required. A transportation demand management plan shall be filed with a 
preliminary plan and, if amended during preliminary plan process, a final plan. 

D.	 Transportation Demand Management Plan Information. The transportation demand 
management plan shall be submitted in electronic and paper format as required 
by the Department of Building & Planning and include the following information:  

(1)	 The plan shall include a listing of measures, procedures and schedules to 
minimize transportation demand and regional impacts on the transportation 
network. 

(2)	 Project description.

(a)	 List of available public transit facilities and a map showing the distance 
and route from the primary building entrance to public transit facilities, 
including bus stops and commuter rail stations, within one half-mile (½) 
of the tract. 

(b)	 The following elements shall be identified on the map:

8.5. Transportation Demand Management Plan (continued)
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[1]	 Sidewalks, trails, multipurpose paths, pedestrianways and cross-
walks.

[2]	 Bicycle routes and bicycle facilities.

[3]	 Public parks.

[4]	 Grocery stores, shopping centers or other commercial destina-
tions

[5]	 Institutional, public use or public healthcare establishments

[6]	 Description and location of any onsite public transit amenities, 
including bus shelters, benches, wayfinding signage and street 
furniture. 

[7]	 Number, location and design of bicycle parking spaces on-site.

[8]	 Description of any available public or private shuttle service to 
or from the site, including a list of stops. 

(c)	 Location of preferential parking designation for carpool and/or vanpool, 
if provided. 

(d)	 Location of on-site and/or electronic transportation information displays. 
On-site transportation information displays shall be located so as to 
be seen by the greatest number of tenants/employees. Information 
displayed shall include, without limitation:

[1]	 Current maps, routes, and schedules for public transit routes 
serving the development.

[2]	 Transportation information including the contact information for 
the regional ridesharing agency and local transit operators. 

[3]	 Ridesharing promotional materials. 

(e)	 Maps showing the location of regional trails and pedestrian paths.

(f)	 Bicycle routes and facility information. 

(g)	 A listing of facilities available for bicyclists, carpoolers, pedestrians, 
transit riders, and vanpoolers at the development.

(3)	 Transportation Demand Management Policy Implementation. In addition to 
the aforementioned project description requirements, the proposed plan 
shall also include information and explanation to indicate measures taken to 
implement TDM Policy solutions consistent with the Intent & Purpose of this 
Chapter. 

A. 	 Purpose. The purpose of a Transportation Demand Management Plan is to mitigate 
traffic and other general transportation impacts generated from new development 
through sustainable growth policies that by reducing single-occupancy vehicle 
trips, increase accessibility to transit, improve mobility of pedestrians and bicyclists, 
address traffic congestion at peak periods, and minimize parking demand. The 
purpose of the initial TDM plan is to establish baseline information regarding the 
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availability of transportation alternatives and level of utilization of transportation 
alternatives by applicants. The purpose of additional reporting is to provide ongo-
ing information regarding utilization of transportation alternatives and to identify 
potential trip reductions, as well as, barriers to increased participation.

B. 	 Applicability. A Transportation Demand Management Plan shall be required for all 
land development applications located within a locally designated Transportation 
Service Area, or land development applications located along a Primary Road or 
when a proposed land development application utilizes the parking reductions in 
Zoning Code Section 155-8.2.

C. 	 When requiredFiling requirements. A Transportation Demand Management Plan, 
when required, shall be filed with a preliminary plan and, if amended during the 
preliminary plan process, with the final plan.  On or before September 30th in each 
even numbered year following the issuance of the Certificate of Occupancy, a bi-
ennial Status Report in compliance with 135-8.5.E. shall be submitted in electronic 
and paper format as required by the Department of Building and Planning. 

D. 	 Transportation Demand Management Plan Information. The Transportation Demand 
Management Plan shall be submitted in electronic and paper format as required by 
the Department of Building and Planning and include the following information:  

(1) 	 Project description. The project description shall include the following infor-
mation: 

(a) 	 A listing of measures to minimize transportation demand and regional 
impacts on the transportation network, and the anticipated peak hour 
trips without the measures and the peak hour trip reduction resulting 
from these measures. These measures may include, but are not limited 
to providing public transit accessibility, pedestrian or bicycle amenities, 
shuttle service or preferential parking designation for carpool and/or 
vanpool. A listing of measures to minimize transportation demand and 
impacts on the regional transportation network. These measures may 
include, but are not limited to providing public transit accessibility, 
pedestrian or bicycle amenities, shuttle service, preferential parking 
designation for carpool and/or vanpool or remote work opportunities.

(b)	 The anticipated peak hour trips without the measures and the antici-
pated peak hour trip reduction resulting from these measures.

(b) 	 Total gross floor area of all buildings.

(c) 	 Total gross floor area of all current and/or proposed use(s). 

(c) 	 The number of employees and/or residents that the project will add.

(d) 	 Number of employees and/or residents anticipated to utilize transpor-
tation alternatives for commuting. 

(e) 	 Barriers to employees and/or residents for utilization of transportation 
alternatives for commuting. 

(f) 	 Suggested recommendations to address barriers for utilization of 
transportation alternatives for commuting.

8.5. Transportation Demand Management Plan (continued)
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(g) 	 The total number of required parking spaces under Zoning Code, 
Section 155-8.1.

(h) 	 The total number of parking spaces to be held in reserve under Zoning 
Code, Section 155-8.2. 

(2)	 List and description of public transit facilities within one-half mile of the tract 
and/or private shuttle service to or from the site including a list of stops.

(3) 	 A map showing multimodal infrastructure and major destinations within one 
half-mile (½) of the tract. The following existing and proposed elements shall 
be identified on the map:

(a) 	 Sidewalks, trails, multipurpose paths, and pedestrianways.

(b) 	 Bicycle routes and bicycle facilities, including the number, and location 
of bicycle parking spaces on-site.

(c) 	 Public parks.

(d) 	 Grocery stores, shopping centers or other commercial destinations.

(e) 	 Institutional, public use or healthcare establishments.

(fi) 	 Public transit amenities, including bus shelters, benches, wayfinding 
signage and street furniture. 

(gj) 	 Location of on-site preferential parking designation for carpool and/or 
vanpool, if provided. 

(hk) 	 Location of on-site and/or electronic transportation information displays, 
if provided. 

E.	 Biennial Transportation Demand Management Plan Status Report.  

(1)	 The report shall include the following information:

(a)	 The information listed in 135-8.5.D.

(b)	 A summary of any changes to public transit service, bicycle, or pedes-
trian infrastructure  affecting the site.

(a) 	 On-site public transit amenities, including bus shelters, benches, way-
finding signage and street furniture. 

(b) 	 Information on the number of  parking spaces being utilized, on aver-
age, during peak periods of land use.

(c) 	 Location of on-site preferential parking designation for carpool and/or 
vanpool, if provided. 

(d) 	 Location of on-site and/or electronic transportation information displays, 
if provided. 

(e) 	 The home ZIP code of employees or the work ZIP code of residents. 

8.5. Transportation Demand Management Plan (continued)
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(f) 	 Number of employees and/or residents utilizing transportation alter-
natives for commuting. 

(g) 	 Barriers to employees and/or residents for utilization of transportation 
alternatives for commuting. 

(h) 	 Suggested recommendations to address barriers for utilization of 
transportation alternatives for commuting. 

(2)	 Review by the Director of Building and Planning. 

(a)	 Biennial reports will be reviewed by the Department of Building and 
Planning to determine if the property owner has implemented and/or 
maintained the Transportation Demand Management Plan. Field site 
inspections, photographs of Transportation Demand Management 
facilities and any documentation deemed necessary to determine 
compliance may be requested. 

(b)	 The Director of Building and Planning shall provide the property owner 
with written notification indicating whether the biennial Transportation 
Demand Management Status Report is approved or is deemed unac-
ceptable within three (3) months of its receipt. The Director of Building 
and Planning may notify the owner in writing of an extension of this 
deadline of no more than 30 days. 

(3)	 Compliance (RESERVED)
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135-9.	 ADMINISTRATION FEES AND ENFORCEMENT 

9.1.	 General Administration 
 
All provisions of this Chapter shall be administered by the Board of Commissioners or their 
its officially designated representatives. All matters relating to this Chapter shall be submit-
ted to the Township of Lower Merion Township Director of Building & and Planning who 
will handle the matter in accordance with the current Township of Lower Merion Township 
policies, procedures and guidelines established by the Board of Commissioners. 

9.2.	 Fees and Costs 

The developer shall pay fees and costs to the Township as set forth in Chapter A167 Fees, 
as adopted and amended from time to time by the Board of Commissioners. 

A.	 Professional consultants’ fees. The applicant will be required to deposit with the 
Township sums to be held in escrow until released for the payment of the Town-
ship’s consultant fees, including the fees of the Township Solicitor, land planners, 
traffic consultants, landscape architects and all other professional consultants whose 
services are engaged with respect to reviewing plans, resolving issues and prepa-
ration of documents in conjunction with an application. Moneys escrowed for this 
purpose may be combined with sums escrowed for the payment of the Township 
Engineer’s fees and costs. 

B.	 If the funds available for the payment of those fees and costs required by this aArti-
cle are or become inadequate to pay those fees and costs anticipated or incurred, 
the Township will send notice to the applicant to make an additional deposit. Until 
that deposit is made, permits for any work on the project may be withheld. If the 
deposit is not made within 20 days of the request therefor, any permits issued for 
work on the site may be suspended and site improvement escrow releases may be 
withheld. Any funds held in escrow on behalf of site improvements may be applied 
to the payment of costs and fees incurred or anticipated, at the discretion of the 
Director of Building and Planning. 

C.	 Escrow accounts for fees to conduct the necessary inspection and review services 
provided by the Township of Lower Merion during the construction of improve-
ments approved in the fFinal pPlan shall be established in accordance with Article 
7: Improvement Construction Plan.

D.	 Disputes. In the event the applicant disputes the amount of any such review fee, the 
fee dispute process established in the Pennsylvania Municipalities Planning Code 
shall be followed.

9.3.	 Enforcement

A.	 Violations and penalties.  

(1)	 Any person or partnership or corporation who or which, being the owner or 
agent of the owner of any lot, tract or parcel of land, shall lay out, construct, 
open or dedicate any street, sanitary sewer, storm sewer, water main or other 
improvements for public use, travel or other purposes or for the common use 
of occupants of buildings abutting thereon or who sells, transfers or agrees 
or enters into an agreement to sell any land in a subdivision or land develop-
ment, whether by reference to or by other use of a plat of such subdivision or 
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land development or erect any building thereon, unless and until a final plat 
has been prepared in full compliance with the provisions of this chapter and 
of the regulations adopted hereunder and has been recorded as provided 
herein, or who shall violate any other provision of this Chapter, shall, upon 
being found liable therefor in a civil enforcement proceeding commenced 
by the Township , be subject to a fine or penalty of not more than $500 plus 
all court costs, including reasonable attorney fees incurred by the Township 
as a result thereof. All fines collected for such violations shall be paid over 
to the Township. The description by metes and bounds in the instrument of 
transfer or other document used in the process of selling or transferring shall 
not exempt the seller or transferor from such penalties or from the remedies 
herein provided. 

(2)	 Any person, partnership or corporation who or which violates any provision 
of this chapter not referred to in Subsection 1 above shall, upon being found 
liable therefore in a civil enforcement proceeding commenced by the Town-
ship, be subject to a fine or penalty not exceeding $500, plus all court costs, 
including the reasonable attorney fees incurred by the Township as a result 
thereof, to be collected as like fines or penalties are collectible. 

(3)	 No judgement judgment shall commence or be imposed, levied or be payable 
until the date of determination of a violation by the district justice

(4)	 If the defendant neither pays nor timely appeals the judgement judgment, 
the Township may enforce the judgment pursuant to the applicable rules of 
civil procedure. 

(5)	 Each day that a violation continues shall constitute a separate violation, unless 
the district justice determines that there was a good faith basis for the person, 
partnership or corporation violating this Chapter to have believed that there 
was no such violation, in which event there shall be deemed to have been only 
one such violation until the fifth day following the date of the determination 
of a violation by the district justice and thereafter each day that a violation 
continues shall constitute a separate violation.  

B.	 Remedies. 

(1)	 In addition to the fines or penalties under § 135-9.4.A, the Board of Commis-
sioners may refuse to issue any permit or grant any approval necessary to 
further improve any real property which has been developed or has resulted 
in violation to this Chapter. The Township may enforce the requirements or 
conditions imposed upon any subdivision or land development by injunctive 
proceeding. Any such requirements or conditions shall be binding on the 
developer and his successors and assigns, including a tenant or mortgagee 
acquiring an interest in a portion of or all of the subdivision or land develop-
ment before or after the imposition of the requirements or conditions.

(2)	 In addition to other remedies, the Township may institute and maintain ap-
propriate actions by law or in equity to restrain, to correct or abate violations, 
to prevent unlawful construction, to recover damages and to prevent illegal 
occupancy of a building.  

9.3. Enforcement (continued)
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135-10.	 AMENDMENTS, VALIDITY, AND REPEALER 

10.1.	 Amendment Procedure
 
The Township may, from time to time, amend, supplement, change, modify, or repeal this 
Chapter by proceeding in accordance with the Pennsylvania Municipalities Planning Code. 
The Township shall fix the time and place of a public hearing on the proposed amendment 
and cause public notice thereof to be given as follows:

A.	 By publishing a notice thereof once each week for two successive weeks in a news-
paper of general circulation within the Township. The first notice shall not be more 
than thirty (30) days or less than seven (7) days from the date of the hearing.

B.	 The notice shall state the time and place of the hearing, the general nature of the 
proposed amendment and that full opportunity to be heard will be given to any 
citizen and all parties with an interest in attending such hearing.

10.2.	 Referral to Planning Commission 

Any proposed amendment presented to the Board of Commissioners without written find-
ings and recommendations from the Township Planning Commission and the Montgomery 
County Planning Commission shall be referred to these agencies for review at least 30 days 
prior to the public hearing of the Board of Commissioners. The Board of Commissioners shall 
not hold a public hearing upon such amendments until the required reviews are received 
or the expiration of 30 days from the date of referral, whichever comes first. 

10.3.	 Validity

Should any section of this Chapter be declared to be invalid by a court of competent ju-
risdiction, such decision shall not affect the validity of the Chapter as a whole or any other 
part thereof.

10.4.	 Repealer

All Chapters and parts of Chapters inconsistent herewith are repealed upon the legally 
effective date of this Chapter.
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135-11.	 TRAFFIC IMPACT FEES 

11.1.	 Purpose

The purpose of this article is to establish an impact fee program to ensure that the trans-
portation system is available and adequate to support new growth and development. To 
advance this objective, there is hereby created an impact fee payable to the Township at 
the time of building permit issuance.

11.2.	 General Findings and Conditions

The Board of Commissioners hereby finds and declares that:

A.	 The conditions and standards for the determination and imposition of the impact 
fee set forth herein are those set forth in Act 209 of 1990, and any and all amend-
ments thereto (hereinafter the “Act”), and consist of:

(1)	 The recitals set forth above; 

(2)	 The analysis, advice and recommendations of the Transportation Services 
Advisory Committee; 

(3)	 The land use assumptions as adopted by the Board of Commissioners; 

(4)	 The Roadway Sufficiency Analysis as adopted by the Board of Commissioners; 

(5)	 The Transportation Capital Improvements Plan, as adopted by the Board of 
Commissioners; and 

(6)	 Such other conditions and standards as the Board of Commissioners may 
by resolution identify from time to time as being relevant and material to the 
imposition of an impact fee and consistent with the provisions of the Act and 
any amendments thereto. 

B.	 The collection, disbursement and accounting of impact fees shall be administered 
by the office of the Township Manager, subject to review, oversight and control by 
the Township Board of Commissioners. 

C.	 The time, method and procedure for payment of impact fees shall be as set forth 
in this article. 

D.	 The procedure for credits against or refunds of impact fees shall be as set forth in 
this article. 

E.	 Such exemptions as the Board of Commissioners shall choose to enact shall be as 
set forth in this article. 

11.3.	 Definitions

The terms and definitions set forth in Section 502-A of the Act are hereby adopted and 
incorporated in this article by reference.

11.4.	 Imposition

There is hereby enacted an impact fee to be imposed upon new development for the 
purpose of off-site public transportation capital improvements authorized by the Act and 
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as described in the Transportation Capital Improvement Plan adopted by the Board of 
Commissioners. Said impact fee shall apply to all new developments or subdivisions within 
each of the transportation service areas identified herein and shall be a condition precedent 
to final approval of a development or a subdivision plan or issuance of a building permit.

11.5.	 Uses
 
Impact fees collected pursuant to this article shall be expended for costs incurred for im-
provements attributable to new development and designated in the Transportation Capital 
Improvements Plan adopted by the Board of Commissioners for improvements within each of 
the transportation service areas in which the new development will be located. Additionally, 
such fees may be used for the acquisition of land and right-of-way, engineering, legal and 
planning costs, and all other costs, including debt service related to road improvements 
within the designated service area, and including such proportionate amount of the Road-
way Sufficiency Analysis as is allowed under the provisions of the Act.
 

11.6.	 Documents adopted by Board of Commissioners

The following documents, previously adopted by the Board of Commissioners, are hereby 
incorporated by reference in this article:

A.	 Land use assumptions as adopted by Township resolution. 

B.	 Roadway Sufficiency Analysis as adopted by Township resolution. 

C.	 The Transportation Capital Improvements Plan as adopted by Township resolution. 

D.	 The Impact Fee Schedule as established by Township resolution. 

11.7.	 Special transportation studies. 

A.	 Where intended to assist in determining the appropriate amount of traffic impact 
fees, the Township may require the preparation of special transportation studies 
to determine the traffic generation or circulation patterns in new developments; 
provided, however, that no studies may be required where the proposed devel-
opment will not require a deviation from the land use assumptions used to create 
the program. 

B.	 Any such studies required by the Township shall be submitted prior to the impo-
sition of the impact fee and shall be considered in the determination of the fee. 

11.8.	 Applicability. 

This article shall be uniformly applicable to all development that occurs within a designated 
transportation service area.

11.9.	 Payment of fee required prior to issuance of building permit. 

No building permit shall be issued for a development in a designated transportation service 
area, as herein defined, unless the applicant therefor has paid the impact fee imposed by 
and calculated pursuant to this article.

11.10.	 Calculation. 

A.	 The impact fee for transportation capital improvements shall be based upon 
the total costs of the road improvements included in the Transportation Capital 

11.4. Imposition (continued)
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Improvements Plan within a given transportation service area attributable to and 
necessitated by new development within the service area as defined, divided by the 
number of anticipated peak-hour trips generated by all new development consistent 
with the adopted land use assumptions and calculated in accordance with the Trip 
Generation Manual published by the Institute of Transportation Engineers, sixth or 
subsequent editions, which is hereby adopted by the Township, to equal a per trip 
cost for transportation improvements within the service area. 

B.	 The specific impact fee for a specific new development or subdivision within the 
service area for road improvements shall be determined as of the date of preliminary 
land development or subdivision approval by multiplying the per trip cost estab-
lished for the service area as determined in § 135-11.18 hereof by the estimated 
number of peak-hour trips to be generated by the new development or subdivision 
using generally accepted traffic engineering standards. 

11.11 	 Establishment of transportation service areas. 

A.	 Transportation service areas, as established herein, are shown on the Transportation 
Service Area Map to be maintained by the Building and Planning Department and 
described as follows: 

(1)	 The Rock Hill Road Transportation Service Area is hereby established to 
include the following properties: all properties fronting on Rock Hill Road 
from Conshohocken State Road to Belmont Avenue; all properties fronting 
on Belmont Avenue from Rock Hill Road to the Schuylkill Expressway; and all 
properties fronting on Old Belmont Avenue from Belmont Avenue to Jefferson 
Street. 

(2)	 The City Avenue Transportation Service Area is hereby established to include 
the following properties: 

•	 All properties fronting on City Avenue from Orchard Way to the Schuylkill 
Expressway; 

•	 Bala Avenue from City Avenue to Montgomery Avenue; 
•	 St. Asaphs Road and Belmont Avenue from City Avenue to Righters Ferry 

Road;
•	 Righters Ferry Road from Belmont Avenue to Monument Road; 
•	 Monument Road from City Avenue to Righters Ferry Road; and 
•	 Presidential Boulevard from Monument Road to City Avenue. 

B.	 Additional transportation service areas or subareas or combinations of transporta-
tion service subareas may be designated by the Board of Commissioners from time 
to time consistent with the procedure set forth in this article and in consideration 
of the following factors:

(1)	 The Comprehensive Plan; 

(2)	 Any standards for adequate public facilities incorporated in the transportation 
service area; 

(3)	 The projected build-out and timing of development areas; 

(4)	 The need for and cost of unprogrammed transportation improvements nec-
essary to support projected development; and 

(5)	 Such other factors as the Board of Commissioners may deem relevant. 

11.10. Calculation (continued)
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C.	 Fees collected from development in each of the transportation service areas will be 
used exclusively to fund transportation improvement projects scheduled for that 
area. 

11.12 	 Nonbinding estimate. 

Prior to making an application for a building permit, an applicant may request a nonbinding 
impact fee estimate from the Township, which shall be based upon the maximum devel-
opment potential of the site pursuant to existing zoning regulations, unless the applicant 
specified a lesser use of development.

11.13 	 Administration. 

A.	 The provisions of this article shall be liberally construed to effectively carry out its 
purposes which are hereby found and declared to be in furtherance of the public 
health, safety, welfare and convenience.

B.	 Collection of impact fee. Impact fees due pursuant to this article shall be collected 
by the Township in the manner or manners prescribed herein prior to the issuance 
of a building permit. 

C.	 Establishment of fund. Upon receipt of impact fees, the Township Manager shall 
be responsible for the separate and proper accounting of such fees. All such fees 
shall be deposited in interest-bearing accounts in a bank authorized to receive 
deposits of the Township funds. Interest earned by each account shall be credited 
to that account and shall be used solely for the purpose specified for funds of such 
account. 

D.	 Establishment and maintenance of accounts. The Township Manager shall establish 
appropriate trust fund accounts and shall maintain records whereby impact fees 
collected can be segregated for each transportation service area. 

E.	 Maintenance of records. The Township Manager shall maintain and keep adequate 
financial records for each such account which shall show the source and disburse-
ment of all revenues, which shall account for all monies received, and which shall 
ensure that the disbursement of funds from each account shall be used solely and 
exclusively for the provision of projects specified in the Transportation Capital 
Improvements Plan for the particular transportation service area. 

11.14 	 Credit. 

A.	 Any applicant who shall perform, at their own expense and with the consent and 
agreement of the Board of Commissioners, off-site improvements, as herein defined, 
shall be eligible for a credit from the impact fee otherwise due in the amount of the 
actual cost of such off-site improvements as approved by the Township Engineer. 
Such one-time credit shall not exceed the amount of the impact fee.

(1)	 If the applicant wishes to make such improvements, they must enter into an 
agreement with the Township, prior to the issuance of any building permit. 
The agreement must establish the estimated cost of the improvement, the 
schedule for initiation and completion of the improvement, a requirement 
that the improvement be completed to Township and Pennsylvania Depart-
ment of Transportation standards and design criteria and such other terms 
and conditions as deemed necessary by the Board of Commissioners. The 
Director of Building &and Planning must review the improvement plan, 
verify costs and time schedules, determine if the improvement is an eligible 
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improvement and determine the amount of the applicable credit for such 
improvement to be applied to the otherwise applicable impact fee prior to 
issuance of any building permit. In no event shall the Township provide a credit 
which is greater than the applicable impact fee. If, however, the amount of 
the credit is calculated to be greater than the amount of the impact fee due, 
the applicant may use such excess credit toward the impact fees imposed 
on other building permits for development on the same site and in the same 
ownership. 

(2)	 An applicant shall be eligible for a credit from the impact fee otherwise due 
in an amount equal to the fair market value of land dedicated by the appli-
cant and accepted by the Township for future right-of-way, realignment or 
widening of existing roadways. 

(3)	 An applicant shall be eligible for a credit from the impact fee otherwise due 
in an amount equal to the value of any road improvement construction which 
is contained in the Transportation Capital Improvements Plan and which was 
performed at the applicant’s expense. 

B.	 As a Transportation Demand Management Plan (TDM) provides an overriding 
public interest, any applicant who performs at their own expense and with the 
consent and agreement of the Board of Commissioners, a TDM Plan, as defined in 
this Chapter, shall be eligible for a credit from the impact fee otherwise due in an 
amount equal to the actual cost of such TDM Plan, as approved by the Director of 
Building &and Planning. Such one-time credit shall not exceed the amount of the 
impact fee. Biennial reports will not receive a traffic impact fee credit.  

11.15 	 Refunds. 

A.	 Impact fees collected pursuant to this article shall be refunded, together with interest 
earned thereon, to the payor of the fees under the following circumstances:

(1)	 In the event the Township completes or terminates the Transportation Cap-
ital Improvements Plan and there remain undisbursed funds, the respective 
payors shall be entitled to a share of the fund balance in the same proportion 
as the payor’s impact fee payment, plus interest earned bears to the total 
impact fees collected plus interest. 

(2)	 In the event any specific transportation improvement project is completed 
at a cost to the Township less than 95% of the budgeted cost of the trans-
portation improvement project, the Township shall refund an amount equal 
to the excess budgeted cost over actual cost to the payors, pro rata, plus 
accumulated interest. 

(3)	 In the event the Township fails to commence construction within three (3) 
years of the scheduled construction date of the project as set forth in the 
Transportation Capital Improvements Plan, the Township shall refund the 
portion of the fee paid by any payor making written request therefor which 
is attributable to said project, with accumulated interest, provided no refund 
shall be paid with respect to any project actually begun prior to the receipt 
of such refund request. 

(4)	 In the event the development for which impact fees were paid has not com-
menced prior to the expiration of the building permit issued therefor, the 
impact fees paid with accumulated interest shall be refunded to the payor. 
Further, if a building permit, after issuance, is altered in such a way as to reduce 

11.14. Credit (continued)
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the indicated impact fee, the difference between the amount indicated and 
the amount actually paid shall be refunded. The payor, at their option may 
roll over the impact fees attributable to an expired building permit to cover 
fees incurred by a renewal of said expired permit. 

B.	 With respect to refunds arising out of Subsection A(1) or (2) hereof, any funds un-
claimed within one (1) year after notice as required by law shall be transferred to 
the general account of the Township, and the payor’s entitlement to said refund 
shall lapse. It is the responsibility of the payor to provide the Township with the 
current address of their place of business. 

11.16 	 Fee is additional and supplemental requirement. 

The impact fee is additional and supplemental to, and not in substitution of, any other 
requirements imposed by the Township on the development of land or the issuance of 
building permits. Nothing herein contained shall be deemed to alter or affect the Township’s 
existing ordinances and regulations regarding on-site improvements. In no event shall a 
property owner be obligated to pay for transportation capital improvements in an amount in 
excess of the amount calculated pursuant to this article; provided, however, that a property 
owner may be required to pay, pursuant to Township ordinances, regulations or policies, 
for other public facilities in addition to the impact fee for transportation improvements as 
provided for herein.

11.17 	 Retroactive application. 

A.	 Impact fees may be imposed on those projects involving development, and subdivi-
sion for which an application has been filed on or after the first publication of notice 
of the Township’s intent to designate a Transportation Services Area; provided, 
however, that such retroactivity does not exceed 18 months after the adoption of 
the resolution that created the advisory committee in connection herewith. 

B.	 In retroactive applications, the per-trip fee may not exceed $1,000 or the actual 
calculated fee, whichever is less. 

11.18 	 Establishment of per trip cost. 

The per trip cost for transportation service areas shall be as shown on Table 11.18. 

TABLE 11.18.1 ESTABLISHMENT OF PER TRIP COST

SECTION TRANSPORTATION SERVICE AREA TRAFFIC IMPACT FEE 
PER PEAK HOUR TRIP PEAK HOUR

11.18.A. Rock Hill Road Transportation Service Area $3,149.26 Afternoon

11.18.B. City Avenue Transportation Service Area $1,544 Afternoon

11.15. Refunds (continued)
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